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P DAIKIN Daikin Altherma mid temperature split - ERRA-EV37

1 Features
1-1 ERRA-EV37/

> Outdoor unit extracts heat from the outdoor air, even at -25°C
> By heat pump operation only, the outdoor unit delivers a leaving
1 water temperature of 65°C at -15°C ambient temperature
I > By -15°C ambient temperature, the outdoor unit limits heating
capacity loss

> Choosing for an R-32 product, reduces the environmental impact
with 68% compared to R-410A, leads directly to lower energy

consumption thanks to its high energy efficiency and has a 30%
lower refrigerant charge

> WLAN cartridge included
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down to -25°C
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Daikin Altherma mid temperature split - ERRA-EV37

2 Specifications
2-1  Specifications

Technical specifications ELBH12E6V + ERRAOSEV37 [ ELBH12E6V + ERRA10EV37 | ELBH12E6V + ERRA12EV37
Energx Efﬁcien(x Range Space Heating A+++ ~ D, Water Heating A+ ~ F
Heating capacity Min. kW 345(1)
Nom. kw | 617(2) | 2
Max. kW 7.95(1) 9.25(1) 9.97 (1)
Power input Heating Min. kW 0.72(5) —
Nom. kW 1.25(2)
Max. kW 169 (5) \ 2.04(5) \ 2.28(5)
cor 492(2)
Pump Type Grundfos UPM4L K 15-75130 9 DKI
Nomi- Heating kPa 679(7)
nal ESP
unit
Water side Heat Water  Heating Nom. |/min 18.3
exchanger flow
rate
General Sup-  Name and address Daikin Europe N.V. - Zandvoordestraat 300, 8400 Oostende, Belgium
plier/  Name or trademark Daikin Europe N.V.
Manu-
facturer
details
Product Air-to-water heat pump Yes
de- Brine-to-water heat pump No
scrip- Heat pump combination heater Yes
tion  Low-temperature heat pump No
Supplementary heater integrated Yes
Water-to-water heat pump No
LW(A)Sond dB(A) dBA 440
power level
(accordingto
EN14825)
LW(A) Sound power level dB(A) dBA 56.0
(according to EN14825)
Sound condition Ecodesign and energy label Sound power in heating mode, measured according to the EN12102 under conditions of the EN14825
Space heating general  Airto  Rated airflow (outdoor) m¥h 3,542
water
unit
Other  Capacity control Inverter
Pck (Crankcase heater mode) kW 0.000
Poff (0ff mode) kw 0.021
Psb (Standby mode) kw 0.021
Pto (Thermostat off) kw 0.024
Inte-  Psup kW 6.0
grated Type of energy input Electrical
supple-
men-
tary
heater
Space heating Aver-  General Annual energy consumption kWh 7742 7723 7,510
() age ns (Seasonal space heating % 130 31 135
o0 " :
® climate efficiency)
water Prated at-10°C kW 12.5
outlet Qhe Annual energy consumption Gj 28 27
55°C (6ev)
Scop 3.34 3.44
P DAIKIN Daikin Altherma mid temperature split - ERRA-EV37 >



P DAIKIN Daikin Altherma mid temperature split - ERRA-EV37

2 Specifications
2-1  Specifications
Technical specifications ELBH12E6V + ERRAOSEV37 [ ELBH12E6V + ERRAT0EV37 | ELBH12E6V + ERRAT2EV37
Space heating Aver-  General Seasonal space heating eff. class A++
9 age Alonditon - Cdh (Degradation heating) 1.0
o, 3
() dimate (70-  COPd 226
water  B-8C)  Pdh kW 76
outlet PERd % 90.4
55°C B(mdtin Cdh (Degradation heating) 10
0- Copd 339
BCWB)  Pdh kw 6.8
PERd % 135.6
(Condition - Cdh (Degradation heating) 1.0
[F0- COPd 490
BE°CE)  Pdh kW 45
PERd % 196.0
Déondition  Cdh (Degradation heating) 1.0
(°0- COPd 6.02
BTCHE)  Pdh kW 52
PERd % 240.8
Tol (OPd 1.97 2.00
(tem-  Pdh kW 6.9 8.2
per-  PERd % 78.8 80.0
ature  TOL °C -10
oper- WTOL °C 55
ating
limit)
Ratedheat  Psup (at Tdesign -10°C) kw 5.6 43
outputstp-
plementary
apacy
Thiv  COPd 2.81 2.4
(biva-  Pdh kW 8.5 10.0
lent  PERd % 4 96.4
tem-  Thiv °C 2 -5
Cold  General Annual energy consumption kWh 7303 7173 7146
climate ns (Seasonal space heating % 18 21
water efficiency)
outlet Prated at -22°C kw 9.0
55°C Qhe Annual energy consumption Gj 26
(GCV)
Alonditon - Cdh (Degradation heating) 1.0
(70- COPd 2.5
B-ECH8)  Pdh kW 52
PERd % 100.6
Blondition  Cdh (Degradation heating) 1.0
Q- Copd 377

P"DAIKIN Daikin Altherma mid temperature split - ERRA-EV37
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Daikin Altherma mid temperature split - ERRA-EV37

2 Specifications
2-1  Specifications
Technical specifications ELBH12E6V + ERRAOSEV37 [ ELBH12E6V + ERRA10EV37 | ELBH12E6V + ERRA12EV37
Space heating Cold  Blendtion Pdh kW 33
.Q. climate °00-  PERd % 151.0
() water  B/ICUB) 2
outlet CCondiion  Cdh (Degradation heating) 1.0
55°C  (’0-  COPd 4.81 ——
B6CUE)  Pdh kW 34
PERd % 192.2
DCondition COPd 6.36
(@0-  Pdh kW 42
BAFCWB)  PERd % 254.2
Tol COPd 143 149 1.54
(tem-  Pdh kw 49 6.1 72
per-  PERd % 574 59.7 61.7
ature  TOL °C 22
oper- WTOL °C 55
ating
limit)
GCondition COPd 1.93 1.96
(1508~ Pdh kW 6.0 72
PERd % 712 784
Thiv ~ COPd 217 1.96
(biva-  Pdh kw 6.6 72
lent  PERd % 86.9 784
tem-  Thiv °C -12 -15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kw 41 2.9 18
outputsup-
plementary
apacy
Warm  General Annual energy consumption kWh 3,039
climate ns (Seasonal space heating % 166
water efficiency)
outlet Prated at 2°C kW 9.6
55°C Qhe Annual energy consumption Gj 1
(GCV)
Blondition  Cdh (Degradation heating) 1.0
(r@-  Copd 257
BIC)  Pdh kW 8.0
PERd % 102.6
(Condition  Cdh (Degradation heating) 1.0
(r@- Copd 3.65
BEWS)  Pdh kW 6.7
PERd % 146.2
DCondtion Cdh (Degradation heating) 1.0
(0°0- CoPd 571
B/CW8)  Pdh kW 3.6
P DAIKIN 7
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P DAIKIN Daikin Altherma mid temperature split - ERRA-EV37

2 Specifications
2-1  Specifications
Technical specifications ELBH12E6V + ERRAOSEV37 [ ELBH12E6V + ERRAT0EV37 | ELBH12E6V + ERRAT2EV37
Space heating Warm  D(onditon  PERd % 2283
() climate (12°0-
w water  B/ITOHB)
outlet Thiv  COPd 3.02
55°C  (biva- Pdh kW 8.4
lent  PERd % 1209
tem-  Thiv °C 4
pera-
ture)
Aver-  General Annual energy consumption kWh 3,659 3,637
age ns (Seasonal space heating % 184 186
climate efficiency)
water Prated at-10°C kW 83
outlet Qhe Annual energy consumption Gj 3
35°C (6CV)
Scop 4.69 4N
Seasonal space heating eff. class A+++
Alondiion  COPd 310
(70- Pdh kW 75
B-8CHB)  PERd % 1241
Blondition  Cdh (Degradation heating) 1.0
(ra-  Copd 4.76
BICWB)  Pdh kw 44
PERd % 190.4
(Condition  Cdh (Degradation heating) 1.0
[F0- COPd 6.14
BE°CE)  Pdh kw 43
PERd % 245.8
DCondtion Cdh (Degradation heating) 1.0
(°0- COPd 7.84
BIFCNE)  Pdh kw 6.6
PERd % 313.4
Tol (OPd 2.80 271
(tem-  Pdh kw 6.9 8.1
per-  PERd % 2.2 110.8
ature  TOL °C -10
oper-  WTOL °C 35
ating
limit)
Tbiv ~ COPd 310 2.77
(biva-  Pdh kw 75 81
lent PERd % 1241 110.8
tem-  Thiv °C 7 -10
pera-
ture)
Ratedheat  Psup (at Tdesign -10°C) kW 14 0.0
outputstp-
plementary
apacy
Cold  General Annual energy consumption kWh 5,554 5,401 5,387
climate
water
outlet
35°C
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P DAIKIN Daikin Altherma mid temperature split - ERRA-EV37

2 Specifications
2-1  Specifications

Technical specifications ELBH12E6V + ERRAOSEV37 ELBH12E6V + ERRA10EV37 ELBH12E6V + ERRA12EV37
Space heating Cold  General ns(Seasonal space heating % 157 161 162
.Q. climate efficiency)
() water Prated at -22°C kW 9 2
outlet Qhe Annual energy consumption Gj 20.0 194
35°C (GCV)
Alonditon  COPd 336
(70- Pdh kW 54
B-E0H8)  PERd % 134.5
Blondition  Cdh (Degradation heating) 1.0
0 CoPd 5.21
BW)  Pdh kW 36
PERd % 208.4
(Condition - Cdh (Degradation heating) 1.0
(r@- CoPd 6.29
B6CHE)  Pdh kW 53
PERd % 2517
DCondition Cdh (Degradation heating) 1.0
(X0- Copd 7.69
BIFCNE)  Pdh kW 6.6
PERd % 307.6
Tol (OPd 2.04 2.07 2.09
(tem-  Pdh kW 49 59 6.4
per-  PERd % 81.6 82.9 83.6
ature  TOL °C 22
oper- WTOL °C 35
ating
limit)
GCondtion  COPd 2.60 2.56
(1508 Pdh kW 6.0 7.0
PERd % 103.8 102.6
Thiv ~ COPd 2.86 2.56
(biva-  Pdh kw 6.5 7.0
lent  PERd % 1144 102.6
tem-  Thiv °C -12 -15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kW 41 31 26
autputsup-
plementary
apacty
Warm  General Annual energy consumption kWh 2,027
climate ns (Seasonal space heating % 224
water efficiency)
outlet Prated at2°C kw 8.6
35°C Qhe Annual energy consumption Gj 7
(GCV)
Blondition  Cdh (Degradation heating) 1.0
(ra-  Copd 4.06
Space heating Warm  B(ondiion  Pdh kW 6.8
() climate °0-  PERd % 162.4
» water  BTOHE)
outlet ((onditon  Cdh (Degradation heating) 1.0
35°C (0 COPd 5.65
BE°CE)  Pdh kW 55
PERd % 226.0
Thiv ~ COPd 473
(biva-  Pdh kw 6.8
lent  PERd % 189.2
tem-  Thiv °C 5
pera-
ture)
Déondition - Cdh (Degradation heating) 1.0
(°0- COPd 752
BTCHE)  Pdh kW 6.1
PERd % 300.8

(1)Capacity according to standard EN14511 and valid for heated water range dT=3~8°CatTa 7°C |
(2)Condition: Ta DB/WB 7°C/6°C - LWC 35°C (DT = 5°C) |

(3)Cooling: EW 12°C; LW 7°C; ambient conditions: 35°CDB |

(4)Cooling: EW 23°C; LW 18°C; ambient conditions: 35°CDB |

(5)Power input is total input of indoor and outdoor units, including the circulation pump; according to EN14511 |
(6)Test at Ta DB/WB 7°C/6°C. According to EN 16147. |

(7)DB/WB 7°C/6°C - LWC 35°C (dT=5°C) with pump at full speed

Technical specifications ELBH12E9W + ERRAOSEV37 | ELBH12E9W + ERRATOEV37 |  ELBH12E9W + ERRA12EV37
Energy Efficiency Range | Space Heating A+++ ~ D, Water Heating A+ ~ F

P"DAIKIN Daikin Altherma mid temperature split - ERRA-EV37 9



P DAIKIN Daikin Altherma mid temperature split - ERRA-EV37

2 Specifications
2-1  Specifications

Technical specifications ELBH12E9W + ERRAOSEV37 [ ELBH12E9W + ERRAT0EV37 | ELBH12E9W + ERRA12EV37
Heating capacity Min. kW 3.45(1)
Nom. kW 6.17(2)
2 Max. Kw 795(1) \ 9.25 (1) \ 997(1)
Power input Heating Min. kW 0.72(5)
— Nom. kw 1.25(2)
Max. kw 169 (5) \ 204(5) \ 228(5)
cop 4.92(2)
Pump Type Grundfos UPM4L K 15-75130 9 DKI
Nomi-  Heating kPa 67.9(7)
nal ESP
unit
Water side Heat Water  Heating Nom. |/min 183
exchanger flow
rate
General Sup-  Name and address Daikin Europe N.V. - Zandvoordestraat 300, 8400 Oostende, Belgium
plier/  Name or trademark Daikin Europe N.V.
Manu-
facturer
details
Product Air-to-water heat pump Yes
de- Brine-to-water heat pump No
scrip- Heat pump combination heater Yes
tion  Low-temperature heat pump No
Supplementary heater integrated Yes
Water-to-water heat pump No
LW(A)Sond dB(A) dBA 440
povierlevel
(accordingto
EN14823)
LW(A) Sound power level dB(A) dBA 56.0
(according to EN14825)
Sound condition Ecodesign and energy label Sound power in heating mode, measured according to the EN12102 under conditions of the EN14825
Space heating general ~ Airto  Rated airflow (outdoor) m’h 3,542
water
unit
Other  Capacity control Inverter
Pck (Crankcase heater mode) kw 0.000
Poff (0ff mode) kW 0.021
Psh (Standby mode) kW 0.021
Pto (Thermostat off) kW 0.024
Inte-  Psup kW 9.0
grated Type of energy input Electrical
supple-
men-
tary
heater
Space heating Aver-  General Annual energy consumption kWh 7742 7723 7,510
.’. age ns (Seasonal space heating % 130 31 135
() climate efficiency)
water Prated at-10°C kW 125
outlet Qhe Annual energy consumption Gj 28 277
55°C (GCV)
scop 3.34 344

0 YDAIKIN Daikin Altherma mid temperature split - ERRA-EV37
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Daikin Altherma mid temperature split - ERRA-EV37

2 Specifications
2-1  Specifications

Technical specifications

ELBH12E9W + ERRAOSEV37 l ELBH12E9W + ERRAT0EV37 l ELBH12E9W + ERRA12EV37

Space heating Aver-  General Seasonal space heating eff. class A++
... age Alonditon - Cdh (Degradation heating) 1.0
() dimate (70~ COPd 226 2
water  B-8C)  Pdh kW 76
outlet PERd % 90.4 —
55°C B(odtin Cdh (Degradation heating) 10
0- Copd 339
BCWB)  Pdh kw 6.8
PERd % 135.6
(Condition  Cdh (Degradation heating) 1.0
[F0- COPd 490
BE°CHE)  Pdh kW 45
PERd % 196.0
Déondition  Cdh (Degradation heating) 1.0
(°0- COPd 6.02
BITCHE)  Pdh kW 52
PERd % 240.8
Tol (OPd 1.97 2.00
(tem-  Pdh kW 6.9 8.2
per-  PERd % 78.8 80.0
ature  TOL °C -10
oper- WTOL °C 55
ating
limit)
Ratedheat  Psup (at Tdesign -10°C) kw 5.6 43
outputstp-
plementary
apacy
Thiv  COPd 2.81 2.4
(biva-  Pdh kW 8.5 10.0
lent  PERd % 4 96.4
tem-  Thiv °C 2 -5
Cold  General Annual energy consumption kWh 7303 7173 7146
climate ns (Seasonal space heating % 18 21
water efficiency)
outlet Prated at -22°C kw 9.0
55°C Qhe Annual energy consumption Gj 26
(GCV)
Alondition Cdh (Degradation heating) 1.0
(70- COPd 2.5
B-ECH8)  Pdh kW 52
PERd % 100.6
Blondition  Cdh (Degradation heating) 1.0
Q- Copd 377
P"DAIKIN Daikin Altherma mid temperature split - ERRA-EV37 n



P DAIKIN Daikin Altherma mid temperature split - ERRA-EV37

2 Specifications
2-1  Specifications
Technical specifications ELBH12E9W + ERRAOSEV37 [ ELBH12E9W + ERRAT0EV37 | ELBH12E9W + ERRA12EV37
Space heating Cold  Blondtion Pdh kW 33
.Q. climate °00-  PERd % 151.0
2 () water  B/ICUB)
outlet CCondiion  Cdh (Degradation heating) 1.0
55°C  (’0-  COPd 4.81
B6CUE)  Pdh kW 34
PERd % 192.2
DCondition COPd 6.36
(@0- Pdh kW 42
BACWB) - PERd % 254.2
Tol COPd 143 149 1.54
(tem-  Pdh kw 49 6.1 72
per-  PERd % 574 59.7 61.7
ature  TQOL °C -22
oper- WTOL °C 55
ating
limit)
GCondition COPd 1.93 1.96
(1508~ Pdh kW 6.0 72
PERd % 712 784
Thiv ~ COPd 217 1.96
(biva-  Pdh kw 6.6 72
lent  PERd % 86.9 784
tem-  Thiv °C -12 -15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kw 41 2.9 18
outputsup-
plementary
apacy
Warm  General Annual energy consumption kWh 3,039
climate ns (Seasonal space heating % 166
water efficiency)
outlet Prated at 2°C kW 9.6
55°C Qhe Annual energy consumption Gj 1
(GCV)
Blondition  Cdh (Degradation heating) 1.0
(r@-  Copd 257
BIC)  Pdh kW 8.0
PERd % 102.6
(Condition  Cdh (Degradation heating) 1.0
(r@- Copd 3.65
BEWS)  Pdh kW 6.7
PERd % 146.2
DCondtion Cdh (Degradation heating) 1.0
(0°0- CoPd 571
BCW8)  Pdh kW 3.6

2 VDAIKIN Daikin Altherma mid temperature split - ERRA-EV37
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Daikin Altherma mid temperature split - ERRA-EV37

2 Specifications
2-1  Specifications

Technical specifications

ELBH12E9W + ERRAOSEV37 l ELBH12E9W + ERRAT0EV37 l ELBH12E9W + ERRA12EV37

Space heating Warm  D(onditon  PERd % 2283
() climate (12°0-
w water  B/ITOHB) 2
outlet Thiv  COPd 3.02
55°C  (biva- Pdh kW 84 E—
lent  PERd % 1209
tem-  Thiv °C 4
pera-
ture)
Aver-  General Annual energy consumption kWh 3,659 3,637
age ns (Seasonal space heating % 184 186
climate efficiency)
water Prated at-10°C kW 83
outlet Qhe Annual energy consumption Gj 3
35°C (6CV)
Scop 4.69 47
Seasonal space heating eff. class A+++
Alondiion  COPd 310
(70- Pdh kW 75
B-8CHB)  PERd % 1241
Blondition  Cdh (Degradation heating) 1.0
(ra-  Copd 4.76
BICWB)  Pdh kw 44
PERd % 190.4
(Condition - Cdh (Degradation heating) 1.0
[F0- COPd 6.4
BE°CE)  Pdh kw 43
PERd % 245.8
DCondtion Cdh (Degradation heating) 1.0
(°0- COPd 7.84
BIFCNE)  Pdh kw 6.6
PERd % 313.4
Tol (OPd 2.80 271
(tem-  Pdh kw 6.9 8.1
per-  PERd % 122 110.8
ature  TOL °C -10
oper-  WTOL °C 35
ating
limit)
Tbiv ~ COPd 310 2.77
(biva-  Pdh kw 75 81
lent PERd % 1241 110.8
tem-  Thiv °C 7 -10
pera-
ture)
Ratedheat  Psup (at Tdesign -10°C) kW 14 0.0
outputstp-
plementary
apacy
Cold  General Annual energy consumption kWh 5,554 5,401 5,387
climate
water
outlet
35°C
*"DAIKIN Daikin Altherma mid temperature split - ERRA-EV37 13



P DAIKIN Daikin Altherma mid temperature split - ERRA-EV37

2 Specifications
2-1  Specifications

Technical specifications ELBH12E9W + ERRAOSEV37 ELBH12E9W + ERRAT0EV37 ELBH12E9W + ERRA12EV37
Space heating Cold  General ns(Seasonal space heating % 157 161 162
() climate efficiency)
... water Prated at -22°C kW 9
outlet Qhe Annual energy consumption Gj 20.0 194
35°C (GCV)
Alonditon  COPd 336
(70- Pdh kW 54
B-E0H8)  PERd % 134.5
Blondition  Cdh (Degradation heating) 1.0
0 CoPd 5.21
BW8)  Pdh kW 36
PERd % 208.4
(Condition  Cdh (Degradation heating) 1.0
(r@- CoPd 6.29
B6CHE)  Pdh kW 53
PERd % 2517
DCondition Cdh (Degradation heating) 1.0
(X0- Copd 7.69
BIFCNE)  Pdh kW 6.6
PERd % 307.6
Tol (OPd 2.04 2.07 2.09
(tem-  Pdh kW 49 59 6.4
per-  PERd % 81.6 82.9 83.6
ature  TOL °C 22
oper- WTOL °C 35
ating
limit)
GCondtion  COPd 2.60 2.56
(508H  Pdh kW 6.0 7.0
PERd % 103.8 102.6
Thiv ~ COPd 2.86 2.56
(biva-  Pdh kw 6.5 7.0
lent  PERd % 1144 102.6
tem-  Thiv °C -12 -15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kW 41 31 26
autputsup-
plementary
apacty
Warm  General Annual energy consumption kWh 2,027
climate ns (Seasonal space heating % 224
water efficiency)
outlet Prated at2°C kw 8.6
35°C Qhe Annual energy consumption Gj 7
(GCV)
Blondition  Cdh (Degradation heating) 1.0
(ra-  Copd 4.06
Space heating Warm  B(ondiion  Pdh kW 6.8
9 climate °0-  PERd % 162.4
» water  BTOHE)
outlet ((onditon  Cdh (Degradation heating) 1.0
35°C (0 COPd 5.65
BE°CE)  Pdh kW 55
PERd % 226.0
Thiv  COPd 473
(biva-  Pdh kw 6.8
lent  PERd % 189.2
tem-  Thiv °C 5
pera-
ture)
Déondition  Cdh (Degradation heating) 1.0
(°0- COPd 752
BTCHE)  Pdh kW 6.1
PERd % 300.8

(1)Capacity according to standard EN14511 and valid for heated water range dT=3~8°CatTa 7°C |
(2)Condition: Ta DB/WB 7°C/6°C - LWC 35°C (DT = 5°C) |

(3)Cooling: EW 12°C; LW 7°C; ambient conditions: 35°CDB |

(4)Cooling: EW 23°C; LW 18°C; ambient conditions: 35°CDB |

(5)Power input is total input of indoor and outdoor units, including the circulation pump; according to EN14511 |
(6)Test at Ta DB/WB 7°C/6°C. According to EN 16147. |

(7)DB/WB 7°C/6°C - LWC 35°C (dT=5°C) with pump at full speed

Technical specifications ELBX12E6V + ERRAOSEV37 |  ELBX12E6V + ERRAI0EV37 | ELBX12E6V + ERRA12EV37
Energy Efficiency Range | Space Heating A+++ ~ D, Water Heating A+ ~ F

P"DAIKIN Daikin Altherma mid temperature split - ERRA-EV37



P DAIKIN Daikin Altherma mid temperature split - ERRA-EV37

2 Specifications
2-1  Specifications
Technical specifications ELBX12E6V + ERRAOSEV37 \ ELBX12E6V + ERRA10EV37 \ ELBX12E6V + ERRA12EV37
Heating capacity Min. kW 3.45(1)
Nom. kW 6.17(2)
Max. kW 7.95(1) 9.25(1) 9.97 (1) 2
Cooling capacity Nom. kW 6.81(3) /6.47 (4) 797 (3) /6.47 (4) 8.62(3) /6.47 (4)
Powerinput Heating Min. kw 0.72(5)
Nom. kW 1.25(2)
Max. kW 1.69 (5) 2.04(5) 2.28(5)
Cooling Nom. kW 215(3) /176 (4) 2.66(3) /1.6 (4) 2.96(3) /116 (4)
or 4.92(2)
EER 3.17(3) /5.56 (4) \ 3.00(3) /5.56 (4) \ 2.9103) /5.56 (4)
Pump Type Grundfos UPM4L K 15-75130 9 DKI
Nomi- Heating kPa 67.9(7)
nal ESP
unit
Water side Heat Water  Heating Nom. I/min 183
exchanger flow
rate
General Sup-  Name and address Daikin Europe N.V. - Zandvoordestraat 300, 8400 Oostende, Belgium
plier/  Name or trademark Daikin Europe N.V.
Manu-
facturer
details
Product Air-to-water heat pump Yes
de- Brine-to-water heat pump No
scrip- Heat pump combination heater Yes
tion  Low-temperature heat pump No
Supplementary heater integrated Yes
Water-to-water heat pump No
LW(A)Sound dB(A) dBA 440
power lvel
(accordingto
EN14825)
LW(A) Sound power level dB(A) dBA 56.0
(according to EN14825)
Sound condition Ecodesign and energy label Sound power in heating mode, measured according to the EN12102 under conditions of the EN14825
Space heating general ~ Airto  Rated airflow (outdoor) m¥h 3,542
water
unit
Other  Capacity control Inverter
Pck (Crankcase heater mode) kW 0.000
Poff (0ff mode) kW 0.021
Psb (Standby mode) kW 0.021
Pto (Thermostat off) kW 0.024
Inte-  Psup kW 6.0
grated Type of energy input Electrical
supple-
men-
tary
heater
Space heating Aver-  General Annual energy consumption kWh 7218
... age ns (Seasonal space heating % 140
® climate efficiency)
water
outlet
55°C
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Technical specifications

ELBX12E6V + ERRAOSEV37 l ELBX12E6V + ERRAT0EV37 l ELBX12E6V + ERRA12EV37

Space heating Aver-  General Prated at-10°C kW 12.5
.Q. age Scop 3.58
2 () climate Seasonal space heating eff. class A++
water  A(ndtion Cdh (Degradation heating) 1.0
o outlet (10-  CoPd 2.26
55°C BLCHB)  Pdh kw 76
PERd % 904
BCondition  Cdh (Degradation heating) 1.0
0 Copd 3.56
BW8)  Pdh kW 71
PERd % 1424
(Condition - Cdh (Degradation heating) 1.0
(r@- CoPd 4.90
B6CUE)  Pdh kW 45
PERd % 196.0
Dlondition - Cdh (Degradation heating) 1.0
(°0- CoPd 6.02
BAFCHB) Pdh kW 5.2
PERd % 240.8
Tol (OPd 2.00
(tem-  Pdh kw 8.2
per-  PERd % 80.0
ature  T0L °C -10
oper- WTOL °C 55
ating
limit)
Ratedheat  Psup (at Tdesign -10°C) kw 43
Qutputsup-
plementary
apacy
Thiv  COPd 251
(biva-  Pdh kW 10.6
lent  PERd % 100.4
tem-  Thiv °C -5
Cold  General Annual energy consumption kWh 7,257 7127 7,100
climate ns (Seasonal space heating % 19 122
water efficiency)
outlet Prated at-22°C kW 9.0
55°C Qhe Annual energy consumption Gj 26
(GCV)
Aendition - Cdh (Degradation heating) 1.0
(70- COPd 2.52
B-ECH8)  Pdh kW 52
PERd % 100.6
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Technical specifications ELBX12E6V + ERRAOSEV37 [ ELBX12E6V + ERRA10EV37 | ELBX12E6V + ERRA12EV37
Space heating Cold  B(ondiion Cdh (Degradation heating) 1.0
.Q. climate 2°0-  COPd 3.77
() water BN Pdh kW 33 2
outlet PERd % 151.0
55°C ((ondtin  Cdh (Degradation heating) 1.0 —
(r@- CoPd 481
B6CHE)  Pdh kW 34
PERd % 192.2
DCondition COPd 6.36
(0- Pdh kW 42
BAFCWB)  PERd % 254.2
Tol COPd 143 149 1.54
(tem- Pdh kW 49 6.1 72
per-  PERd % 574 59.7 61.7
ature  TOL °C 22
oper- WTOL °C 55
ating
limit)
GCondition COPd 1.93 1.96
(15°08-)  Pdh kW 6.0 72
PERd % 712 784
Thiv  COPd 217 1.96
(biva-  Pdh kW 6.6 72
lent  PERd % 86.9 784
tem-  Thiv °C -12 -15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kw 41 2.9 18
outputsup-
plementary
apacity
Warm  General Annual energy consumption kWh 2,946
climate ns (Seasonal space heating % m
water efficiency)
outlet Prated at 2°C kW 9.6
55°C Qhe Annual energy consumption Gj 1
(GCV)
Blondition  Cdh (Degradation heating) 1.0
r@-  Copd 257
B/CWB)  Pdh kW 8.0
PERd % 102.6
(Condition  Cdh (Degradation heating) 1.0
(r@- Copd 3.65
BEWS)  Pdh kW 6.7
PERd % 146.2
DCondtion Cdh (Degradation heating) 1.0
(°0-
B/TCHB)
P DAIKIN 14
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Technical specifications ELBX12E6V + ERRAOSEV37 [ ELBX12E6V + ERRA10EV37 | ELBX12E6V + ERRA12EV37
Space heating Warm  D(onditon  COPd 57
.Q. climate (°0-  Pdh kw 3.6
2 () water BT PERd % 2283
outlet Thiv  COPd 3.02
55°C  (biva- Pdh kw 84
lent  PERd % 1209
tem-  Thiv °C 4
Aver-  General Annual energy consumption kWh 3,582 3,560
age ns (Seasonal space heating % 188 190
climate efficiency)
water Prated at-10°C kW 83
outlet Qhe Annual energy consumption Gj 3
35°C (GCv)
Scop 479 4.82
Seasonal space heating eff. class A+++
Alondition  COPd 310
(70- Pdh kw 75
B-8°W8)  PERd % 1241
Blondition  Cdh (Degradation heating) 1.0
(r®- Copd 4.76
BTCNB)  Pdh kW 44
PERd % 190.4
(Condition  Cdh (Degradation heating) 1.0
(Fa- Copd 6.14
BECH)  Pdh kW 43
PERd % 2458
Déondition  Cdh (Degradation heating) 1.0
(°0- CoPd 784
BB Pdh kW 6.6
PERd % 3134
Tol COPd 2.80 277
(tem-  Pdh kw 6.9 81
per-  PERd % 112.2 110.8
ature  TOL °C -10
oper- WTOL °C 35
ating
limit)
Thiv ~ COPd 310 277
(biva-  Pdh kW 75 8.1
lent  PERd % 1241 110.8
tem- Thiv °C -7 -10
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Technical specifications ELBX12E6V + ERRAOSEV37 ELBX12E6V + ERRAT0EV37 [ ELBX12E6V + ERRAT2EV37
Space heating Aver-  Ratedhest  Psup (at Tdesign -10°C) kw 14 0.0
.Q. age outputsup-
() climate plementary 2
water  cpacty
outlet E—
35°C
Cold  General Annual energy consumption kWh 5,507 5,355 5,340
climate ns (Seasonal space heating % 158 163
water efficiency)
outlet Prated at -22°C kW 9
35°C Qhe Annual energy consumption Gj 19.8 193 192
(GCV)
Alondition  COPd 336
[F0- Pdh kw 54
B-8°W8)  PERd % 1345
Blondition  Cdh (Degradation heating) 1.0
(r@-  Copd 5.21
BTCNB)  Pdh kW 3.6
PERd % 208.4
(Condition  Cdh (Degradation heating) 1.0
(r@- Copd 6.29
BECH)  Pdh kw 53
PERd % 2517
DCondition  Cdh (Degradation heating) 1.0
(°0- CoPd 7.69
BCW8)  Pdh kw 6.6
PERd % 307.6
Tol (oPd 2.04 2.07 2.09
(tem-  Pdh kW 49 5.9 6.4
per-  PERd % 81.6 82.9 83.6
ature  TOL °C -2
oper-  WTOL °C 35
ating
limit)
G(ondition  COPd 2.60 2.56
(1508~ Pdh kW 6.0 7.0
PERd % 103.8 102.6
Thiv  COPd 2.86 2.56
(biva-  Pdh kW 6.5 70
lent  PERd % 144 102.6
tem-  Thiv °C -12 -15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kw 41 31 26
outputsup-
plementary
apacty
Warm  General Annual energy consumption kWh 1,934
climate ns (Seasonal space heating % 235
water efficiency)
outlet Prated at 2°C kW 8.6
35°C Qhe Annual energy consumption Gj 7
(GCV)
Space heating Warm  B(endtion Cdh (Degradation heating) 1.0
() climate 2’0-  COPd 4.06
%° water BB Pdh kW 6.8
outlet PERd % 162.4
35°C ((mdtin  Cdh (Degradation heating) 1.0
Q- Copd 5.65
BEWS)  Pdh kW 55
PERd % 226.0
Tbiv  COPd 473
(biva-  Pdh kw 6.8
lent  PERd % 189.2
tem-  Thiv °C 5
pera-
ture)
DCondtion Cdh (Degradation heating) 1.0
(°0- CoPd 7.52
BCW8)  Pdh kw 6.1
PERd % 300.8
(1)Capacity according to standard EN14511 and valid for heated water range dT = 3~8°CatTa 7°C |
(2)Condition: Ta DB/WB 7°C/6°C - LWC 35°C (DT = 5°C) |
(3)Cooling: EW 12°C; LW 7°C; ambient conditions: 35°CDB |
¥ DAIKIN 19
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(4)Cooling: EW 23°C; LW 18°C; ambient conditions: 35°CDB |

(5)Power input is total input of indoor and outdoor units, including the circulation pump; according to EN14511 |

(7)DB/WB 7°C/6°C - LWC 35°C (dT=5°C) with pump at full speed

2 Technical specifications ELBX12E9W + ERRAOSEV37 \ ELBX12E9W + ERRA10EV37 \ ELBX12E9W + ERRA12EV37
Energy Efficiency Range Space Heating A++-+ ~ D, Water Heating A+ ~ F
E— Heating capacity Min. kW 3.45(1)
Nom. kW 6.17(2)
Max. kw 7.95(1) 9.25(1) 9.97 (1)
Cooling capacity Nom. kW 6.81(3) /6.47 (4) 797 (3) /6.47 (4) 8.62(3) /6.47 (4)
Powerinput Heating Min. kw 0.72(5)
Nom. kW 1.25(2)
Max. kW 1.69 (5) 2.04(5) 2.28(5)
Cooling Nom. kw 215(3) /176 (4) 2.66(3) /1.6 (4) 2.96(3) /116 (4)
cop 4.92(2)
EER 317 (3) /5.56 (4) \ 3.00(3) /5.56 (4) \ 2.9103) /5.56 (4)
Pump Type Grundfos UPM4L K 15-75130 9 DKI
Nomi- Heating kPa 67.9(7)
nal ESP
unit
Water side Heat Water  Heating Nom. I/min 183
exchanger flow
rate
General Sup-  Name and address Daikin Europe N.V. - Zandvoordestraat 300, 8400 Oostende, Belgium
plier/  Name or trademark Daikin Europe N.V.
Manu-
facturer
details
Product Air-to-water heat pump Yes
de- Brine-to-water heat pump No
scrip- Heat pump combination heater Yes
tion  Low-temperature heat pump No
Supplementary heater integrated Yes
Water-to-water heat pump No
LWA)Sond dB(A) dBA 44.0
power lvel
(according to
EN14825)
LW(A) Sound power level dB(A) dBA 56.0
(according to EN14825)
Sound condition Ecodesign and energy label Sound power in heating mode, measured according to the EN12102 under conditions of the EN14825
Space heating general ~ Airto  Rated airflow (outdoor) m¥h 3,542
water
unit
Other  Capacity control Inverter
Pck (Crankcase heater mode) kW 0.000
Poff (0ff mode) kw 0.021
Psb (Standby mode) kW 0.021
Pto (Thermostat off) kW 0.024
Inte-  Psup kW 9.0
grated Type of energy input Electrical
supple-
men-
tary
heater
Space heating Aver-  General Annual energy consumption kWh 7218
... age ns (Seasonal space heating % 140
® climate efficiency)
water
outlet
55°C
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Technical specifications

ELBX12E9W + ERRAOSEV37 l ELBX12E9W + ERRAT0EV37 l ELBX12E9W + ERRAT2EV37

Space heating Aver-  General Prated at-10°C kW 12.5
.Q. age SCOP 3.58
() climate Seasonal space heating eff. class A++ 2
water  A(ndtion Cdh (Degradation heating) 1.0
outlet (10-  CoPd 2.26 —
55°C BACHB) Pdh kw 76
PERd % 904
BCondition  Cdh (Degradation heating) 1.0
[0 CoPd 3.56
BW)  Pdh kW 71
PERd % 1424
(Condition  Cdh (Degradation heating) 1.0
(r@- CoPd 4.90
B6CHE)  Pdh kW 45
PERd % 196.0
Dlondition - Cdh (Degradation heating) 1.0
(°0- CoPd 6.02
BAFCHB) Pdh kW 5.2
PERd % 240.8
Tol (OPd 2.00
(tem-  Pdh kw 8.2
per-  PERd % 80.0
ature  T0L °C -10
oper- WTOL °C 55
ating
limit)
Ratedheat  Psup (at Tdesign -10°C) kw 43
Qutputsup-
plementary
apacy
Thiv  COPd 251
(biva-  Pdh kW 10.6
lent  PERd % 100.4
tem-  Thiv °C -5
Cold  General Annual energy consumption kWh 7,257 7127 7,100
climate ns (Seasonal space heating % 19 122
water efficiency)
outlet Prated at-22°C kW 9.0
55°C Qhe Annual energy consumption Gj 26
(GCV)
Aendiion - Cdh (Degradation heating) 1.0
(70- COPd 2.52
B-ECH8)  Pdh kW 52
PERd % 100.6
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Technical specifications ELBX12E9W + ERRAOSEV37 [ ELBX12E9W + ERRAT0EV37 | ELBX12E9W + ERRA12EV37
Space heating Cold  B(ondiion Cdh (Degradation heating) 1.0
.Q. climate 2°0-  COPd 3.77
2 () watler BW8)  Pdh kW 33
outlet PERd % 151.0
— 55°C ((ondtin  Cdh (Degradation heating) 1.0
(r@- CoPd 481
B6CHE)  Pdh kW 34
PERd % 192.2
DCondition COPd 6.36
(0- Pdh kW 42
BACWB)  PERd % 254.2
Tol (OPd 143 149 1.54
(tem- Pdh kW 49 6.1 72
per-  PERd % 574 59.7 61.7
ature  TOL °C -22
oper- WTOL °C 55
ating
limit)
GCondition COPd 1.93 1.96
(15°C08-)  Pdh kW 6.0 72
PERd % 712 784
Thiv ~ COPd 217 1.96
(biva-  Pdh kW 6.6 72
lent  PERd % 86.9 784
tem-  Thiv °C -12 -15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kw 41 2.9 18
outputsup-
plementary
apacty
Warm  General Annual energy consumption kWh 2,946
climate ns (Seasonal space heating % m
water efficiency)
outlet Prated at 2°C kW 9.6
55°C Qhe Annual energy consumption Gj 1
(GCV)
Blondition  Cdh (Degradation heating) 1.0
r@-  Copd 257
B/CWB)  Pdh kW 8.0
PERd % 102.6
(Condition  Cdh (Degradation heating) 1.0
(r@- Copd 3.65
BEWS)  Pdh kW 6.7
PERd % 146.2
DCondtion  Cdh (Degradation heating) 1.0
(°0-
B/TCHB)
2 V' DAIKIN
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Technical specifications ELBX12E9W + ERRAOSEV37 [ ELBX12E9W + ERRAT0EV37 | ELBX12E9W + ERRA12EV37
Space heating Warm  D(onditon  COPd 57
.Q. climate (°0-  Pdh kw 3.6
() water  B/TOW]  PERd % 283 2
outlet Thiv  COPd 3.02
55°C  (biva- Pdh kw 84 —
lent  PERd % 1209
tem-  Thiv °C 4
pera-
ture)
Aver-  General Annual energy consumption kWh 3,582 3,560
age ns (Seasonal space heating % 188 190
climate efficiency)
water Prated at-10°C kw 8.3
outlet Qhe Annual energy consumption Gj 3
35°C (GCV)
Scop 479 4.82
Seasonal space heating eff. class A+++
Alondition  COPd 310
[F0- Pdh kw 75
B-°CW8)  PERd % 1241
Blondition  Cdh (Degradation heating) 1.0
(r@-  Copd 476
BICW)  Pdh kW 44
PERd % 1904
(Condition  Cdh (Degradation heating) 1.0
(r@- Copd 6.14
BEWS)  Pdh kW 43
PERd % 245.8
DCondtion Cdh (Degradation heating) 1.0
(°0- CoPd 7.84
BCW8)  Pdh kW 6.6
PERd % 3134
Tol (OPd 2.80 2.77
(tem-  Pdh kw 6.9 81
per-  PERd % 2.2 110.8
ature  TOL °C -10
oper-  WTOL °C 35
ating
limit)
Thiv  COPd 310 271
(biva-  Pdh kW 75 81
lent  PERd % 1241 110.8
tem-  Thiv °C -7 -10
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Technical specifications ELBX12E9W + ERRAOSEV37 ELBX12E9W + ERRAT0EV37 [ ELBX12E9W + ERRA12EV37
Space heating Aver-  Ratedheat  Psup (at Tdesign -10°C) kw 14 0.0
.Q. age outputsup-
() climate plementary
water  cpacty
outlet
35°C
Cold  General Annual energy consumption kWh 5,507 5,355 5,340
climate ns (Seasonal space heating % 158 163
water efficiency)
outlet Prated at -22°C kW 9
35°C Qhe Annual energy consumption Gj 19.8 193 192
(GCV)
Alondition  COPd 336
[F0- Pdh kw 54
B-8°W8)  PERd % 1345
Blondition  Cdh (Degradation heating) 1.0
(r@-  Copd 5.21
BTCNB)  Pdh kW 36
PERd % 208.4
(Condition Cdh (Degradation heating) 1.0
(r@- Copd 6.29
BE°CB)  Pdh kw 53
PERd % 2517
Déondition - Cdh (Degradation heating) 1.0
(°0- CoPd 7.69
BCW8)  Pdh kw 6.6
PERd % 307.6
Tol (oPd 2.04 2.07 2.09
(tem-  Pdh kW 49 5.9 6.4
per-  PERd % 81.6 82.9 83.6
ature  TOL °C -2
oper-  WTOL °C 35
ating
limit)
G(ondition  COPd 2.60 2.56
(1508~ Pdh kW 6.0 7.0
PERd % 103.8 102.6
Thiv  COPd 2.86 2.56
(biva-  Pdh kW 6.5 7.0
lent  PERd % 144 102.6
tem-  Thiv °C -12 -15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kw 41 31 26
outputsup-
plementary
apacty
Warm  General Annual energy consumption kWh 1,934
climate ns (Seasonal space heating % 235
water efficiency)
outlet Prated at 2°C kW 8.6
35°C Qhe Annual energy consumption Gj 7
(GCV)
Space heating Warm  B(endtion  Cdh (Degradation heating) 1.0
() climate 2’0-  COPd 4.06
%° water  BIFCIB)  Pdh kw 6.8
outlet PERd % 162.4
35°C ((mdtin  Cdh (Degradation heating) 1.0
Q- Copd 5.65
BEWS)  Pdh kW 55
PERd % 226.0
Tbiv  COPd 473
(biva-  Pdh kw 6.8
lent  PERd % 189.2
tem-  Thiv °C 5
pera-
ture)
DCondtion Cdh (Degradation heating) 1.0
(°0- CoPd 7.52
BCW8)  Pdh kw 6.1
PERd % 300.8

(1)Capacity according to standard EN14511 and valid for heated water range dT = 3~8°CatTa 7°C |
(2)Condition: Ta DB/WB 7°C/6°C - LWC 35°C (DT = 5°C) |
(3)Cooling: EW 12°C; LW 7°C; ambient conditions: 35°CDB |
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(4)Cooling: EW 23°C; LW 18°C; ambient conditions: 35°CDB |
(5)Power input is total input of indoor and outdoor units, including the circulation pump; according to EN14511 |

(7)DB/WB 7°C/6°C - LWC 35°C (dT=5°C) with pump at full speed

. N ELSH12P30E + | ELSH12P50E + | ELSH12P30E + | ELSH12P50E + | ELSH12P30E + | ELSH12P50E +
Technical specifications 2
ERRAOSEV37 | ERRAOSEV37 | ERRA10EV37 | ERRA10EV37 | ERRA12EV37 | ERRA12EV37 r—
Energy Efficiency Range Space Heating A+++ ~ D, Water Heating A+ ~ F
Indoor unit ELSH12P30EG \ ELSH12P50EG ELSH12P30EG \ ELSH12P50EG ELSH12P30EG \ ELSH12P50EG
Outdoor unit ERRAOBEAV37 ERRA10EAV37 ERRAT2EAV37
Heating capacity Min. kW 345(1)
Nom. kW 6.17(2)
Max. kw 7.95(1) 9.25(1) 9.97 (1)
Power input Heating Min. kW 0.72(5)
Nom. kw 1.25(2)
Max. kW 1.69 (5) 2.04(5) 2.28(5)
Domes- Nom. kWh 3.57(6) 4.82(6) 3.57(6) 4.82(6) 3.57(6) 4.82(6)
tichot
water
from
10°Cto
50°C
Heat up time from 10°C to 50°C hr 2h29min 3h45min 2h29min 3h45min 2h29min 3h45min
cop 4920
Pump Type Grundfos UPMAL K 20-75 CHBL 3RT
Nomi- Heating kPa 554(7)
nal ESP
unit
Water side Heat Water  Heating Nom. I/min 183
exchanger flow
rate
General Sup-  Name and address Daikin Europe N.V. - Zandvoordestraat 300, 8400 Oostende, Belgium
plier/  Name or trademark Daikin Europe N.V.
Manu-
facturer
details
Product Air-to-water heat pump Yes
de- Brine-to-water heat pump No
scrip- Heat pump combination heater Yes
tion  Low-temperature heat pump No
Supplementary heater integrated No
Water-to-water heat pump No
LW(A)Sond dB(A) dBA 447
powerlevel
(according to
EN14825)
LW(A) Sound power level dB(A) dBA 56.0
(according to EN14825)
Sound condition Ecodesign and energy label Sound power in heating mode, measured according to the EN12102 under conditions of the EN14825
Space heating general ~ Airto  Rated airflow (outdoor) m¥h 3,542
water
unit
Other  Capacity control Inverter
Pck (Crankcase heater mode) kW 0.000
Poff (0ff mode) kw 0.021
Psb (Standby mode) kW 0.021
Pto (Thermostat off) kw 0.024
Domestic hot water General Declared load profile L XL L XL L XL
heating fverage  AEC (Annual electricity consumption) kWh 885 1,273 885 1273 885 1,273
.'. dimte  COPdhw 275 319 275 319 275 319
o
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. N ELSH12P30E + | ELSH12P50E + | ELSH12P30E + | ELSH12P50E + | ELSH12P30E + | ELSH12P50E +
Technical specifications
ERRAOSEV37 | ERRAOSEV37 | ERRA10EV37 | ERRA10EV37 | ERRA12EV37 | ERRAT2EV37
Domestic hot water Aver-  Heat up time 2h29min 3h28min 2h29min 3h28min 2h29min 3h28min
2 heating age nwh (water heating efficiency) % 116 132 116 132 116 132
. ... climate Qelec (Daily electricity consumption) kWh 4240 5.980 4240 5.980 4.240 5.980
) Reference hot water temperature °C 472 447 47.2 447 47.2 447
Stand-by power input w 381 327 381 327 381 327
Water heating energy efficiency class A+
Cold  AEC(Annual electricity consumption) kWh 1,183 1,503 1,183 1,503 1,183 1,503
climate COPdhw 2.07 27 2.07 2.7 2.07 2.7
Heat up time 2h 23min 3h37min 2h 23min 3h 37 min 2h 23min 3h37min
nwh (water heating efficiency) % 87 112 87 12 87 2
Qelec (Daily electricity consumption) kWh 5.640 7.050 5.640 7.050 5.640 7.050
Reference hot water temperature °C 46.3 447 463 447 463 447
Stand-hy power input w 46.4 36.5 46.4 36.5 464 36.5
Warm  AEC (Annual electricity consumption) kWh 782 1,051 782 1,051 782 1,051
climate COPdhw 310 3.85 310 3.85 310 3.85
Heat up time 2h18min 3h 17min 2h18min 3h17min 2h18min 3h17min
nwh (water heating efficiency) % 131 159 131 159 131 159
Qelec (Daily electricity consumption) kWh 3.760 4,960 3.760 4.960 3.760 4.960
Reference hot water temperature °C 472 447 472 447 47.2 447
Stand-hy powerinput w 35.8 312 35.8 312 35.8 312
Space heating Aver-  General Annual energy consumption kWh 7742 7723 7,510
.'. age ns (Seasonal space heating % 130 31 135
() climate efficiency)
Wwater Prated at-10°C kW 12.5
outlet Qhe Annual energy consumption Gj 28 27
55°C (GCV)
Scop 3.34 344
Seasonal space heating eff. class A++
Alonditon - Cdh (Degradation heating) 1.0
(70- CoPd 2.26
B-ECHB)  Pdh kw 76
PERd % 904
Blondition Cdh (Degradation heating) 1.0
[0 CoPd 339
BW8)  Pdh kW 6.8
PERd % 135.6
(Condition  Cdh (Degradation heating) 1.0
[F0- COPd 490
BE°CWE)  Pdh kW 45
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2 Specifications

2-1

Specifications

Technical specifications

ELSH12P30E + | ELSH12P50E + | ELSH12P30E + | ELSH12P50E + | ELSH12P30E + | ELSH12P50E +

ERRAOSEV37 ERRA10EV37 ERRA12EV37 | ERRA12EV37
Space heating Aver-  ((ondition  PERd % 196.0
.’. age  (F00- 2
() dlimate Bi5CE) [—
water  D(ondion  Cdh (Degradation heating) 1.0
outlet  (°0-  COPd 6.02
55°C BFCWY)  Pdh kW 5.2
PERd % 240.8
Tol (OPd 1.97 2.00
(tem-  Pdh kw 6.9 8.2
per-  PERd % 78.8 80.0
ature  TOL °C -10
oper-  WTOL °C 55
ating
limit)
Ratedheat  Psup (at Tdesign -10°C) kw 5.6 43
outputsup-
plementary
apacty
Thiv ~ COPd 2.81 241
(biva-  Pdh kw 8.5 10.0
lent  PERd % 124 96.4
tem-  Thiv °C 2 -5
pera-
ture)
Cold  General Annual energy consumption kWh 7303 173 7146
climate ns (Seasonal space heating % 18 121
water efficiency)
outlet Prated at -22°C kw 9.0
55°C Qhe Annual energy consumption Gj 26
(GCV)
Alonditon - Cdh (Degradation heating) 1.0
(70- COPd 2.5
BB Pdh kW 5.2
PERd % 100.6
Blondition  Cdh (Degradation heating) 1.0
[0 Copd 3.77
B°CWB)  Pdh kw 33
PERd % 151.0
(Gondition - Cdh (Degradation heating) 1.0
[F0- COPd 481
BE°CE)  Pdh kW 34
PERd % 192.2
DCondition  COPd 6.36
(X0- Pdh kw 4.2
BIFONS)  PERd % 2542
Tol (OPd 143 149 154
(tem-  Pdh kw 49 6.1 72
per-  PERd % 574 59.7 61.7
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2 Specifications
2-1  Specifications

ELSH12P30E + | ELSH12P50E + | ELSH12P30E + | ELSH12P50E + | ELSH12P30E + | ELSH12P50E +

L ERRAOSEV37 | ERRAOSEV37 | ERRAIOEV37 | ERRATOEV37 | ERRAI2EV37 | ERRAT2EV37

Space heating Cold  Tol ToL °C -22
2 .'. climate (tem-  WTOL °C 55
r— ® water per-
outlet ature
55°C oper-
ating
limit)
GCondition  COPd 1.93 1.96
(1508 Pdh kW 6.0 7.2
PERd % 772 784
Thiv ~ COPd 217 1.96
(biva-  Pdh kw 6.6 7.2
lent  PERd % 86.9 784
tem-  Thiv °C 12 -15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kW 41 29 1.8
outputstp-
plementary
apacty
Warm  General Annual energy consumption kWh 3,039
climate ns (Seasonal space heating % 166
water efficiency)
outlet Prated at 2°C kw 9.6
55°C Qhe Annual energy consumption Gj il
(GCV)
BCondition  Cdh (Degradation heating) 1.0
[0 Copd 257
BW8)  Pdh kw 8.0
PERd % 102.6
(Condition - Cdh (Degradation heating) 1.0
(r®- Copd 3.65
BE°CHB)  Pdh kW 6.7
PERd % 146.2
Déondition - Cdh (Degradation heating) 1.0
(°0- COPd 571
BTCHE)  Pdh kW 3.6
PERd % 2283
Tbiv  COPd 3.02
(biva-  Pdh kW 8.4
lent  PERd % 120.9
tem-  Thiv °C 4
Aver-  General Annual energy consumption kWh 3,659 3,637
age ns (Seasonal space heating % 184 186
climate efficiency)
water Prated at-10°C kw 83
outlet Qhe Annual energy consumption Gj 3
3% (6CV)
SCOP 4,69 47
Seasonal space heating eff. class A+++
Alondition  COPd 310
(7°0-
B-8°CWB)
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2 Specifications
2-1  Specifications
. e e ELSH12P30E + | ELSH12P50E + | ELSH12P30E + | ELSH12P50E + | ELSH12P30E + | ELSH12P50E +
Technical specifications
ERRAOSEV37 | ERRAOSEV37 | ERRATOEV37 ERRAT2EV37 | ERRA12EV37
Space heating Aver-  Alondiion Pdh kW 75
.Q. age (70- PERd % 1241 2
() dlimate B-°HB) [—
water  B(odiion  Cdh (Degradation heating) 1.0
outlet (- COPd 4.76
35°C B'OWB)  Pdh kw 44
PERd % 190.4
(Condition  Cdh (Degradation heating) 1.0
[F0- COPd 6.14
BE°CHE)  Pdh kW 43
PERd % 245.8
Déondition  Cdh (Degradation heating) 1.0
(°0- COPd 7.84
BTCHE)  Pdh kW 6.6
PERd % 3134
Tol (OPd 2.80 277
(tem-  Pdh kW 6.9 8.1
per-  PERd % 2.2 110.8
ature  TOL °C -10
oper- WTOL °C 35
ating
limit)
Thiv ~ COPd 310 2.77
(biva-  Pdh kw 75 81
lent  PERd % 1241 110.8
tem-  Thiv °C -7 -10
pera-
ture)
Ratedheat  Psup (at Tdesign -10°C) kw 14 0.0
autputsup-
plementary
apacy
Cold  General Annual energy consumption kWh 5,554 5,401 5,387
climate ns (Seasonal space heating % 157 161 162
water efficiency)
outlet Prated at -22°C kW 9
35°C Qhe Annual energy consumption Gj 200 19.4
(GCV)
Alondiion  COPd 3.36
(7°0- Pdh kW 54
B-ECHB)  PERd % 134.5
Blondition  Cdh (Degradation heating) 1.0
(ra-  Copd 5.21
B°CWB)  Pdh kW 3.6
PERd % 2084
(Condition  Cdh (Degradation heating) 1.0
[F0- CoPd 6.29
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2-1

Specifications
Specifications

. N ELSH12P30E + | ELSH12P50E + | ELSH12P30E + | ELSH12P50E + | ELSH12P30E + | ELSH12P50E +
Technical specifications
ERRAOSEV37 | ERRAOSEV37 | ERRA10EV37 | ERRA10EV37 | ERRA12EV37 | ERRA12EV37
Space heating Cold  (Condition Pdh kW 53
2 .'. climate ("0-  PERd % 2517
[—— water  BiECIE)
outlet D(ndtion Cdh (Degradation heating) 1.0
35°C (0~ COPd 7.69
BCW8)  Pdh kw 6.6
PERd % 307.6
Tol (OPd 2.04 2.07 2.09
(tem-  Pdh kw 49 5.9 6.4
per-  PERd % 81.6 829 83.6
ature  TOL °C -2
oper-  WTOL °C 35
ating
limit)
GCondition  COPd 2.60 2.56
(15°08F)  Pdh kW 6.0 70
PERd % 103.8 102.6
Thiv  COPd 2.86 2.56
(biva-  Pdh kw 6.5 70
lent  PERd % 144 102.6
tem-  Thiv °C -12 -15
pera-
ture)
Ratedheat ~ Psup (at Tdesign -22°C) kw 41 31 26
outputsup-
plementary
apacy
Warm  General Annual energy consumption kWh 2,027
climate ns (Seasonal space heating % 24
water efficiency)
outlet Prated at 2°C kW 8.6
35°C Qhe Annual energy consumption Gj 7
(GCV)
Blondition  Cdh (Degradation heating) 1.0
(r®- Copd 4.06
BICW)  Pdh kW 6.8
PERd % 1624
(Condition  Cdh (Degradation heating) 1.0
r@- Copd 5.65
BEWS)  Pdh kw 55
PERd % 226.0
Tbiv  COPd 473
(biva-  Pdh kw 6.8
lent  PERd % 189.2
tem-  Thiv °C 5
pera-
ture)
DCondtion Cdh (Degradation heating) 1.0
(°0- CoPd 7.52
Space heating Warm  D(ondiion Pdh kW 6.1
(J climate (°0-  PERd % 300.8
» water  B/ITOHB)
outlet
35°C
(1)Capacity according to standard EN14511 and valid for heated water range dT=3~8°CatTa 7°C |
(2)Condition: Ta DB/WB 7°C/6°C - LWC 35°C (DT = 5°C) |
(5)Power input is total input of indoor and outdoor units, including the circulation pump; according to EN14511 |
(6)Test at Ta DB/WB 7°C/6°C. According to EN 16147. |
(7)DB/WB 7°C/6°C - LWC 35°C (dT=5°C) with pump at full speed
Technical specifications ELSHB12P30E + | ELSHB12P50E + ELSHB12P30E + ELSHB12P50E + ELSHB12P30E + | ELSHB12P50E +
chnical spectiic ERRAOSEV37 | ERRAOSEV37 | ERRAIOEV37 | ERRAIOEV37 | ERRAT2EV37 | ERRAT2EV37
Energy Efficiency Range Space Heating A+++ ~ D, Water Heating A+ ~ F
Indoor unit ELSHB12P30EG \ ELSHB12P50EG ELSHB12P30EG \ ELSHB12P50EG ELSHB12P30EG \ ELSHB12P50EG
Outdoor unit ERRAOBEAV37 ERRAT0EAV37 ERRA12EAV37
Heating capacity Min. kw 345(1)
Nom. kw 6.17(2)
Max. kW 7.95(1) 9.25(1) 9.97 (1)
30 PDAIKIN Daikin Altherma mid temperature split - ERRA-EV37



P DAIKIN Daikin Altherma mid temperature split - ERRA-EV37

2 Specifications
2-1  Specifications

Technical specifications ELSHB12P30E -+ | ELSHB12P50E + ELSHB12P30E + ELSHB12P50E + ELSHB12P30E + | ELSHB12P50E +
P ERRAOSEV37 | ERRAOSEV37 | ERRA10EV37 | ERRA10EV37 | ERRA12EV37 | ERRAT2EV37
Power input Heating Min. kW 0.72(5)
Nom. kw 1.25(2) 2
Max. kW 1.69 (5) 2.04(5) 2.28(5) I
Domes- Nom. kWh 3.57(6) 4.82(6) 3.57(6) 4.82(6) 3.57(6) 4.82(6)
tichot
water
from
10°Cto
50°C
Heat up time from 10°C to 50°C hr 2h29min 3h45min 2h29min 3h45min 2h29min 3h45min
CoP 4.92(2)
Pump Type Grundfos UPMAL K 20-75 CHBL3RT
Nomi- Heating kPa 554(7)
nal ESP
unit
Water side Heat Water  Heating Nom. |/min 18.3
exchanger flow
rate
General Sup-  Nameand address Daikin Europe N.V. - Zandvoordestraat 300, 8400 Oostende, Belgium
plier/  Name or trademark Daikin Europe N.V.
Manu-
facturer
details
Product Air-to-water heat pump Yes
de- Brine-to-water heat pump No
scrip- Heat pump combination heater Yes
tion  Low-temperature heat pump No
Supplementary heater integrated No
Water-to-water heat pump No
LW(A)Sond dB(A) dBA 447
power lvel
(accordingto
EN14825)
LW(A) Sound power level dB(A) dBA 56.0
(according to EN14825)
Sound condition Ecodesign and energy label Sound power in heating mode, measured according to the EN12102 under conditions of the EN14825
Space heating general  Airto  Rated airflow (outdoor) m¥h 3,542
water
unit
Other  Capacity control Inverter
Pck (Crankcase heater mode) kW 0.000
Poff (0ff mode) kw 0.021
Psb (Standby mode) kW 0.021
Pto (Thermostat off) kw 0.024
Domestic hot water General Declared load profile L XL L XL L XL
heating fverage  AEC (Annual electricity consumption) kWh 885 1,273 885 1273 885 1,273
.:. dimte  COPdhw 275 319 275 319 275 319
Domestic hot water Aver-  Heat up time 2h29min 3h28min 2h29min 3h28min 2h29min 3h28min
heating age  nwh (water heating efficiency) % 116 132 116 132 116 132
.’. climate Qelec (Daily electricity consumption) kWh 4240 5.980 4240 5.980 4.240 5.980
) Reference hot water temperature °C 47.2 447 47.2 447 47.2 447
Stand-by power input w 381 327 381 327 381 327
Water heating energy efficiency class A+
Cold  AEC(Annual electricity consumption) kWh 1183 1,503 1183 1,503 1183 1,503
climate COPdhw 2.07 271 2.07 271 2.07 271
Heat up time 2h 23min 3h37min 2h 23min 3h37min 2h 23min 3h37min
nwh (water heating efficiency) % 87 m 87 112 87 12
Qelec (Daily electricity consumption) kWh 5.640 7.050 5.640 7.050 5.640 7.050
Reference hot water temperature °C 46.3 447 463 447 463 447
Stand-by powerinput w 46.4 36.5 464 36.5 464 36.5
Warm  AEC (Annual electricity consumption) kWh 782 1,051 782 1,051 782 1,051
climate COPdhw 310 3.85 310 3.85 310 3.85
Heat up time 2h18min 3h17min 2h18min 3h17min 2h18min 3h17min
nwh (water heating efficiency) % 131 159 131 159 131 159
Qelec (Daily electricity consumption) kWh 3.760 4.960 3.760 4.960 3.760 4.960
Reference hot water temperature °C 472 447 472 447 472 447
Stand-by power input w 35.8 312 35.8 312 35.8 312
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2 Specifications
2-1  Specifications
Technical ificati ELSHB12P30E -+ | ELSHB12P50E + ELSHB12P30E + ELSHB12P50E + ELSHB12P30E + | ELSHB12P50E +
il ERRAOSEV37 | ERRAOSEV37 | ERRAIOEV37 | ERRAIOEV37 | ERRAI2EV37 | ERRAT2EV37
Space heating Aver-  General Annual energy consumption kWh 7742 7723 7,510
2 .Q. age ns (Seasonal space heating % 130 131 135
() climate efficiency)
water Prated at-10°C kw 125
outlet Qhe Annual energy consumption Gj 28 27
55°C (GCV)
Scop 3.34 344
Seasonal space heating eff. class A++
Alonditon - Cdh (Degradation heating) 1.0
(70- CoPd 2.26
B-8CHB)  Pdh kW 76
PERd % 904
Blondition  Cdh (Degradation heating) 1.0
(ra-  Copd 339
BCWB)  Pdh kw 6.8
PERd % 135.6
(Condition  Cdh (Degradation heating) 1.0
[F0- COPd 490
BE°CE)  Pdh kW 45
Space heating Aver-  ((ondition  PERd % 196.0
(J age  (F0-
%° dlimate BiECE)
water  D(ondion  Cdh (Degradation heating) 1.0
outlet (0-  COPd 6.02
55°C BAFCWY)  Pdh kW 5.2
PERd % 240.8
Tol (OPd 197 2.00
(tem-  Pdh kw 6.9 8.2
per-  PERd % 78.8 80.0
ature  TOL °C -10
oper-  WTOL °C 55
ating
limit)
Ratedheat  Psup (at Tdesign -10°C) kw 5.6 43
outputsup-
plementary
apacty
Thiv ~ COPd 2.81 241
(biva-  Pdh kw 8.5 10.0
lent  PERd % 124 96.4
tem-  Thiv °C -2 -5
Cold  General Annual energy consumption kWh 7303 7173 746
climate ns (Seasonal space heating % 18 Al
water efficiency)
outlet Prated at -22°C kw 9.0
55°C Qhe Annual energy consumption Gj 2
(GCv)
Alonditon - Cdh (Degradation heating) 1.0
([70- COPd 2.5
B-°W8)  Pdh kw 52
PERd % 100.6
BCondition  Cdh (Degradation heating) 1.0
[0 CoPd 3.77
BICWB)  Pdh kw 33
PERd % 151.0
(Condition  Cdh (Degradation heating) 1.0
(r@- CoPd 4.81
B6CHE)  Pdh kW 34
PERd % 192.2
DCondition  COPd 6.36
(X0- Pdh kw 4.2
BITCWB)  PERd % 2542
Toltem-  COPd 143 149 154
peratue~ Pdh kW 49 6.1 72
operating ~ PERd % 574 59.7 617
fimit)
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2 Specifications
2-1  Specifications
Technical specifications ELSHB12P30E -+ | ELSHB12P50E + ELSHB12P30E + ELSHB12P50E + ELSHB12P30E + | ELSHB12P50E +
P ERRAOSEV37 | ERRAOSEV37 | ERRA10EV37 | ERRA10EV37 | ERRA12EV37 | ERRAT2EV37
Space heating Cold  Tol ToL °C -22
.'. climate (tem-  WTOL °C 55 2
® water per- r—
outlet ature
55°C oper-
ating
limit)
GCondition  COPd 1.93 1.96
(1508 Pdh kW 6.0 7.2
PERd % 712 784
Thiv ~ COPd 217 1.96
(biva-  Pdh kw 6.6 72
lent  PERd % 86.9 784
tem- Thiv °C 2 15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kW 41 29 1.8
autputsup-
plementary
apacty
Warm  General Annual energy consumption kWh 3,039
climate ns (Seasonal space heating % 166
water efficiency)
outlet Prated at 2°C kw 9.6
55°C Qhe Annual energy consumption Gj il
(GCV)
BCondition  Cdh (Degradation heating) 1.0
[0 Copd 257
BW8)  Pdh kW 8.0
PERd % 102.6
(Condition - Cdh (Degradation heating) 1.0
(r@- CoPd 3.65
BE°CHB)  Pdh kW 6.7
PERd % 146.2
Déondition - Cdh (Degradation heating) 1.0
(2°0- COPd 571
BTCHE) - Pdh kW 3.6
PERd % 2283
Thiv  COPd 3.02
(biva-  Pdh kW 8.4
lent  PERd % 120.9
tem- Thiv °C
Aver-  General Annual energy consumption kWh 3,659 3,637
age ns (Seasonal space heating % 184 186
climate efficiency)
water Prated at-10°C kw 83
outlet Qhe Annual energy consumption Gj 3
3% (6CV)
SCoP 4,69 47
Seasonal space heating eff. class A+++
Alondition  COPd 310
(7°0-
B-8°CWB)
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2 Specifications
2-1  Specifications

ELSHB12P30E + ELSHB12P50E + | ELSHB12P30E + ELSHB12P50E + ELSHB12P30E + | ELSHB12P50E +

DI e e ERRAOSEV37 | ERRAOSEV37 | ERRAIOEV37 | ERRATOEV37 | ERRAI2EV37 | ERRAT2EV37

Space heating Aver-  Alondiion Pdh kW 75
2 .'. age  (T0-  PERd % 1241
[—— dimate B/-s“(m) ' '
water  B(odiion Cdh (Degradation heating) 1.0
outlet (- COPd 4.76
35°C B'(WB)  Pdh kw 44
PERd % 190.4
(Condition - Cdh (Degradation heating) 1.0
[F0- COPd 6.14
BE°CE)  Pdh kW 43
PERd % 245.8
Déondition  Cdh (Degradation heating) 1.0
(°0- COPd 7.84
BTCHE)  Pdh kW 6.6
PERd % 3134
Tol (OPd 2.80 271
(tem-  Pdh kW 6.9 81
per-  PERd % 2.2 110.8
ature  TOL °C -10
oper-  WTOL °C 35
ating
limit)
Thiv ~ COPd 310 2.77
(biva-  Pdh kw 75 81
lent  PERd % 1241 110.8
tem-  Thiv °C -7 -10
pera-
ture)
Ratedheat  Psup (at Tdesign -10°C) kw 14 0.0
outputstp-
plementary
apacy
Cold  General Annual energy consumption kWh 5,554 5,401 5,387
climate ns (Seasonal space heating % 157 161 162
water efficiency)
outlet Prated at -22°C kW 9
35°C Qhe Annual energy consumption Gj 200 19.4
(GCV)
Alondion  COPd 3.36
(7°0- Pdh kw 54
B-ECHB)  PERd % 1345
Blondition  Cdh (Degradation heating) 1.0
(ra-  Copd 5.21
B°OWB)  Pdh kW 3.6
PERd % 208.4
((ondion - Cdh (Degradation heating) 1.0
[F0- CoPd 6.29
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2 Specifications
2-1  Specifications
Technical specifications ELSHB12P30E -+ | ELSHB12P50E + ELSHB12P30E + ELSHB12P50E + ELSHB12P30E + | ELSHB12P50E +
P ERRAOSEV37 | ERRAOSEV37 | ERRA10EV37 | ERRA10EV37 | ERRA12EV37 | ERRA12EV37
Space heating Cold ~ (Condition Pdh kW 53
.'. climate (7°ED- PERd % 2517 2
() water B ' ' [—
outlet D(ndtion Cdh (Degradation heating) 1.0
35°C (0~ COPd 7.69
BCW8)  Pdh kW 6.6
PERd % 307.6
Tol (OPd 2.04 2.07 2.09
(tem-  Pdh kw 49 5.9 6.4
per-  PERd % 81.6 82.9 83.6
ature  TOL °C -2
oper-  WTOL °C 35
ating
limit)
GCondition  COPd 2.60 2.56
(1508~ Pdh kW 6.0 70
PERd % 103.8 102.6
Thiv  COPd 2.86 2.56
(biva-  Pdh kw 6.5 70
lent  PERd % 144 102.6
tem-  Thiv °C -12 -15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kw 41 31 26
outputsup-
plementary
apacy
Warm  General Annual energy consumption kWh 2,027
climate ns (Seasonal space heating % 24
water efficiency)
outlet Prated at 2°C kW 8.6
35°C Qhe Annual energy consumption Gj 7
(GCV)
Blondition  Cdh (Degradation heating) 1.0
(r®- Copd 4.06
BICW)  Pdh kW 6.8
PERd % 1624
(Condition  Cdh (Degradation heating) 1.0
r@- Copd 5.65
BEWS)  Pdh kw 55
PERd % 226.0
Tbiv  COPd 473
(biva-  Pdh kw 6.8
lent  PERd % 189.2
tem-  Thiv °C 5
pera-
ture)
DCondtion Cdh (Degradation heating) 1.0
(°0- CoPd 7.52
Space heating Warm  D(ondiion Pdh kW 6.1
(J climate (°0-  PERd % 3008
» water  B/ITOHB)
outlet
35°C
(1)Capacity according to standard EN14511 and valid for heated water range dT=3~8°CatTa 7°C |
(2)Condition: Ta DB/WB 7°C/6°C - LWC 35°C (DT = 5°C) |
(5)Power input is total input of indoor and outdoor units, including the circulation pump; according to EN14511 |
(6)Test at Ta DB/WB 7°C/6°C. According to EN 16147. |
(7)DB/WB 7°C/6°C - LWC 35°C (dT=5°C) with pump at full speed
. - ELSX12P30E + | ELSX12P50E + | ELSX12P30E + | ELSX12P50E + | ELSX12P30E + | ELSX12P50E +
Technical specifications
ERRAOSEV37 | ERRAOSEV37 | ERRAT0EV37 | ERRAT0EV37 | ERRA12EV37 | ERRA12EV37
Energy Efficiency Range Space Heating A+++ ~ D, Water Heating A+ ~ F
Indoor unit ELSX12P30EG \ ELSX12P50EG ELSX12P30EG \ ELSX12P50EG ELSX12P30EG \ ELSX12P50EG
Outdoor unit ERRAOBEAV37 ERRAT0EAV37 ERRA12EAV37
Heating capacity Min. kw 345(1)
Nom. kW 6.17(2)
Max. kW 7.95(1) 9.25(1) 9.97 (1)
Cooling capacity Nom. kW 6.81(3) /6.47 (4) 797 (3) /647 (4) 8.62(3) /6.47 (4)
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2 Specifications
2-1  Specifications
. N ELSX12P30E + | ELSX12P50E + | ELSX12P30E + | ELSX12P50E + | ELSX12P30E + | ELSX12P50E +
Technical specifications
ERRAOSEV37 | ERRAOSEV37 | ERRA10EV37 | ERRA10EV37 | ERRA12EV37 | ERRAT2EV37
Power input Heating Min. kW 0.72(5)
Nom. kW 1.25(2)
Max. kW 1.69 (5) 2.04(5) 2.28(5)
Cooling Nom. kw 215(3) /176 (4) 2.66(3) /116 (4) 2,96 (3) /116 (4)
Domes- Nom. kWh 3.57(6) 4.82(6) 3.57(6) 4.82(6) 3.57(6) 4.82(6)
tichot
water
from
10°Cto
50°C
Heat up time from 10°C to 50°C hr 2h29min 3h45min 2h29min 3h45min 2h29min 3h45min
cor 4.92(2)
EER 317 (3) /5.56 (4) \ 3.003) /5.56 (4) \ 2.9103) /5.56 (4)
Pump Type Grundfos UPMAL K 20-75 CHBL 3 RT
Nomi-  Heating kPa 554(7)
nal ESP
unit
Water side Heat Water  Heating Nom. I/min 183
exchanger flow
rate
General Sup-  Name and address Daikin Europe N.V. - Zandvoordestraat 300, 8400 Oostende, Belgium
plier/  Name or trademark Daikin Europe N.V.
Manu-
facturer
details
Product Air-to-water heat pump Yes
de- Brine-to-water heat pump No
scrip- Heat pump combination heater Yes
tion  Low-temperature heat pump No
Supplementary heater integrated No
Water-to-water heat pump No
LW(A)Sound dB(A) dBA 447
power lvel
(according to
ENL3)
LW(A) Sound power level dB(A) dBA 56.0
(according to EN14825)
Sound condition Ecodesign and energy label Sound power in heating mode, measured according to the EN12102 under conditions of the EN14825
Space heating general  Airto  Rated airflow (outdoor) m*h 3,542
water
unit
Other  Capacity control Inverter
Pck (Crankcase heater mode) kW 0.000
Poff (0ff mode) kW 0.021
Psb (Standby mode) kW 0.021
Pto (Thermostat off) kw 0.024
Domestic hot water General Declared load profile L XL L XL L XL
heating Aver-  AEC (Annual electricity consumption) kWh 885 1,273 885 1273 885 1,273
o age  (OPdhw 275 319 275 319 275 319
o climate Heat up time 2h29min 3h28min 2h29min 3h28min 2h29min 3h28min
nwh (water heating efficiency) % 116 132 116 132 116 132
Qelec (Daily electricity consumption) kWh 4.240 5.980 4.240 5.980 4.240 5.980
Reference hot water temperature °C 472 447 472 447 472 447
Stand-by power input w 381 327 381 327 381 327
Water heating energy efficiency class A+
Cold  AEC(Annual electricity consumption) kWh 1,183 1,503 1,183 1,503 1,183 1,503
climate COPdhw 2.07 271 2.07 27 2.07 271
Heat up time 2h 23min 3h37min 2h 23min 3h 37 min 2h 23min 3h37min
nwh (water heating efficiency) % 87 112 87 12 87 n
Qelec (Daily electricity consumption) kWh 5.640 7.050 5.640 7.050 5.640 7.050
Reference hot water temperature °C 463 447 463 447 463 447
Stand-by power input w 46.4 36.5 46.4 36.5 46.4 36.5
Warm  AEC (Annual electricity consumption) kWh 782 1,051 782 1,051 782 1,051
climate COPdhw 310 3.85 310 3.85 310 3.85
Heat up time 2h18min 3h17min 2h18min 3h17min 2h18min 3h17min
nwh (water heating efficiency) % 131 159 131 159 131 159
Qelec (Daily electricity consumption) kWh 3.760 4,960 3.760 4.960 3.760 4.960
Reference hot water temperature °C 472 447 472 447 47.2 447
Stand-hy powerinput w 35.8 312 35.8 312 35.8 312
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2 Specifications
2-1  Specifications
. N ELSX12P30E + | ELSX12P50E + | ELSX12P30E + | ELSX12P50E + | ELSX12P30E + | ELSX12P50E +
Technical specifications
ERRAOSEV37 | ERRAOSEV37 | ERRA10EV37 | ERRA10EV37 | ERRA12EV37 | ERRAT2EV37
Space heating Aver-  General Annual energy consumption kWh 7218
.Q. age ns (S'easonal space heating % 140 2
() climate efficiency) ]
water Prated at-10°C kw 125
outlet ScoP 3.58
55°C Seasonal space heating eff. class A+
Alonditon - Cdh (Degradation heating) 1.0
(70- COPd 2.26
B8] Pdh kW 76
PERd % 904
Blondition  Cdh (Degradation heating) 1.0
0 CoPd 3.56
BW8)  Pdh kW 71
PERd % 1424
(Condition - Cdh (Degradation heating) 1.0
(ra-
BI6°CHB)
Space heating Aver- (Condition  COPd 4.90
(J age  (F0-  Pdh kW 45
%° dimate BSOI  PERd % 196.0
water  D(ndtion Cdh (Degradation heating) 1.0
outlet (10-  (OPd 6.02
55°C BTG Pdh kw 5.2
PERd % 240.8
Tol (OPd 2.00
(tem- Pdh kw 8.2
per-  PERd % 80.0
ature  TOL °C -10
oper- - WTOL °C 55
ating
limit)
Ratedheat  Psup (at Tdesign -10°C) kW 43
outputsup-
plementary
apadty
Tbiv  COPd 251
(biva-  Pdh kw 10.6
lent  PERd % 1004
tem-  Thiv °C -5
Cold  General Annual energy consumption kWh 7,257 7027 7,00
climate ns (Seasonal space heating % 19 122
water efficiency)
outlet Prated at-22°C kw 9.0
55°C Qhe Annual energy consumption Gj 2
(GCV)
Aondiion - Cdh (Degradation heating) 1.0
(7°0- COPd 2.5
B8°TW8)  Pdh kW 52
PERd % 100.6
Blondition  Cdh (Degradation heating) 1.0
(r@-  Copd 377
BW8)  Pdh kW 33
PERd % 151.0
((ondtion - Cdh (Degradation heating) 1.0
(r@- CoPd 481
B6CHE)  Pdh kW 34
PERd % 192.2
DCondition COPd 6.36
(@0- Pdh kW 42
BAFCWB)  PERd % 254.2
Tolftem- COPd 143 149 1.54
perature
operating
fimit)
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2 Specifications
2-1  Specifications

ELSX12P30E + | ELSX12P50E + | ELSX12P30E + | ELSX12P50E + | ELSX12P30E + | ELSX12P50E +

L ERRAOSEV37 | ERRAOSEV37 | ERRAIOEV37 | ERRATOEV37 | ERRAI2EV37 | ERRAT2EV37

Space heating Cold  Tol Pdh kW 49 6.1 7.2
2 .'. climate (tem-  PERd % 574 59.7 61.7
r— () water per-  TOL °C 2
outlet ature  WTOL °C 55
55°C oper-
ating
limit)
GCondition  COPd 1.93 1.96
(1508H  Pdh kW 6.0 7.2
PERd % 772 784
Thiv ~ COPd 217 1.96
(biva-  Pdh kw 6.6 72
lent  PERd % 86.9 784
tem-  Thiv °C 12 -15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kw 41 29 18
outputstp-
plementary
apacty
Warm  General Annual energy consumption kWh 2,946
climate ns (Seasonal space heating % m
water efficiency)
outlet Prated at 2°C kw 9.6
55°C Qhe Annual energy consumption Gj 1
(GCV)
BCondition  Cdh (Degradation heating) 1.0
[0 CoPd 257
BW8)  Pdh kW 8.0
PERd % 102.6
(Condition - Cdh (Degradation heating) 1.0
(r®- Copd 3.65
BE°CHB)  Pdh kW 6.7
PERd % 146.2
Déondition - Cdh (Degradation heating) 1.0
(2°0- COPd 571
BTCHB)  Pdh kW 3.6
PERd % 2283
Tbiv  COPd 3.02
(biva-  Pdh kW 8.4
lent  PERd % 1209
tem- Thiv °C 4
Aver-  General Annual energy consumption kWh 3,582 3,560
age ns (Seasonal space heating % 188 190
climate efficiency)
water Prated at-10°C kw 83
outlet Qhe Annual energy consumption Gj 3
35°C (GCV)
Scop 479 4.82
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2 Specifications
2-1  Specifications
. N ELSX12P30E + | ELSX12P50E + | ELSX12P30E + | ELSX12P50E + | ELSX12P30E + | ELSX12P50E +
Technical specifications
ERRAOSEV37 | ERRAOSEV37 | ERRA10EV37 | ERRA10EV37 | ERRA12EV37 | ERRA12EV37
Space heating Aver-  General Seasonal space heating eff. class A+++
.’. age Alondtion COPd 310 2
() dimate (70-  Pdh kW 75 I
water  B-'C(WB)  PERd % 1241
outlet  B(ondtion Cdh (Degradation heating) 1.0
35°C 0 Copd 476
BTCNB)  Pdh kw 44
PERd % 190.4
(Condition - Cdh (Degradation heating) 1.0
(r@- CoPd 614
B6CHE)  Pdh kw 43
PERd % 245.8
Déondition - Cdh (Degradation heating) 1.0
(°0- CoPd 784
BAFCHB) - Pdh kW 6.6
PERd % 3134
Tol (OPd 2.80 277
(tem-  Pdh kW 6.9 8.
per-  PERd % 122 110.8
ature - T0L °C -10
oper- WTOL °C 35
ating
limit)
Thiv ~ COPd 310 2.77
(biva-  Pdh kw 75 8.1
lent  PERd % 1241 110.8
tem-  Thiv °C -7 -10
pera-
ture)
Ratedheat  Psup (at Tdesign -10°C) kw 14 0.0
autputstp-
plementary
apacy
Cold  General Annual energy consumption kWh 5,507 5,355 5,340
climate ns (Seasonal space heating % 158 163
water efficiency)
outlet Prated at-22°C kw 9
35°C Qhe Annual energy consumption Gj 19.8 19.3 19.2
(GCV)
Alondition  COPd 336
(70- Pdh kw 54
B-ECHB)  PERd % 1345
Blondition  Cdh (Degradation heating) 1.0
(ra-  copd 5.21
B°CWB)  Pdh kW 3.6
PERd % 2084
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2 Specifications
2-1  Specifications
. e ELSX12P30E + | ELSX12P50E + | ELSX12P30E + | ELSX12P50E + | ELSX12P30E + | ELSX12P50E +
Technical specifications
ERRAOSEV37 | ERRAOSEV37 | ERRAT0EV37 | ERRAT0EV37 | ERRA12EV37 | ERRA12EV37
Space heating Cold  Clondition Cdh (Degradation heating) 1.0
2 .'. climate (°0-  COPd 6.29
r— () water  BEOW)  Pdh kW 53
outlet PERd % 2517
35°C Diodton Cdh (Degradation heating) 10
(°0- CoPd 7.69
BCW8)  Pdh kw 6.6
PERd % 307.6
Tol (oPd 2.04 2.07 2.09
(tem-  Pdh kW 49 5.9 6.4
per-  PERd % 81.6 82.9 83.6
ature  TOL °C -22
oper-  WTOL °C 35
ating
limit)
GCondition COPd 2.60 2.56
(15°08-)  Pdh kW 6.0 7.0
PERd % 103.8 102.6
Thiv  COPd 2.86 2.56
(biva-  Pdh kw 6.5 70
lent  PERd % 144 102.6
tem-  Thiv °C -12 -15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kw 41 31 26
outputsup-
plementary
apacity
Warm  General Annual energy consumption kWh 1,934
climate ns (Seasonal space heating % 235
water efficiency)
outlet Prated at 2°C kW 8.6
35°C Qhe Annual energy consumption Gj 7
(GCV)
Blondition  Cdh (Degradation heating) 1.0
(r@-  Copd 4.06
BIC)  Pdh kw 6.8
PERd % 162.4
(Condition  Cdh (Degradation heating) 1.0
(r@- Copd 5.65
BEWS)  Pdh kW 55
PERd % 226.0
Tbiv  COPd 473
(biva-  Pdh kw 6.8
lent  PERd % 189.2
tem-  Thiv °C 5
Space heating Warm  D(onditon - Cdh (Degradation heating) 1.0
9 climate (2°0-  COPd 7.52
< water  B/TOI)  Pdh kw 6.1
outlet PERd % 300.8
35°C
(1)Capacity according to standard EN14511 and valid for heated water range dT =3~8°CatTa 7°C |
(2)Condition: Ta DB/WB 7°C/6°C - LWC 35°C (DT = 5°C) |
(3)Cooling: EW 12°C; LW 7°C; ambient conditions: 35°CDB |
(4)Cooling: EW 23°C; LW 18°C; ambient conditions: 35°CDB |
(5)Power input is total input of indoor and outdoor units, including the circulation pump; according to EN14511 |
(6)Test at Ta DB/WB 7°C/6°C. According to EN 16147. |
(7)DB/WB 7°C/6°C - LWC 35°C (dT=5°C) with pump at full speed
Technical ificati ELSXB12P30E + | ELSXB12P50E + | ELSXB12P30E + | ELSXB12P50E + | ELSXB12P30E + | ELSXB12P50E +
echinica’specncations ERRAOSEV37 | ERRAOSEV37 | ERRAIOEV37 | ERRATOEV37 | ERRAT2EV37 | ERRAT2EV37
Energy Efficiency Range Space Heating A+++ ~ D, Water Heating A+ ~ F
Indoor unit ELSXB12P30EG ‘ ELSXB12P5S0EG ELSXB12P30EG ‘ ELSXB12P50EG ELSXB12P30EG ‘ ELSXB12P50EG
Outdoor unit ERRAOBEAV37 ERRAT0EAV37 ERRAT2EAV37
Heating capacity Min. kW 345(1)
Nom. kw 617(2)
Max. kW 7.95(1) 9.25(1) 9.97 (1)
Cooling capacity Nom. kW 6.81(3) /6.47 (4) 797 (3) /647 (4) 8.62(3) /6.47 (4)
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2 Specifications
2-1  Specifications
Technical specifications ELSXB12P30E + ELSXB12P50E + | ELSXB12P30E + | ELSXB12P50E + | ELSXB12P30E + | ELSXB12P50E +
P ERRAOSEV37 | ERRAOSEV37 | ERRA10EV37 | ERRA10EV37 | ERRA12EV37 | ERRAT2EV37
Power input Heating Min. kW 0.72(5)
Nom. kW 1.25(2) 2
Max. kW 1.69 (5) 2.04(5) 2.28(5) I
Cooling Nom. kw 215(3) /176 (4) 2.66(3) /116 (4) 2,96 (3) /116 (4)
Domes- Nom. kWh 3.57(6) 4.82(6) 3.57(6) 4.82(6) 3.57(6) 4.82(6)
tichot
water
from
10°Cto
50°C
Heat up time from 10°C to 50°C hr 2h29min 3h45min 2h29min 3h45min 2h29min 3h45min
cor 4.92(2)
EER 3.17(3) /5.56 (4) \ 3.00(3) /556 (4) 2.91(3) /5.56 (4)
Pump Type Grundfos UPMAL K 20-75 CHBL 3 RT
Nomi-  Heating kPa 554(7)
nal ESP
unit
Water side Heat Water  Heating Nom. I/min 183
exchanger flow
rate
General Sup-  Name and address Daikin Europe N.V. - Zandvoordestraat 300, 8400 Oostende, Belgium
plier/  Name or trademark Daikin Europe N.V.
Manu-
facturer
details
Product Air-to-water heat pump Yes
de- Brine-to-water heat pump No
scrip- Heat pump combination heater Yes
tion  Low-temperature heat pump No
Supplementary heater integrated No
Water-to-water heat pump No
LW(A)Sound dB(A) dBA 447
power lvel
(according to
ENL3)
LW(A) Sound power level dB(A) dBA 56.0
(according to EN14825)
Sound condition Ecodesign and energy label Sound power in heating mode, measured according to the EN12102 under conditions of the EN14825
Space heating general  Airto  Rated airflow (outdoor) m*h 3,542
water
unit
Other  Capacity control Inverter
Pck (Crankcase heater mode) kW 0.000
Poff (0ff mode) kW 0.021
Psb (Standby mode) kW 0.021
Pto (Thermostat off) kw 0.024
Domestic hot water General Declared load profile L XL L XL L XL
heating Aver-  AEC (Annual electricity consumption) kWh 885 1,273 885 1273 885 1,273
o age  (OPdhw 275 319 275 319 275 319
o climate Heat up time 2h29min 3h28min 2h29min 3h28min 2h29min 3h28min
nwh (water heating efficiency) % 116 132 116 132 116 132
Qelec (Daily electricity consumption) kWh 4.240 5.980 4.240 5.980 4.240 5.980
Reference hot water temperature °C 472 447 472 447 472 447
Stand-by power input w 381 327 381 327 381 327
Water heating energy efficiency class A+
Cold  AEC(Annual electricity consumption) kWh 1,183 1,503 1,183 1,503 1,183 1,503
climate COPdhw 2.07 271 2.07 27 2.07 271
Heat up time 2h 23min 3h37min 2h 23min 3h 37 min 2h 23min 3h37min
nwh (water heating efficiency) % 87 112 87 12 87 n
Qelec (Daily electricity consumption) kWh 5.640 7.050 5.640 7.050 5.640 7.050
Reference hot water temperature °C 463 447 463 447 463 447
Stand-by power input w 46.4 36.5 46.4 36.5 46.4 36.5
Warm  AEC (Annual electricity consumption) kWh 782 1,051 782 1,051 782 1,051
climate COPdhw 310 3.85 310 3.85 310 3.85
Heat up time 2h18min 3h17min 2h18min 3h17min 2h18min 3h17min
nwh (water heating efficiency) % 131 159 131 159 131 159
Qelec (Daily electricity consumption) kWh 3.760 4,960 3.760 4.960 3.760 4.960
Reference hot water temperature °C 472 447 472 447 47.2 447
Stand-hy powerinput w 35.8 312 35.8 312 35.8 312
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Specifications
Specifications

Technical specifications

ELSXB12P30E + ELSXB12P50E + | ELSXB12P30E + | ELSXB12P50E +  ELSXB12P30E + | ELSXB12P50E +

ERRAOSEV37 | ERRAOSEV37 | ERRA10EV37 | ERRA10EV37 | ERRA12EV37 | ERRA12EV37
Space heating Aver-  General Annual energy consumption kWh 7218
2 .Q. age ns (Seasonal space heating % 140
r— () climate efficiency)
water Prated at-10°C kW 125
outlet ScoP 3.58
55°C Seasonal space heating eff. class A+
Alonditon - Cdh (Degradation heating) 1.0
(70- COPd 2.26
B-°W8)  Pdh kw 76
PERd % 90.4
Blondition  Cdh (Degradation heating) 1.0
0 CoPd 3.56
BW8)  Pdh kw 71
PERd % 1424
(Condition - Cdh (Degradation heating) 1.0
(ra-
BI6°CHB)
Space heating Aver- (Condition  COPd 4.90
(J age  (’0-  Pdh kW 45
%° dimate Bi§(WY  PERd % 196.0
water  D(mdtion Cdh (Degradation heating) 1.0
outlet (10-  (OPd 6.02
55°C BTG Pdh kw 5.2
PERd % 240.8
Tol (OPd 2.00
(tem- Pdh kw 8.2
per-  PERd % 80.0
ature  TOL °C -10
oper-  WTOL °C 55
ating
limit)
Ratedheat  Psup (at Tdesign -10°C) kW 43
outputsup-
lementary
apadty
Tbiv  COPd 251
(biva-  Pdh kw 10.6
lent  PERd % 1004
tem-  Thiv °C -5
Cold  General Annual energy consumption kWh 7,257 7027 7,00
climate ns (Seasonal space heating % 19 122
water efficiency)
outlet Prated at-22°C kw 9.0
55°C Qhe Annual energy consumption Gj 2
(GCV)
Aondiion - Cdh (Degradation heating) 1.0
(7°0- COPd 2.5
B-8°CHB)  Pdh kw 52
PERd % 100.6
Blondition  Cdh (Degradation heating) 1.0
(r@-  Copd 377
BW8)  Pdh kW 33
PERd % 151.0
((ondtion - Cdh (Degradation heating) 1.0
(r@- CoPd 481
B6CHE)  Pdh kW 34
PERd % 192.2
DCondition COPd 6.36
(@0- Pdh kW 42
BAFCWB)  PERd % 254.2
Tolftem- COPd 143 149 1.54
perature
operating
fimit)
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2 Specifications
2-1  Specifications
Technical specifications ELSXB12P30E + ELSXB12P50E + | ELSXB12P30E + | ELSXB12P50E + | ELSXB12P30E + | ELSXB12P50E +
P ERRAOSEV37 | ERRAOSEV37 | ERRA10EV37 | ERRA10EV37 | ERRA12EV37 | ERRAT2EV37
Space heating Cold  Tol Pdh kW 49 6.1 7.2
.'. climate (tem-  PERd % 574 59.7 61.7 2
() water per-  TOL °C 2 I
outlet ature  WTOL °C 55
55°C oper-
ating
limit)
GCondition  COPd 1.93 1.96
(1508 Pdh kW 6.0 72
PERd % 712 784
Thiv ~ COPd 217 1.96
(biva-  Pdh kW 6.6 72
lent  PERd % 86.9 784
tem- Thiv °C 12 15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kW 41 29 1.8
autputsup-
plementary
apacty
Warm  General Annual energy consumption kWh 2,946
climate ns (Seasonal space heating % m
water efficiency)
outlet Prated at 2°C kw 9.6
55°C Qhe Annual energy consumption Gj il
(GCV)
BCondition  Cdh (Degradation heating) 1.0
[0 CoPd 257
BW8)  Pdh kW 8.0
PERd % 102.6
(Condition - Cdh (Degradation heating) 1.0
(r@- Copd 3.65
BE°CHB)  Pdh kW 6.7
PERd % 146.2
Déondition - Cdh (Degradation heating) 1.0
(°0- COPd 571
BTCHE)  Pdh kW 36
PERd % 2283
Thiv  COPd 3.02
(biva-  Pdh kW 8.4
lent  PERd % 1209
tem-  Thiv °C 4
Aver-  General Annual energy consumption kWh 3,582 3,560
age ns (Seasonal space heating % 188 190
climate efficiency)
water Prated at-10°C kW 83
outlet Qhe Annual energy consumption Gj 3
3% (6CV)
SCoP 479 4.8
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2 Specifications
2-1  Specifications

ELSXB12P30E + ELSXB12P50E + | ELSXB12P30E + | ELSXB12P50E +  ELSXB12P30E + | ELSXB12P50E +

DI e e ERRAOSEV37 | ERRAOSEV37 | ERRAIOEV37 | ERRATOEV37 | ERRAI2EV37 | ERRAT2EV37

Space heating Aver-  General Seasonal space heating eff. class A+++
2 .’. age  Alndtion COPd 310
r— () dimate (70-  Pdh kw 75
water  B-(WB)  PERd % 1241
outlet  B(ondtion Cdh (Degradation heating) 1.0
35°C o Copd 476
BW8)  Pdh kw 44
PERd % 190.4
(Condition - Cdh (Degradation heating) 1.0
(r®- Copd 6.4
B6CHE)  Pdh kW 43
PERd % 245.8
Déondition - Cdh (Degradation heating) 1.0
(°0- CoPd 784
BAFCHB) - Pdh kW 6.6
PERd % 3134
Tol (OPd 2.80 271
(tem-  Pdh kW 6.9 8.
per-  PERd % 122 110.8
ature  TOL °C -10
oper- WTOL °C 35
ating
limit)
Thiv ~ COPd 310 2.77
(biva-  Pdh kw 75 81
lent  PERd % 1241 110.8
tem-  Thiv °C -7 -10
pera-
ture)
Ratedheat  Psup (at Tdesign -10°C) kw 14 0.0
outputstp-
plementary
apacy
Cold  General Annual energy consumption kWh 5,507 5,355 5,340
climate ns (Seasonal space heating % 158 163
water efficiency)
outlet Prated at -22°C kW 9
35°C Qhe Annual energy consumption Gj 19.8 19.3 19.2
(GCV)
Alondiion  COPd 3.36
(70- Pdh kw 54
B-ECHB)  PERd % 134.5
Blondition  Cdh (Degradation heating) 1.0
(ra-  Copd 5.21
B°CWB)  Pdh kW 3.6
PERd % 208.4
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2 Specifications
2-1  Specifications
Technical specifications ELSXB12P30E + ELSXB12P50E + | ELSXB12P30E + | ELSXB12P50E + | ELSXB12P30E + | ELSXB12P50E +
P ERRAOSEV37 | ERRAOSEV37 | ERRA10EV37 | ERRA10EV37 | ERRA12EV37 | ERRA12EV37
Space heating Cold  Clondition Cdh (Degradation heating) 1.0
.'. climate (7°ED- (OPd 6.29 2
() water  BEOW)  Pdh kw 53 I
outlet PERd % 2517
35°C Diodton Cdh (Degradation heating) 10
(°0- CoPd 7.69
BCW8)  Pdh kw 6.6
PERd % 307.6
Tol (oPd 2.04 2.07 2.09
(tem-  Pdh kW 49 5.9 6.4
per-  PERd % 81.6 82.9 83.6
ature  TOL °C -22
oper-  WTOL °C 35
ating
limit)
GCondition COPd 2.60 2.56
(1508~ Pdh kW 6.0 7.0
PERd % 103.8 102.6
Thiv  COPd 2.86 2.56
(biva-  Pdh kw 6.5 7.0
lent  PERd % 144 102.6
tem-  Thiv °C -12 -15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kw 41 31 26
outputsup-
plementary
apacity
Warm  General Annual energy consumption kWh 1,934
climate ns (Seasonal space heating % 235
water efficiency)
outlet Prated at 2°C kW 8.6
35°C Qhe Annual energy consumption Gj
(GCV)
Blondition  Cdh (Degradation heating) 1.0
(¥0- Copd 4.06
BIC)  Pdh kW 6.8
PERd % 162.4
(Condition  Cdh (Degradation heating) 1.0
(r@- Copd 5.65
BEWS)  Pdh kW 55
PERd % 226.0
Tbiv  COPd 473
(biva-  Pdh kw 6.8
lent  PERd % 189.2
tem-  Thiv °C
Space heating Warm  D(ondion  Cdh (Degradation heating) 1.0
9 climate (2°0-  COPd 7.52
< water  B/TOI)  Pdh kw [
outlet PERd % 300.8
35°C
(1)Capacity according to standard EN14511 and valid for heated water range dT =3~8°CatTa 7°C |
(2)Condition: Ta DB/WB 7°C/6°C - LWC 35°C (DT = 5°C) |
(3)Cooling: EW 12°C; LW 7°C; ambient conditions: 35°CDB |
(4)Cooling: EW 23°C; LW 18°C; ambient conditions: 35°CDB |
(5)Power input is total input of indoor and outdoor units, including the circulation pump; according to EN14511 |
(6)Test at Ta DB/WB 7°C/6°C. According to EN 16147. |
(7)DB/WB 7°C/6°C - LWC 35°C (dT=5°C) with pump at full speed
Technical ificati ELVH12S18E6V | ELVH12S23E6V | ELVH12S18E6V | ELVH12S23E6V | ELVH12S18E6V | ELVH12S23E6V
echinicalspecications + ERRAOSEV37 | + ERRAOSEV37 | + ERRAI0EV37 | + ERRATOEV37 | + ERRAT2EV37 | + ERRAT2EV37
Energy Efficiency Range Space Heating A+-++ ~ D, Water Heating A+ ~ F
Heating capacity Min. kw 345(1)
Nom. kW 6.17(2)
Max. kW 7.95(1) 9.25(1) 9.97 (1)
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Daikin Altherma mid temperature split - ERRA-EV37

2 Specifications

2-1  Specifications
Technical specifications ELVH12S18E6V | ELVH12S23E6V | ELVH12S18E6V | ELVH12S23E6V | ELVH12S18E6V | ELVH12S23E6V
P + ERRAOSEV37 | + ERRAOSEV37 | + ERRAT0EV37 | + ERRAT0EV37 | + ERRAT2EV37 | + ERRA12EV37
Power input Heating Min. kW 0.72(5)
2 Nom. kw 1.25(2)
I Max. kW 1.69 (5) 2.04(5) 2.28(5)
Domes- Nom. kWh 2.63(6) 319(6) 2.63(6) 319(6) 2.63(6) 319(6)
tichot
water
from
10°Cto
50°C
Heat up time from 10°C to 50°C hr 1h5Tm 2h10min 1h5Im 2h10min 1h5Im 2h10min
CoP 4.92(2)
Pump Type Grundfos UPM4LK15-75130 9 DKI
Nomi- Heating kPa 671(7)
nal ESP
unit
Water side Heat Water  Heating Nom. |/min 18.3
exchanger flow
rate
General Sup-  Nameand address Daikin Europe N.V. - Zandvoordestraat 300, 8400 Oostende, Belgium
plier/  Name or trademark Daikin Europe N.V.
Manu-
facturer
details
Product Air-to-water heat pump Yes
de- Brine-to-water heat pump No
scrip- Heat pump combination heater Yes
tion  Low-temperature heat pump No
Supplementary heater integrated Yes
Water-to-water heat pump No
LW(A)Sond dB(A) dBA 44.0
power lvel
(accordingto
EN14825)
LW(A) Sound power level dB(A) dBA 56.0
(according to EN14825)
Sound condition Ecodesign and energy label Sound power in heating mode, measured according to the EN12102 under conditions of the EN14825
Tank Name Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel
domestic hot water | domestichotwater | domestichot water | domestichotwater | domestichot water | domestic hot water
tank1801 tank230L tank1801 tank230L tank 1801 tank230 L
Space heating general  Airto  Rated airflow (outdoor) m*h 3,542
water
unit
Other  Capacity control Inverter
Pck (Crankcase heater mode) kW 0.000
Poff (0ff mode) kw 0.021
Psb (Standby mode) kW 0.021
Pto (Thermostat off) kW 0.024
Domestic hot water General Declared load profile L
heating
oo
Space heating general  Inte-  Psup kW 6.0
grated Type of energy input Electrical
supple-
men-
tary
heater
Domestic hot water Aver-  AEC (Annual electricity consumption) kWh 877 810 877 810 877 810
heating age
.:. climate
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Daikin Altherma mid temperature split - ERRA-EV37

2 Specifications
2-1  Specifications
Technical ificati ELVH12S18E6V | ELVH12S23E6V | ELVH12S18E6V | ELVH12S23E6V | ELVH12S18E6V | ELVH12S23E6V
SR L + ERRAOSEV37 | -+ ERRAOSEV37  +ERRATOEV37 -+ ERRATOEV37 | +ERRAT2EV37 | -+ ERRAT2EV37
Domestic hot water Aver-  COPdhw 2.72 2.96 2.72 2.96 272 2.96
heating age Heat up time 1h 57min 2h 14min 1h 57min 2h14min 1h 57min 2h14min 2
... climate nwh (water heating efficiency) % 7 126 17 126 117 126 I
) Qelec (Daily electricity consumption) kWh 4.280 3.940 4.280 3.940 4.280 3.940
Reference hot water temperature °C 53.0 520 53.0 52.0 53.0 52.0
Stand-by power input w 517 448 517 448 517 44.8
Water heating energy efficiency class A+
Cold  AEC(Annual electricity consumption) kWh 966 891 966 891 966 891
climate COPdhw 248 2.70 248 2.70 248 2.70
Heat up time 1h 55min 2h 02min 1h 55min 2h 02min 1h 55min 2h 02min
nwh (water heating efficiency) % 106 15 106 15 106 15
Qelec (Daily electricity consumption) kWh 4.700 4320 4.700 4320 4.700 4320
Reference hot water temperature °C 53.0 52.0 53.0 52.0 53.0 52.0
Stand-by power input w 554 477 554 47.7 554 477
Warm  AEC (Annual electricity consumption) kWh 719 666 719 666 719 666
climate COPdhw 331 3.59 331 3.59 331 3.59
Heat up time 1h 54min 2h 06min 1h 54min 2h 06min 1h 54min 2h 06min
nwh (water heating efficiency) % 142 154 142 154 142 154
Qelec (Daily electricity consumption) kWh 3.530 3.250 3.530 3.250 3.530 3.250
Reference hot water temperature °C 53.0 52.0 53.0 52.0 53.0 52.0
Stand-by power input w 454 39.7 454 39.7 454 39.7
Space heating Aver-  General Annual energy consumption kWh 7742 7723 7510
9 age ns (Seasonal space heating % 130 31 135
o0 i )
® climate efficiency)
water Prated at-10°C kW 12,5
outlet Qhe Annual energy consumption Gj 28 27
55°C (6CV)
scop 334 344
Seasonal space heating eff. class A++
Alondition Cdh (Degradation heating) 1.0
(70- COPd 2.26
B-ECH8)  Pdh kW 76
PERd % 904
Blondition  Cdh (Degradation heating) 1.0
(r@-  Copd 339
BTCNB)  Pdh kW 6.8
PERd % 135.6
(Condition  Cdh (Degradation heating) 1.0
("@- Copd 4.90
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2 Specifications
2-1  Specifications

ELVH12S18E6V | ELVH12S23E6V | ELVH12S18E6V | ELVH12S23E6V | ELVH12S18E6V | ELVH12S23E6V

DI e e + ERRAOSEV37 |+ ERRAOSEV37 | + ERRAIOEV37 |+ ERRATOEV37 | + ERRAT2EV37 | + ERRAT2EV37

Space heating Aver-  (Condition  Pdh kW 45
2 .'. age  (’0-  PERd % 196.0
[—— dimate U] ' '
water  D(ondion  Cdh (Degradation heating) 1.0
outlet  (0-  COPd 6.02
55°C BFCWY)  Pdh kW 5.2
PERd % 240.8
Tol (OPd 1.97 2.00
(tem-  Pdh kw 6.9 8.2
per-  PERd % 78.8 80.0
ature  TQOL °C -10
oper-  WTOL °C 55
ating
limit)
Ratedheat  Psup (at Tdesign -10°C) kw 5.6 43
outputsup-
plementary
apacty
Thiv ~ COPd 2.81 241
(biva-  Pdh kw 8.5 10.0
lent  PERd % 124 96.4
tem-  Thiv °C 2 -5
pera-
ture)
Cold  General Annual energy consumption kWh 7303 173 7146
climate ns (Seasonal space heating % 18 121
water efficiency)
outlet Prated at -22°C kw 9.0
55°C Qhe Annual energy consumption Gj 26
(GCV)
Alonditon - Cdh (Degradation heating) 1.0
(70- COPd 2.5
BB Pdh kW 5.2
PERd % 100.6
Blondition Cdh (Degradation heating) 1.0
[0 Copd 3.77
BCWB)  Pdh kw 33
PERd % 151.0
(Condition - Cdh (Degradation heating) 1.0
[F0- COPd 481
BE°CHE)  Pdh kW 34
PERd % 192.2
DCondition  COPd 6.36
(X0- Pdh kw 4.2
B/TCHB)  PERd % 2542
Tol (OPd 143 149 154
(tem-  Pdh kw 49 6.1 72
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Daikin Altherma mid temperature split - ERRA-EV37

2 Specifications
2-1  Specifications
Technical specifications ELVH12S18E6V | ELVH12S23E6V | ELVH12S18E6V | ELVH12S23E6V | ELVH12S18E6V | ELVH12S23E6V
P + ERRAOSEV37 | + ERRAOSEV37 | + ERRAT0EV37 | + ERRAT0EV37 | + ERRA12EV37 | + ERRAT2EV37
Space heating Cold  Tol PERd % 574 59.7 61.7
.'. climate (tem-  TOL °C -22 2
() water per-  WTOL °C 55 I
outlet ature
55°C oper-
ating
limit)
GCondition  COPd 1.93 1.96
(1508 Pdh kW 6.0 7.2
PERd % 712 784
Thiv ~ COPd 217 1.96
(biva-  Pdh kw 6.6 72
lent  PERd % 86.9 784
tem- Thiv °C 12 15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kW 41 29 1.8
autputsup-
plementary
apacty
Warm  General Annual energy consumption kWh 3,039
climate ns (Seasonal space heating % 166
water efficiency)
outlet Prated at 2°C kw 9.6
55°C Qhe Annual energy consumption Gj il
(GCV)
BCondition  Cdh (Degradation heating) 1.0
[0 Copd 257
BW8)  Pdh kW 8.0
PERd % 102.6
(Condition - Cdh (Degradation heating) 1.0
(r@- CoPd 3.65
BE°CHB)  Pdh kW 6.7
PERd % 146.2
Déondition - Cdh (Degradation heating) 1.0
(°0- COPd 571
BTCHE)  Pdh kW 3.6
PERd % 2283
Thiv  COPd 3.02
(biva-  Pdh kW 8.4
lent  PERd % 120.9
tem-  Thiv °C 4
Aver-  General Annual energy consumption kWh 3,659 3,637
age ns (Seasonal space heating % 184 186
climate efficiency)
water Prated at-10°C kw 83
outlet Qhe Annual energy consumption Gj 3
3% (6CV)
SCOP 4,69 47
Seasonal space heating eff. class A+++
P DAIKIN 49
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2 Specifications
2-1  Specifications

ELVH12S18E6V | ELVH12S23E6V | ELVH12S18E6V | ELVH12S23E6V | ELVH12S18E6V | ELVH12S23E6V

DI e e + ERRAOSEV37 |+ ERRAOSEV37 | + ERRAIOEV37 |+ ERRATOEV37 | + ERRAT2EV37 | + ERRAT2EV37

Space heating Aver-  Alonditon  COPd 310
2 .’. age  (T0-  Pdh kW 75
r— () dimate B-¥CIB) PERd % 1241
water  (umdtion Cdh (Degradation heating) 1.0
outlet (0-  (OPd 476
35°C BFOW  Pdh kw 44
PERd % 190.4
(Condition  Cdh (Degradation heating) 1.0
(r@- Copd 6.14
BEWS)  Pdh kw 43
PERd % 245.8
DCondtion Cdh (Degradation heating) 1.0
(°0- CoPd 7.84
BCW8)  Pdh kw 6.6
PERd % 3134
Tol (OPd 2.80 2.77
(tem-  Pdh kw 6.9 81
per-  PERd % 122 110.8
ature  TOL °C -10
oper-  WTOL °C 35
ating
limit)
Thiv  COPd 310 271
(biva-  Pdh kw 75 81
lent  PERd % 1241 10.8
tem-  Thiv °C 7 -10
pera-
ture)
Ratedheat  Psup (at Tdesign -10°C) kw 14 0.0
outputsup-
plementary
apacty
Cold  General Annual energy consumption kWh 5,554 5,401 5,387
climate ns (Seasonal space heating % 157 161 162
water efficiency)
outlet Prated at -22°C kw 9
35°C Qhe Annual energy consumption Gj 20.0 19.4
(GCV)
Alondition  COPd 336
(T0- Pdh kw 54
B-8°CW8)  PERd % 1345
Blondition  Cdh (Degradation heating) 1.0
(r®- Copd 5.21
BW8)  Pdh kW 36
PERd % 208.4
(Condition - Cdh (Degradation heating) 1.0
(ro-
B/G°CHB)
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Daikin Altherma mid temperature split - ERRA-EV37

2 Specifications
2-1  Specifications
Technical specifications ELVH12S18E6V | ELVH12S23E6V | ELVH12S18E6V | ELVH12S23E6V | ELVH12S18E6V | ELVH12S23E6V
P + ERRAOSEV37 | + ERRAOSEV37 | + ERRAT0EV37 | + ERRAT0EV37 | + ERRA12EV37 | + ERRA12EV37
Space heating Cold  (londition  COPd 6.29
.'. climate (7°ED- Pdh kW 53 2
() water  BEOI  PERd % 2517 —.
outlet  D(onditon Cdh (Degradation heating) 1.0
35°C - Copd 7.69
BCW8)  Pdh kW 6.6
PERd % 307.6
Tol (OPd 2.04 2.07 2.09
(tem-  Pdh kw 4.9 5.9 6.4
per-  PERd % 81.6 82.9 83.6
ature  TOL °C -2
oper-  WTOL o 35
ating
limit)
GCondition COPd 2.60 2.56
(508K Pdh kW 6.0 70
PERd % 103.8 102.6
Thiv ~ COPd 2.86 2.56
(biva-  Pdh kw 6.5 7.0
lent  PERd % 144 102.6
tem-  Thiv °C -12 -15
pera-
ture)
Ratedheat ~ Psup (at Tdesign -22°C) kW 41 31 26
outputsup-
plementary
apacty
Warm  General Annual energy consumption kWh 2,027
climate ns (Seasonal space heating % 224
water efficiency)
outlet Prated at 2°C kw 8.6
35°C Qhe Annual energy consumption Gj 7
(GCv)
Blondition Cdh (Degradation heating) 1.0
(r@-  Copd 4.06
BW8) - Pdh kw 6.8
PERd % 162.4
(Condition - Cdh (Degradation heating) 1.0
[F0- COPd 5.65
BE°CE)  Pdh kW 55
PERd % 226.0
Thiv  COPd 473
(biva-  Pdh kw 6.8
lent  PERd % 189.2
tem- Thiv °C 5
pera-
ture)
Dondtion Cdh (Degradation heating) 1.0
(°Q0-
BITCHB)
Space heating Warm  D(endtion  COPd 7.52
() climate (2°0-  Pdh kw 6.1
%° water BN PERd % 3008
outlet
35°C
(1)Capacity according to standard EN14511 and valid for heated water range dT = 3~8°CatTa 7°C |
(2)Condition: Ta DB/WB 7°C/6°C - LWC 35°C (DT = 5°C) |
(3)Cooling: EW 12°C; LW 7°C; ambient conditions: 35°CDB |
(4)Cooling: EW 23°C; LW 18°C; ambient conditions: 35°CDB |
(5)Power input is total input of indoor and outdoor units, including the circulation pump; according to EN14511 |
(6)Test at Ta DB/WB 7°C/6°C. According to EN 16147. |
(7)DB/WB 7°C/6°C - LWC 35°C (dT=5°C) with pump at full speed
Technical specificati ELVH12S18E9W | ELVH12S23E9W | ELVH12S18E9W | ELVH12S23E9W | ELVH12S18E9W | ELVH12S23E9W
peciications + ERRAOSEV37 | + ERRAOBEV37 | + ERRATOEV37 | + ERRATOEV37 |+ ERRAT2EV37 | + ERRA12EV37
Energy Efficiency Range Space Heating A+++ ~ D, Water Heating A+ ~ F
Heating capacity Min. kW 3.45(1)
Nom. kW 6.17(2)
Max. kW 7.95 (1) 9.25(1) \ 9.97()
P DAIKIN Daikin Altherma mid temperature split - ERRA-EV37 !
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2 Specifications
2-1  Specifications

Technical specifications ELVH12S18E9W | ELVH12523E9W | ELVH12S18E9W | ELVH12S23E9W | ELVH12S18E9W | ELVH12523E9W
P + ERRAOSEV37 | + ERRAOSEV37 | + ERRAT0EV37 | + ERRAT0EV37 | + ERRAT2EV37 | + ERRA12EV37
Power input Heating Min. kW 0.72(5)
2 Nom. kw 1.25(2)
I Max. kW 1.69 (5) 2.04(5) 2.28(5)
Domes- Nom. kWh 2.63(6) 319(6) 2.63(6) 319(6) 2.63(6) 319(6)
tichot
water
from
10°Cto
50°C
Heat up time from 10°C to 50°C hr 1h5Tm 2h10min 1h5Im 2h10min 1h5Im 2h10min
CoP 4.92(2)
Pump Type Grundfos UPM4LK15-75130 9 DKI
Nomi- Heating kPa 671(7)
nal ESP
unit
Water side Heat Water  Heating Nom. |/min 18.3
exchanger flow
rate
General Sup-  Nameand address Daikin Europe N.V. - Zandvoordestraat 300, 8400 Oostende, Belgium
plier/  Name or trademark Daikin Europe N.V.
Manu-
facturer
details
Product Air-to-water heat pump Yes
de- Brine-to-water heat pump No
scrip- Heat pump combination heater Yes
tion  Low-temperature heat pump No
Supplementary heater integrated Yes
Water-to-water heat pump No
LW(A)Sond dB(A) dBA 44.0
power lvel
(accordingto
EN14825)
LW(A) Sound power level dB(A) dBA 56.0
(according to EN14825)
Sound condition Ecodesign and energy label Sound power in heating mode, measured according to the EN12102 under conditions of the EN14825
Tank Name Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel
domestic hot water | domestichotwater | domestichot water | domestichotwater | domestichot water | domestic hot water
tank1801 tank230L tank1801 tank230L tank 1801 tank230 L
Space heating general  Airto  Rated airflow (outdoor) m*h 3,542
water
unit
Other  Capacity control Inverter
Pck (Crankcase heater mode) kW 0.000
Poff (0ff mode) kw 0.021
Psb (Standby mode) kW 0.021
Pto (Thermostat off) kW 0.024
Domestic hot water General Declared load profile L
heating
oo
Space heating general  Inte-  Psup kW 9.0
grated Type of energy input Electrical
supple-
men-
tary
heater
Domestic hot water Aver-  AEC (Annual electricity consumption) kWh 877 810 877 810 877 810
heating age
.:. climate
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Daikin Altherma mid temperature split - ERRA-EV37

2 Specifications
2-1  Specifications
Technical ificati ELVH12S18E9W | ELVH12S23E9W | ELVH12S18E9W | ELVH12S23E9W | ELVH12S18E9W | ELVH12S23E9W
SR L + ERRAOSEV37 | -+ ERRAOSEV37  +ERRATOEV37 -+ ERRATOEV37 | +ERRAT2EV37 | -+ ERRAT2EV37
Domestic hot water Aver-  COPdhw 2.72 2.96 2.72 2.96 272 2.96
heating age Heat up time 1h 57min 2h 14min 1h 57min 2h14min 1h 57min 2h14min 2
... climate nwh (water heating efficiency) % 7 126 17 126 117 126 I
) Qelec (Daily electricity consumption) kWh 4.280 3.940 4.280 3.940 4.280 3.940
Reference hot water temperature °C 53.0 520 53.0 52.0 53.0 52.0
Stand-by power input w 517 448 517 448 517 44.8
Water heating energy efficiency class A+
Cold  AEC(Annual electricity consumption) kWh 966 891 966 891 966 891
climate COPdhw 248 2.70 248 2.70 248 2.70
Heat up time 1h 55min 2h 02min 1h 55min 2h 02min 1h 55min 2h 02min
nwh (water heating efficiency) % 106 15 106 15 106 15
Qelec (Daily electricity consumption) kWh 4.700 4320 4.700 4320 4.700 4320
Reference hot water temperature °C 53.0 52.0 53.0 52.0 53.0 52.0
Stand-by power input w 554 477 554 47.7 554 477
Warm  AEC (Annual electricity consumption) kWh 719 666 719 666 719 666
climate COPdhw 331 3.59 331 3.59 331 3.59
Heat up time 1h 54min 2h 06min 1h 54min 2h 06min 1h 54min 2h 06min
nwh (water heating efficiency) % 142 154 142 154 142 154
Qelec (Daily electricity consumption) kWh 3.530 3.250 3.530 3.250 3.530 3.250
Reference hot water temperature °C 53.0 52.0 53.0 52.0 53.0 52.0
Stand-by power input w 454 39.7 454 39.7 454 39.7
Space heating Aver-  General Annual energy consumption kWh 7742 7723 7510
9 age ns (Seasonal space heating % 130 31 135
o0 i )
® climate efficiency)
water Prated at-10°C kW 12,5
outlet Qhe Annual energy consumption Gj 28 27
55°C (6CV)
scop 334 344
Seasonal space heating eff. class A++
Alondition Cdh (Degradation heating) 1.0
(70- COPd 2.26
B-ECH8)  Pdh kW 76
PERd % 904
Blondition  Cdh (Degradation heating) 1.0
(r@-  Copd 339
BTCNB)  Pdh kW 6.8
PERd % 135.6
(Condition  Cdh (Degradation heating) 1.0
("@- Copd 4.90
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2 Specifications
2-1  Specifications

ELVH12S18E9W | ELVH12523E9W | ELVH12S18E9W | ELVH12S23E9W | ELVH12S18E9W | ELVH12S23E9W

DI e e + ERRAOSEV37 |+ ERRAOSEV37 | + ERRAIOEV37 |+ ERRATOEV37 | + ERRAT2EV37 | + ERRAT2EV37

Space heating Aver-  (Condition  Pdh kW 45
2 .'. age  (’0-  PERd % 196.0
[—— dimate U] ' '
water  D(ondion  Cdh (Degradation heating) 1.0
outlet  (0-  COPd 6.02
55°C BFCWY)  Pdh kW 5.2
PERd % 240.8
Tol (OPd 1.97 2.00
(tem-  Pdh kw 6.9 8.2
per-  PERd % 78.8 80.0
ature  TQOL °C -10
oper-  WTOL °C 55
ating
limit)
Ratedheat  Psup (at Tdesign -10°C) kw 5.6 43
outputsup-
plementary
apacty
Thiv ~ COPd 2.81 241
(biva-  Pdh kw 8.5 10.0
lent  PERd % 124 96.4
tem-  Thiv °C 2 -5
pera-
ture)
Cold  General Annual energy consumption kWh 7303 173 7146
climate ns (Seasonal space heating % 18 121
water efficiency)
outlet Prated at -22°C kw 9.0
55°C Qhe Annual energy consumption Gj 26
(GCV)
Alonditon - Cdh (Degradation heating) 1.0
(70- COPd 2.5
BB Pdh kW 5.2
PERd % 100.6
Blondition Cdh (Degradation heating) 1.0
[0 Copd 3.77
BCWB)  Pdh kw 33
PERd % 151.0
(Condition - Cdh (Degradation heating) 1.0
[F0- COPd 481
BE°CHE)  Pdh kW 34
PERd % 192.2
DCondition  COPd 6.36
(X0- Pdh kw 4.2
B/TCHB)  PERd % 2542
Tol (OPd 143 149 154
(tem-  Pdh kw 49 6.1 72
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2 Specifications
2-1  Specifications

Technical specifications

ELVH12S18E9W | ELVH12S23E9W
+ ERRAOSEV37 | + ERRAOSEV37

ELVH12S18E9W | ELVH12523E9W | ELVH12S18E9W | ELVH12S23E9W
+ ERRAT0EV37 | + ERRA10EV37 | + ERRAT2EV37 | + ERRAT2EV37

Space heating Cold  Tol PERd % 574 59.7 61.7
.'. climate (tem-  TOL °C -2 2
() water per-  WTOL °C 55 —.
outlet ature
55°C oper-
ating
limit)
GCondition  COPd 1.93 1.96
(1508 Pdh kW 6.0 7.2
PERd % 772 784
Thiv ~ COPd 217 1.96
(biva-  Pdh kw 6.6 7.2
lent  PERd % 86.9 784
tem-  Thiv °C 12 -15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kW 41 29 1.8
outputstp-
plementary
apacty
Warm  General Annual energy consumption kWh 3,039
climate ns (Seasonal space heating % 166
water efficiency)
outlet Prated at 2°C kw 9.6
55°C Qhe Annual energy consumption Gj 1
(GCV)
BCondition  Cdh (Degradation heating) 1.0
[0 Copd 257
BCWB)  Pdh kw 8.0
PERd % 102.6
(Condition - Cdh (Degradation heating) 1.0
(r®- Copd 3.65
BE°CHB)  Pdh kW 6.7
PERd % 146.2
Déondition - Cdh (Degradation heating) 1.0
(°0- COPd 571
BTCHE)  Pdh kW 3.6
PERd % 2283
Tbiv  COPd 3.02
(biva-  Pdh kW 8.4
lent  PERd % 120.9
tem-  Thiv °C 4
Aver-  General Annual energy consumption kWh 3,659 3,637
age ns (Seasonal space heating % 184 186
climate efficiency)
water Prated at-10°C kw 83
outlet Qhe Annual energy consumption Gj 3
35°C (GCV)
Scop 4.69 4n
Seasonal space heating eff. class A+++
P DAIKIN >
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2 Specifications
2-1  Specifications

ELVH12S18E9W | ELVH12523E9W | ELVH12S18E9W | ELVH12S23E9W | ELVH12S18E9W | ELVH12S23E9W

DI e e + ERRAOSEV37 |+ ERRAOSEV37 | + ERRAIOEV37 |+ ERRATOEV37 | + ERRAT2EV37 | + ERRAT2EV37

Space heating Aver-  Alonditon  COPd 310
2 .’. age  (T0-  Pdh kW 75
r— () dimate B-¥CIB) PERd % 1241
water  (umdtion Cdh (Degradation heating) 1.0
outlet (0-  (OPd 476
35°C BFOW  Pdh kw 44
PERd % 190.4
(Condition  Cdh (Degradation heating) 1.0
(r@- Copd 6.14
BEWS)  Pdh kw 43
PERd % 245.8
DCondtion Cdh (Degradation heating) 1.0
(°0- CoPd 7.84
BCW8)  Pdh kw 6.6
PERd % 3134
Tol (OPd 2.80 2.77
(tem-  Pdh kw 6.9 81
per-  PERd % 122 110.8
ature  TOL °C -10
oper-  WTOL °C 35
ating
limit)
Thiv  COPd 310 271
(biva-  Pdh kw 75 81
lent  PERd % 1241 10.8
tem-  Thiv °C 7 -10
pera-
ture)
Ratedheat  Psup (at Tdesign -10°C) kw 14 0.0
outputsup-
plementary
apacty
Cold  General Annual energy consumption kWh 5,554 5,401 5,387
climate ns (Seasonal space heating % 157 161 162
water efficiency)
outlet Prated at -22°C kw 9
35°C Qhe Annual energy consumption Gj 20.0 19.4
(GCV)
Alondition  COPd 336
(T0- Pdh kw 54
B-8°CW8)  PERd % 1345
Blondition  Cdh (Degradation heating) 1.0
(r®- Copd 5.21
BW8)  Pdh kW 36
PERd % 208.4
(Condition - Cdh (Degradation heating) 1.0
(ro-
B/G°CHB)
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2 Specifications
2-1  Specifications

ELVH12S18E9W | ELVH12S23E9W | ELVH12S18E9W | ELVH12S23E9W | ELVH12S18E9W | ELVH12S23E9W

DI e I + ERRAOSEV37 |+ ERRAOSEV37 | + ERRAI0EV37 |+ ERRATOEV37 | + ERRAT2EV37 | + ERRAT2EV37

Space heating Cold  (londition  COPd 6.29
.'. climate (7°ED- Pdh kW 53 2
() water  BEOI  PERd % 2517 —.
outlet  D(onditon Cdh (Degradation heating) 1.0
35°C (0- Copd 7.69
BCW8)  Pdh kW 6.6
PERd % 307.6
Tol (OPd 2.04 2.07 2.09
(tem-  Pdh kw 4.9 59 6.4
per-  PERd % 81.6 82.9 83.6
ature  TOL °C 22
oper-  WTOL °C 35
ating
limit)
GCondition COPd 2.60 2.56
(508K Pdh kW 6.0 7.0
PERd % 103.8 102.6
Thiv ~ COPd 2.86 2.56
(biva-  Pdh kw 6.5 7.0
lent  PERd % 144 102.6
tem-  Thiv °C -12 -15
pera-
ture)
Ratedheat ~ Psup (at Tdesign -22°C) kW 41 31 26
outputsup-
plementary
apacty
Warm  General Annual energy consumption kWh 2,027
climate ns (Seasonal space heating % 224
water efficiency)
outlet Prated at2°C kw 8.6
35°C Qhe Annual energy consumption Gj 7
(GCv)
Blondition Cdh (Degradation heating) 1.0
(r@-  Copd 4.06
BW8) - Pdh kW 6.8
PERd % 162.4
(Condition - Cdh (Degradation heating) 1.0
[F0- COPd 5.65
BE°CE)  Pdh kW 55
PERd % 226.0
Tbiv  COPd 473
(biva-  Pdh kw 6.8
lent  PERd % 189.2
tem- Thiv °C 5
pera-
ture)
Dondtion Cdh (Degradation heating) 1.0
(0°0-
BITCHB)
Space heating Warm  D(endtion  COPd 7.52
() climate (2°0-  Pdh kw 6.1
%° water BN PERd % 3008
outlet
35°C

(1)Capacity according to standard EN14511 and valid for heated water range dT = 3~8°CatTa 7°C |
(2)Condition: Ta DB/WB 7°C/6°C - LWC 35°C (DT = 5°C) |

(3)Cooling: EW 12°C; LW 7°C; ambient conditions: 35°CDB |

(4)Cooling: EW 23°C; LW 18°C; ambient conditions: 35°CDB |

(5)Power input is total input of indoor and outdoor units, including the circulation pump; according to EN14511 |
(6)Test at Ta DB/WB 7°C/6°C. According to EN 16147. |

(7)DB/WB 7°C/6°C - LWC 35°C (dT=5°C) with pump at full speed

Technical ificati ELVX12S18E6V | ELVX12S23E6V | ELVX12S18E6V | ELVX12S23E6V | ELVX12S18E6V | ELVX12S23E6V
e + ERRAOBEV37 | -+ ERRAOSEV37 | -+ ERRATOEV37 | + ERRAIOEV37 | + ERRAT2EV37 | + ERRAT2EV37
Energy Efficiency Range Space Heating A+++ ~ D, Water Heating A+ ~ F
Heating capacity Min. kw 345(1)
Nom. kW 6.17(2)
Max. kW 7.95(1) 9.25(1) 9.97(1)
Cooling capacity Nom. kW 6.81(3) /6.47 (4) 797 (3) /647 (4) 8.62(3) /6.47 (4)
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2 Specifications

2-1  Specifications
Technical specifications ELVX12S18E6V | ELVX12S23E6V | ELVX12S18E6V | ELVX12S23E6V | ELVX12S18E6V | ELVX12S23E6V
P + ERRAOSEV37 | + ERRAOSEV37 | + ERRAT0EV37 | + ERRAT0EV37 | + ERRA12EV37 | + ERRAT2EV37
Power input Heating Min. kW 0.72(5)
2 Nom. kw 1.25(2)
I Max. kW 1.69 (5) 2.04(5) 2.28(5)
Cooling Nom. kw 215(3) /176 (4) 2.66(3) /116 (4) 2,96 (3) /116 (4)
Domes- Nom. kWh 2.63(6) 319(6) 2.63(6) 319(6) 2.63(6) 319(6)
tichot
water
from
10°Cto
50°C
Heat up time from 10°C to 50°C hr 1h5Tm 2h10min 1h5Tm 2h10min 1h5Tm 2h10min
cop 4.92(2)
EER 3.7 (3) /5.56 (4) \ 3.00(3) /5.56 (4) \ 2.9103) /5.56 (4)
Pump Type Grundfos UPM4LK15-75130 9 DKI
Nomi- Heating kPa 671(7)
nal ESP
unit
Water side Heat Water  Heating Nom. I/min 183
exchanger flow
rate
General Sup-  Name and address Daikin Europe N.V. - Zandvoordestraat 300, 8400 Oostende, Belgium
plier/  Name or trademark Daikin Europe N.V.
Manu-
facturer
details
Product Air-to-water heat pump Yes
de- Brine-to-water heat pump No
scrip- Heat pump combination heater Yes
tion  Low-temperature heat pump No
Supplementary heater integrated Yes
Water-to-water heat pump No
LWA)Sond dB(A) dBA 44.0
power lvel
(according to
EN14825)
LW(A) Sound power level dB(A) dBA 56.0
(according to EN14825)
Sound condition Ecodesign and energy label Sound power in heating mode, measured according to the EN12102 under conditions of the EN14825
Tank Name Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel
domestic hot water | domestichotwater | domestichot water | domestichotwater | domestichot water | domestic hot water
tank1801 tank230L tank1801 tank 230 L tank 1801 tank 230 L
Space heating general  Airto  Rated airflow (outdoor) m*h 3,542
water
unit
Other  Capacity control Inverter
Pck (Crankcase heater mode) kw 0.000
Poff (0ff mode) kW 0.021
Psb (Standby mode) kW 0.021
Pto (Thermostat off) kW 0.024
Domestic hot water General Declared load profile L
heating
.
Space heating general  Inte-  Psup kW 6.0
grated Type of energy input Electrical
supple-
men-
tary
heater
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2 Specifications
2-1  Specifications
Technical ificati ELVX12S18E6V | ELVX12S23E6V | ELVX12S18E6V | ELVX12S23E6V | ELVX12S18E6V | ELVX12S23E6V
SR L + ERRAOSEV37 | -+ ERRAOSEV37  +ERRATOEV37 -+ ERRATOEV37 | +ERRAT2EV37 | -+ ERRAT2EV37
Domestic hot water Aver-  AEC (Annual electricity consumption) kWh 877 810 877 810 877 810
heating age  (OPdhw 272 2.96 272 2.96 272 2.96 2
... climate Heat up time 1h 57min 2h 14min 1h 57min 2h14min 1h 57min 2h14min I
) nwh (water heating efficiency) % n7 126 7 126 117 126
Qelec (Daily electricity consumption) kWh 4.280 3.940 4.280 3.940 4.280 3.940
Reference hot water temperature °C 53.0 52.0 53.0 52.0 53.0 52.0
Stand-by power input w 517 44.8 517 448 517 448
Water heating energy efficiency class A+
Cold  AEC(Annual electricity consumption) kWh 966 891 966 891 966 891
climate COPdhw 248 2.70 248 270 248 270
Heat up time 1h 55min 2h 02min 1h 55min 2h 02min 1h 55min 2h 02min
nwh (water heating efficiency) % 106 15 106 115 106 115
Qelec (Daily electricity consumption) kWh 4.700 4320 4.700 4320 4.700 4.320
Reference hot water temperature °C 53.0 52.0 53.0 52.0 53.0 52.0
Stand-by power input w 55.4 477 55.4 477 55.4 477
Warm  AEC (Annual electricity consumption) kWh 79 666 719 666 719 666
climate COPdhw 331 3.59 331 3.59 3.31 3.59
Heat up time 1h 54min 2h 06min 1h 54min 2h 06min 1h 54min 2h 06min
nwh (water heating efficiency) % 142 154 142 154 142 154
Qelec (Daily electricity consumption) kWh 3.530 3.250 3.530 3.250 3.530 3.250
Reference hot water temperature °C 53.0 52.0 53.0 52.0 53.0 52.0
Stand-hy powerinput w 454 39.7 454 39.7 454 39.7
Space heating Aver-  General Annual energy consumption kWh 7218
’Q. age ns (Sgasonal space heating % 140
() climate efficiency)
water Prated at-10°C kW 12.5
outlet SCoP 3.58
55°C Seasonal space heating eff. class A+
Aondiion - Cdh (Degradation heating) 1.0
(70- COPd 2.26
B8°W8)  Pdh kW 76
PERd % 904
Blondition  Cdh (Degradation heating) 1.0
(r®- Copd 3.56
BW8)  Pdh kW 7
PERd % 142.4
P"DAIKIN Daikin Altherma mid temperature split - ERRA-EV37 9
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2 Specifications
2-1  Specifications

ELVX12S18E6V | ELVX12S23E6V | ELVX12S18E6V | ELVX12523E6V | ELVX12S18E6V | ELVX12S23E6V

DI e e + ERRAOSEV37 |+ ERRAOSEV37 | + ERRAI0EV37 |+ ERRATOEV37 | + ERRAT2EV37 | + ERRAT2EV37

Space heating Aver-  ((ondition  Cdh (Degradation heating) 1.0
2 .'. age  (’0-  COPd 4.90
[—— dimate B5OW)  Pdh KW 45
water PERd % 196.0
outlet Dondton Cdh (Degradation heating) 1.0
55°C - copd 6.02
BAFCWB) - Pdh kW 5.2
PERd % 240.8
Tol COPd 2.00
(tem-  Pdh kW 8.2
per-  PERd % 80.0
ature  TOL °C -10
oper- WTOL °C 55
ating
limit)
Ratedheat  Psup (at Tdesign -10°C) kW 43
outputsup-
plementary
apadty
Tbiv ~ COPd 251
(biva-  Pdh kw 10.6
lent  PERd % 100.4
tem- Thiv °C -5
pera-
ture)
Cold  General Annual energy consumption kWh 7,257 727 7,100
climate ns (Seasonal space heating % 19 122
water efficiency)
outlet Prated at -22°C kw 9.0
55°C Qhe Annual energy consumption Gj 26
(GCV)
Alonditon - Cdh (Degradation heating) 1.0
(70- CoPd 2.5
B-8CHB) - Pdh kw 52
PERd % 100.6
BCondition  Cdh (Degradation heating) 1.0
[0 Copd 3.77
BW8)  Pdh kW 33
PERd % 151.0
(Condition  Cdh (Degradation heating) 1.0
[F0- COPd 481
BE°CHE) - Pdh kw 34
PERd % 192.2
Déondtion  COPd 6.36
(- Pdh kw 42
B/ITCHB)  PERd % 254.2
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2 Specifications
2-1  Specifications
Technical specifications ELVX12S18E6V | ELVX12S23E6V | ELVX12S18E6V | ELVX12S23E6V | ELVX12S18E6V | ELVX12S23E6V
P + ERRAOSEV37 | + ERRAOSEV37 | + ERRAT0EV37 | + ERRAT0EV37 | + ERRA12EV37 | + ERRAT2EV37
Space heating Cold  Tol (OPd 143 149 154
.'. climate (tem-  Pdh kW 49 6.1 7.2 2
() water per-  PERd % 574 59.7 61.7 I
outlet ature TOL °C -2
55°C oper- WTOL °C 55
ating
limit)
GCondition  COPd 1.93 1.96
(1508 Pdh kW 6.0 72
PERd % 712 784
Thiv ~ COPd 217 1.96
(biva-  Pdh kW 6.6 72
lent  PERd % 86.9 784
tem- Thiv °C 12 15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kW 41 29 1.8
autputsup-
plementary
apacty
Warm  General Annual energy consumption kWh 2,946
climate ns (Seasonal space heating % m
water efficiency)
outlet Prated at 2°C kw 9.6
55°C Qhe Annual energy consumption Gj 1
(GCV)
BCondition  Cdh (Degradation heating) 1.0
[0 CoPd 257
BW8)  Pdh kW 8.0
PERd % 102.6
(Condition - Cdh (Degradation heating) 1.0
(r@- Copd 3.65
BE°CHB)  Pdh kW 6.7
PERd % 146.2
Déondition - Cdh (Degradation heating) 1.0
(°0- COPd 571
BTCHE)  Pdh kW 36
PERd % 2283
Thiv  COPd 3.02
(biva-  Pdh kW 8.4
lent  PERd % 1209
tem-  Thiv °C 4
Aver-  General Annual energy consumption kWh 3,582 3,560
age ns (Seasonal space heating % 188 190
climate efficiency)
water Prated at-10°C kW 83
outlet Qhe Annual energy consumption Gj 3
35°C (GCV)
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2 Specifications
2-1  Specifications

Technical specifications

ELVX12S18E6V | ELVX12S23E6V
+ ERRAOSEV37 | + ERRAOSEV37

ELVX12S18E6V | ELVX12S23E6V
+ ERRAT0EV37 | + ERRA10EV37

ELVX12S18E6V | ELVX12523E6V
+ ERRA12EV37 | + ERRAT2EV37

Space heating Aver-  General SCOP 479 4.82
2 .’. age Seasonal space heating eff. class A+++
[—— dimate ACndton COPd 310
water  (70-  Pdh kw 75
outlet BSO) PERd % 1241
35°C (ondtion Cdh (Degradation heating) 10
(ra-  Copd 476
BICWB)  Pdh kW 44
PERd % 190.4
(Condition  Cdh (Degradation heating) 1.0
(r@- Copd 6.14
BECH)  Pdh kW 43
PERd % 245.8
Déondition Cdh (Degradation heating) 1.0
Q- COPd 7.84
BAFCWB) - Pdh kW 6.6
PERd % 3134
Tol COPd 2.80 277
(tem-  Pdh kw 6.9 81
per-  PERd % 112.2 110.8
ature  TOL °C -10
oper- WTOL °C 35
ating
limit)
Thiv ~ COPd 310 2.77
(biva-  Pdh kW 75 8.1
lent  PERd % 1241 110.8
tem-  Thiv °C 7 -10
pera-
ture)
Ratedheat  Psup (at Tdesign -10°C) kW 14 0.0
outputsup-
plementary
apadty
Cold  General Annual energy consumption kWh 5,507 5,355 5,340
climate ns (Seasonal space heating % 158 163
water efficiency)
outlet Prated at -22°C kw 9
35°C Qhe Annual energy consumption Gj 19.8 193 19.2
(GCV)
Alondition  COPd 3.36
([70- Pdh kw 54
B-°CW8)  PERd % 1345
Blondition  Cdh (Degradation heating) 1.0
(r®- Copd 5.21
BICW)  Pdh kW 36
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2 Specifications
2-1  Specifications

ELVX12S18E6V | ELVX12S23E6V | ELVX12S18E6V | ELVX12S23E6V | ELVX12S18E6V | ELVX12S23E6V

DI e I + ERRAOSEV37  + ERRAOSEV37 | +ERRAI0EV37 |+ ERRATOEV37 | + ERRAT2EV37 | + ERRAT2EV37

Space heating Cold  Blondiion PERd % 2084
.'. climate (Z"ED- 2
() water BT ' ' [—
outlet CCondition Cdh (Degradation heating) 1.0
35°C  [F0- COPd 6.29
BE°CE)  Pdh kW 53
PERd % 2517
DCondtion Cdh (Degradation heating) 1.0
(°0- COPd 7.69
BAFCHB) - Pdh kW 6.6
PERd % 307.6
Tol (OPd 2.04 2.07 2.09
(tem- Pdh kW 49 59 6.4
per-  PERd % 81.6 82.9 83.6
ature  TOL °C -22
oper- WTOL °C 35
ating
limit)
GCondition COPd 2.60 2.56
(15°08 ~ Pdh kw 6.0 7.0
PERd % 103.8 102.6
Thiv  COPd 2.86 2.56
(biva-  Pdh kw 6.5 7.0
lent  PERd % 1144 102.6
tem-  Thiv °C -12 -15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kw 41 31 26
outputsup-
plementary
apacty
Warm  General Annual energy consumption kWh 1,934
climate ns (Seasonal space heating % 235
water efficiency)
outlet Prated at 2°C kw 8.6
35°C Qhe Annual energy consumption Gj 7
(GCV)
Blondition  Cdh (Degradation heating) 1.0
(r®- Copd 4.06
BICWB)  Pdh kW 6.8
PERd % 162.4
(Condition  Cdh (Degradation heating) 1.0
(r@- Copd 5.65
BECH)  Pdh kW 5.5
PERd % 226.0
Tbiv COPd 473
(biva-  Pdh kw 6.8
lent  PERd % 189.2
Space heating Warm Thiv  Thiv °C 5
.'. climate (biva-
() water lent
outlet tem-
35°C  pera-
ture)
DCondition Cdh (Degradation heating) 1.0
(°0- CoPd 752
BIFONE)  Pdh kw 6.1
PERd % 300.8

(1)Capacity according to standard EN14511 and valid for heated water range dT =3~8°CatTa 7°C |
(2)Condition: Ta DB/WB 7°C/6°C - LWC 35°C (DT = 5°C) |

(3)Cooling: EW 12°C; LW 7°C; ambient conditions: 35°CDB |

(4)Cooling: EW 23°C; LW 18°C; ambient conditions: 35°CDB |

(5)Power input is total input of indoor and outdoor units, including the circulation pump; according to EN14511 |
(6)Test at Ta DB/WB 7°C/6°C. According to EN 16147. |

(7)DB/WB 7°C/6°C - LWC 35°C (dT=5°C) with pump at full speed

ELVX12S18E9W | ELVX12523E9W | ELVX12S18E9W | ELVX12S23E9W | ELVX12S18E9W | ELVX12S23E9W

+ ERRAOSEV37 | + ERRAOBEV37 | + ERRAT0EV37 | + ERRAT0EV37 | + ERRAT2EV37 | + ERRA12EV37
Energy Efficiency Range | Space Heating A+++ ~ D, Water Heating A+ ~ F

Technical specifications
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2 Specifications
2-1  Specifications
Technical specificati ELVX12S18E9W | ELVX12523E9W | ELVX12S18E9W | ELVX12S23E9W | ELVX12S18E9W | ELVX12523E9W
el + ERRAOSEV37 | -+ ERRAOSEV37 -+ ERRATOEV37 | +ERRATOEV37 | +ERRAT2EV37 | -+ ERRAT2EV37
Heating capacity Min. kW 345(1)
2 Nom. kw 6.7(2)
_ Max. kW 7.95(1) 9.25(1) 9.97 (1)
Cooling capacity Nom. kW 6.81(3) /6.47 (4) 7.97(3) /647 (4) 8.62(3) /6.47(4)
Power input Heating Min. kw 0.72(5)
Nom. kW 125(2)
Max. kW 1.69 (5) 2.04(5) 2.28(5)
Cooling Nom. kW 215(3) /116 (4) 2.66 (3) /1.6 (4) 2.96 (3) /116 (4)
Domes- Nom. kWh 2.63(6) 319(6) 2.63(6) 319(6) 2.63(6) 319(6)
tichot
water
from
10°Cto
50°C
Heat up time from 10°C to 50°C hr 1h5Tm 2h10min 1h5Tm 2h10min 1h51Tm 2h10min
cop 492(2)
EER 317(3) /5.56 (4) \ 3.00(3) /556 (4) \ 2.91(3) /5.56 (4)
Pump Type Grundfos UPM4L K 15-75130 9 DKI
Nomi- Heating kPa 671(7)
nal ESP
unit
Water side Heat Water  Heating Nom. |/min 18.3
exchanger flow
rate
General Sup-  Name and address Daikin Europe N.V. - Zandvoordestraat 300, 8400 Oostende, Belgium
plier/  Name or trademark Daikin Europe N.V.
Manu-
facturer
details
Product Air-to-water heat pump Yes
de- Brine-to-water heat pump No
scrip- Heat pump combination heater Yes
tion  Low-temperature heat pump No
Supplementary heater integrated Yes
Water-to-water heat pump No
LW(A)Sond dB(A) dBA 44.0
power lvel
(accordingto
EN4823)
LW(A) Sound power level dB(A) dBA 56.0
(according to EN14825)
Sound condition Ecodesign and energy label Sound power in heating mode, measured according to the EN12102 under conditions of the EN14825
Tank Name Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel
domestic hot water | domestichotwater | domestichot water | domestichotwater | domestichot water | domestic hot water
tank 180 | tank230L tank 180 | tank230L tank 180 | tank230 L
Space heating general  Airto  Rated airflow (outdoor) m*h 3,542
water
unit
Other  Capacity control Inverter
Pck (Crankcase heater mode) kw 0.000
Poff (0ff mode) kW 0.021
Psb (Standby mode) kw 0.021
Pto (Thermostat off) kW 0.024
Domestic hot water General Declared load profile L
heating
o
Space heating general Inte-  Psup kW 9.0
grated Type of energy input Electrical
supple-
men-
tary
heater
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2 Specifications
2-1  Specifications
Technical ificati ELVX12S18E9W | ELVX12523E9W | ELVX12S18E9W | ELVX12S23E9W | ELVX12S18E9W | ELVX12523E9W
SR L + ERRAOSEV37 | -+ ERRAOSEV37  +ERRATOEV37 -+ ERRATOEV37 | +ERRAT2EV37 | -+ ERRAT2EV37
Domestic hot water Aver-  AEC (Annual electricity consumption) kWh 877 810 877 810 877 810
heating age  (OPdhw 272 2.96 272 2.96 272 2.96 2
... climate Heat up time 1h 57min 2h 14min 1h 57min 2h14min 1h 57min 2h14min I
) nwh (water heating efficiency) % n7 126 7 126 117 126
Qelec (Daily electricity consumption) kWh 4.280 3.940 4.280 3.940 4.280 3.940
Reference hot water temperature °C 53.0 52.0 53.0 52.0 53.0 52.0
Stand-by power input w 517 44.8 517 448 517 448
Water heating energy efficiency class A+
Cold  AEC(Annual electricity consumption) kWh 966 891 966 891 966 891
climate COPdhw 248 2.70 248 270 248 270
Heat up time 1h 55min 2h 02min 1h 55min 2h 02min 1h 55min 2h 02min
nwh (water heating efficiency) % 106 15 106 115 106 115
Qelec (Daily electricity consumption) kWh 4.700 4320 4.700 4320 4.700 4.320
Reference hot water temperature °C 53.0 52.0 53.0 52.0 53.0 52.0
Stand-by power input w 55.4 477 55.4 477 55.4 477
Warm  AEC (Annual electricity consumption) kWh 79 666 719 666 719 666
climate COPdhw 331 3.59 331 3.59 3.31 3.59
Heat up time 1h 54min 2h 06min 1h 54min 2h 06min 1h 54min 2h 06min
nwh (water heating efficiency) % 142 154 142 154 142 154
Qelec (Daily electricity consumption) kWh 3.530 3.250 3.530 3.250 3.530 3.250
Reference hot water temperature °C 53.0 52.0 53.0 52.0 53.0 52.0
Stand-hy powerinput w 454 39.7 454 39.7 454 39.7
Space heating Aver-  General Annual energy consumption kWh 7218
’Q. age ns (Sgasonal space heating % 140
() climate efficiency)
water Prated at-10°C kW 12.5
outlet SCoP 3.58
55°C Seasonal space heating eff. class A+
Aondiion - Cdh (Degradation heating) 1.0
(70- COPd 2.26
B8°W8)  Pdh kW 76
PERd % 904
Blondition  Cdh (Degradation heating) 1.0
(r®- Copd 3.56
BW8)  Pdh kW 7
PERd % 142.4
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2 Specifications
2-1  Specifications

ELVX12S18E9W | ELVX12523E9W | ELVX12S18E9W | ELVX12S23E9W | ELVX12S18E9W | ELVX12S23E9W

DI e e + ERRAOSEV37 |+ ERRAOSEV37 | + ERRAIOEV37 |+ ERRATOEV37 | + ERRAT2EV37 | + ERRAT2EV37

Space heating Aver-  ((ondition  Cdh (Degradation heating) 1.0
2 .'. age  (’0-  COPd 4.90
[—— dimate B60W  Pdh KW 45
Wwater PERd % 196.0
outlet D(odton Cdh (Degradation heating) 1.0
55°C (- Copd 6.02
BCW8)  Pdh kw 52
PERd % 240.8
Tol (OPd 2.00
(tem- Pdh kW 8.2
per-  PERd % 80.0
ature  TOL °C -10
oper-  WTOL °C 55
ating
limit)
Ratedheat  Psup (at Tdesign -10°C) kW 43
outputsup-
plementary
apadty
Tbiv  COPd 251
(biva-  Pdh kw 10.6
lent  PERd % 1004
tem-  Thiv °C -5
Cold  General Annual energy consumption kWh 7,257 7027 7,00
climate ns (Seasonal space heating % 19 122
water efficiency)
outlet Prated at-22°C kw 9.0
55°C Qhe Annual energy consumption Gj 26
(GCV)
Alonditon - Cdh (Degradation heating) 1.0
(7°0- COPd 2.5
B-8°CHB)  Pdh kw 52
PERd % 100.6
Blondition  Cdh (Degradation heating) 1.0
[0 CoPd 3.77
BW8)  Pdh kW 33
PERd % 151.0
((ondion - Cdh (Degradation heating) 1.0
(r®- Copd 4.81
B6CHE)  Pdh kW 34
PERd % 192.2
DCondition COPd 6.36
(X0- Pdh kw 42
BAFCWB)  PERd % 254.2
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2 Specifications
2-1  Specifications

Technical specifications

ELVX12S18E9W | ELVX12523E9W
+ ERRAOSEV37 | + ERRAOSEV37

ELVX12S18E9W | ELVX12S23E9W | ELVX12S18E9W | ELVX12S23E9W
+ ERRAT0EV37 | + ERRA10EV37 | + ERRAT2EV37 | + ERRAT2EV37

Space heating Cold  Tol (OPd 143 149 154
.'. climate (tem-  Pdh kW 49 6.1 7.2 2
() water per-  PERd % 574 59.7 61.7 I
outlet ature TOL °C -2
55°C oper- WTOL °C 55
ating
limit)
GCondition  COPd 1.93 1.96
(1508 Pdh kW 6.0 72
PERd % 712 784
Thiv ~ COPd 217 1.96
(biva-  Pdh kw 6.6 72
lent  PERd % 86.9 784
tem- Thiv °C 12 15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kW 41 29 1.8
outputstp-
plementary
apacty
Warm  General Annual energy consumption kWh 2,946
climate ns (Seasonal space heating % m
water efficiency)
outlet Prated at 2°C kw 9.6
55°C Qhe Annual energy consumption Gj 1
(GCV)
BCondition  Cdh (Degradation heating) 1.0
[0 CoPd 257
BW8)  Pdh kW 8.0
PERd % 102.6
(Condition - Cdh (Degradation heating) 1.0
(r®- Copd 3.65
BE°CHB)  Pdh kW 6.7
PERd % 146.2
Déondition - Cdh (Degradation heating) 1.0
(°0- COPd 571
BTCHE)  Pdh kW 36
PERd % 2283
Thiv  COPd 3.02
(biva-  Pdh kW 8.4
lent  PERd % 1209
tem-  Thiv °C 4
Aver-  General Annual energy consumption kWh 3,582 3,560
age ns (Seasonal space heating % 188 190
climate efficiency)
water Prated at-10°C kW 83
outlet Qhe Annual energy consumption Gj 3
35°C (GCV)
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2 Specifications
2-1  Specifications

Technical specifications

ELVX12S18E9W | ELVX12523E9W
+ ERRAOSEV37 | + ERRAOSEV37

ELVX12S18E9W | ELVX12523E9W
+ ERRAT0EV37 | + ERRA10EV37

ELVX12S18E9W | ELVX12523E9W
+ ERRA12EV37 | + ERRAT2EV37

Space heating Aver-  General SCOP 479 4.82
2 .’. age Seasonal space heating eff. class A+++
[—— dimate AGndton COPd 310
water  (70-  Pdh kw 75
outlet B-8CHE PERd % 1241
35°C (andton Cdh (Degradation heating) 10
(¥®- Copd 4.76
BTCNB)  Pdh kW 44
PERd % 1904
(Condition  Cdh (Degradation heating) 1.0
(r@- Copd 6.14
BECH)  Pdh kW 43
PERd % 245.8
Déondition Cdh (Degradation heating) 1.0
(r0- CoPd 7.84
BAFCWB) - Pdh kW 6.6
PERd % 3134
Tol COPd 2.80 277
(tem-  Pdh kw 6.9 81
per-  PERd % 112.2 110.8
ature  TOL °C -10
oper- WTOL °C 35
ating
limit)
Thiv ~ COPd 310 277
(biva-  Pdh kW 75 8.
lent  PERd % 1241 110.8
tem- Thiv °C 7 -10
pera-
ture)
Ratedheat  Psup (at Tdesign -10°C) kW 14 0.0
outputsup-
plementary
apadty
Cold  General Annual energy consumption kWh 5,507 5,355 5,340
climate ns (Seasonal space heating % 158 163
water efficiency)
outlet Prated at -22°C kw 9
35°C Qhe Annual energy consumption Gj 19.8 193 192
(GCV)
Alondition  COPd 3.36
([70- Pdh kW 54
B-8°CW8)  PERd % 1345
Blondition  Cdh (Degradation heating) 1.0
(r@-  Copd 5.21
BIC)  Pdh kW 36
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2 Specifications
2-1  Specifications

ELVX12S18E9W | ELVX12523E9W | ELVX12S18E9W | ELVX12S23E9W | ELVX12S18E9W | ELVX12S23E9W

DI e I + ERRAOSEV37 -+ ERRAOSEV37 | + ERRAIOEV37 |+ ERRATOEV37 | + ERRAT2EV37 | + ERRAT2EV37

Space heating Cold  Blondiion PERd % 2084
.'. climate (Z"ED- 2
() water BT ' ' [—
outlet CCondition Cdh (Degradation heating) 1.0
35°C  [F0- COPd 6.29
BE°CE)  Pdh kW 53
PERd % 2517
DCondtion Cdh (Degradation heating) 1.0
(°0- COPd 7.69
BAFCHB) - Pdh kW 6.6
PERd % 307.6
Tol (OPd 2.04 2.07 2.09
(tem- Pdh kW 49 59 6.4
per-  PERd % 81.6 82.9 83.6
ature  TOL °C -22
oper- WTOL °C 35
ating
limit)
GCondition COPd 2.60 2.56
(15°08 ~ Pdh kw 6.0 7.0
PERd % 103.8 102.6
Thiv  COPd 2.86 2.56
(biva-  Pdh kw 6.5 7.0
lent  PERd % 1144 102.6
tem-  Thiv °C -12 -15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kw 41 31 26
outputsup-
plementary
apacty
Warm  General Annual energy consumption kWh 1,934
climate ns (Seasonal space heating % 235
water efficiency)
outlet Prated at 2°C kw 8.6
35°C Qhe Annual energy consumption Gj 7
(GCV)
Blondition  Cdh (Degradation heating) 1.0
(r®- Copd 4.06
BICWB)  Pdh kW 6.8
PERd % 162.4
(Condition  Cdh (Degradation heating) 1.0
(r@- Copd 5.65
BECH)  Pdh kW 5.5
PERd % 226.0
Tbiv COPd 473
(biva-  Pdh kw 6.8
lent  PERd % 189.2
Space heating Warm Thiv  Thiv °C 5
.'. climate (biva-
() water lent
outlet tem-
35°C  pera-
ture)
DCondition Cdh (Degradation heating) 1.0
(°0- CoPd 752
BIFONE)  Pdh kw 6.1
PERd % 300.8

(1)Capacity according to standard EN14511 and valid for heated water range dT =3~8°CatTa 7°C |
(2)Condition: Ta DB/WB 7°C/6°C - LWC 35°C (DT = 5°C) |

(3)Cooling: EW 12°C; LW 7°C; ambient conditions: 35°CDB |

(4)Cooling: EW 23°C; LW 18°C; ambient conditions: 35°CDB |

(5)Power input is total input of indoor and outdoor units, including the circulation pump; according to EN14511 |
(6)Test at Ta DB/WB 7°C/6°C. According to EN 16147. |

(7)DB/WB 7°C/6°C - LWC 35°C (dT=5°C) with pump at full speed

ELVZ12S18E6V | ELVZ12S23E6V | ELVZ12S18E6V | ELVZ12S23E6V | ELVZ12S18E6V | ELVZ12S23E6V
+ ERRAOSEV37 | + ERRAO8EV37 | + ERRAT0EV37 | + ERRAT0EV37 | + ERRAT2EV37 | + ERRA12EV37
Energx Efﬁciencx Range | Space Heating A+++ ~ D, Water Heating A+ ~ F

Technical specifications
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2 Specifications

supple-
men-
tary
heater

2-1  Specifications
Technical specificati ELVZ12S18E6V | ELVZ12S23E6V | ELVZ12S18E6V | ELVZ12S23E6V | ELVZ12S18E6V | ELVZ12S23E6V
e + ERRAOBEV37 | -+ ERRAOSEV37 | -+ ERRATOEV37 | + ERRAIOEV37 | + ERRAT2EV37 | + ERRAT2EV37
Heating capacity Min. kW 345(1)
2 Nom. kw 6.7(2)
[r— Max. Kw 795 (1) \ 9.25(1) 9.97 (1)
Powerinput Heating Min. kw 0.72(5)
Nom. kW 125(2)
Max. kW 1.69 (5) 2.04(5) 2.28(5)
Domes- Nom. kWh 2.63(6) 319(6) 2.63(6) 319(6) 2.63(6) 319(6)
tichot
water
from
10°Cto
50°C
Heat up time from 10°C to 50°C hr 1h5Tm 2h10min 1h5Tm 2h10min 1h51Tm 2h10min
cop 492(2)
Pump Type Grundfos UPM4L K 15-75130 9 DKI
Pump Additional Zone ~ Nomi- Heating kPa 61.4(7)
nal ESP
unit
Pump Main Zone Nomi- Heating kPa 59.5(7)
nal ESP
unit
Water side Heat Water  Heating Nom. |/min 183
exchanger flow
rate
General Sup-  Nameand address Daikin Europe N.V. - Zandvoordestraat 300, 8400 Oostende, Belgium
plier/  Name or trademark Daikin Europe N.V.
Manu-
facturer
details
Product Air-to-water heat pump Yes
de- Brine-to-water heat pump No
scrip- Heat pump combination heater Yes
tion  Low-temperature heat pump No
Supplementary heater integrated Yes
Water-to-water heat pump No
LW(A)Sond dB(A) dBA 44.0
power level
(according to
EN14823)
LW(A) Sound power level dB(A) dBA 56.0
(according to EN14825)
Sound condition Ecodesign and energy label Sound power in heating mode, measured according to the EN12102 under conditions of the EN14825
Tank Name Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel
domestic hot water | domestic hotwater | domestic hotwater | domestic hotwater | domestic hot water | domestic hot water
tank 1801 tank230L tank1801 tank230L tank1801 tank230 L
Space heating general ~ Airto  Rated airflow (outdoor) m¥h 3,542
water
unit
Other  Capacity control Inverter
Pck (Crankcase heater mode) kW 0.000
Poff (0ff mode) kw 0.021
Psb (Standby mode) kW 0.021
Pto (Thermostat off) kW 0.024
Domestic hot water General Declared load profile L
heating
o
Space heating general Inte-  Psup kw 6.0
grated Type of energy input Electrical

0 PDAIKIN
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Daikin Altherma mid temperature split - ERRA-EV37

2 Specifications
2-1  Specifications
Technical ificati ELVZ12518E6V | ELVZ12S23E6V | ELVZ12S18E6V | ELVZ12S23E6V | ELVZ12S18E6V | ELVZ12S23E6V
SR L + ERRAOSEV37 | -+ ERRAOSEV37  +ERRATOEV37 -+ ERRATOEV37 | +ERRAT2EV37 | -+ ERRAT2EV37
Domestic hot water Aver-  AEC (Annual electricity consumption) kWh 877 810 877 810 877 810
heating age  (OPdhw 272 2.96 272 2.96 272 2.96 2
... climate Heat up time 1h 57min 2h 14min 1h 57min 2h14min 1h 57min 2h14min I
) nwh (water heating efficiency) % n7 126 7 126 117 126
Qelec (Daily electricity consumption) kWh 4.280 3.940 4.280 3.940 4.280 3.940
Reference hot water temperature °C 53.0 52.0 53.0 52.0 53.0 52.0
Stand-by power input w 517 44.8 517 448 517 448
Water heating energy efficiency class A+
Cold  AEC(Annual electricity consumption) kWh 966 891 966 891 966 891
climate COPdhw 248 2.70 248 270 248 270
Heat up time 1h 55min 2h 02min 1h 55min 2h 02min 1h 55min 2h 02min
nwh (water heating efficiency) % 106 15 106 115 106 115
Qelec (Daily electricity consumption) kWh 4.700 4320 4.700 4320 4.700 4.320
Reference hot water temperature °C 53.0 52.0 53.0 52.0 53.0 52.0
Stand-by power input w 55.4 477 55.4 477 55.4 477
Warm  AEC (Annual electricity consumption) kWh 79 666 719 666 719 666
climate COPdhw 331 3.59 331 3.59 3.31 3.59
Heat up time 1h 54min 2h 06min 1h 54min 2h 06min 1h 54min 2h 06min
nwh (water heating efficiency) % 142 154 142 154 142 154
Qelec (Daily electricity consumption) kWh 3.530 3.250 3.530 3.250 3.530 3.250
Reference hot water temperature °C 53.0 52.0 53.0 52.0 53.0 52.0
Stand-hy powerinput w 454 39.7 454 39.7 454 39.7
Space heating Aver-  General Annual energy consumption kWh 7742 7723 7,510
(J age ns (Seasonal space heating % 130 131 135
[ " )
() climate efficiency)
water Prated at-10°C kW 12.5
outlet Qhe Annual energy consumption Gj 28 27
55°C (6CV)
Scop 3.34 344
Seasonal space heating eff. class A++
Alonditon - Cdh (Degradation heating) 1.0
(70- COPd 2.26
B-W8)  Pdh kW 76
PERd % 904
BCondition  Cdh (Degradation heating) 1.0
[0 CoPd 339
BW8)  Pdh kW 6.8
PERd % 135.6
(Condition - Cdh (Degradation heating) 1.0
(ra-
BI6°CHB)
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2 Specifications
2-1  Specifications

ELVZ12S18E6V | ELVZ12S23E6V | ELVZ12S18E6V | ELVZ12S23E6V | ELVZ12S18E6V | ELVZ12S23E6V

DI e e + ERRAOSEV37 |+ ERRAOSEV37 | + ERRAIOEV37 |+ ERRATOEV37 | + ERRAT2EV37 | + ERRAT2EV37

Space heating Aver-  ((ondition  COPd 490
9 age  (F0-  Pdh kW 4.5
2 o dimate BEOB  PERd % 196.0
water  D(ndtion Cdh (Degradation heating) 1.0
outlet [0~ COPd 6.02
55°C B Pdh kw 52
PERd % 240.8
Tol (OPd 197 2.00
(tem-  Pdh kW 6.9 8.2
per-  PERd % 78.8 80.0
ature  T0L °C -10
oper- WTOL °C 55
ating
limit)
Ratedheat  Psup (at Tdesign -10°C) kw 5.6 43
outputsup-
plementary
apacy
Thiv ~ COPd 2.81 241
(biva-  Pdh kW 8.5 10.0
lent  PERd % 24 96.4
tem-  Thiv °C 2 -5
Cold  General Annual energy consumption kWh 7303 7173 7146
climate ns (Seasonal space heating % 118 21
water efficiency)
outlet Prated at-22°C kW 9.0
55°C Qhe Annual energy consumption Gj 26
(GCV)
Aendiion - Cdh (Degradation heating) 1.0
(70- COPd 2.5
B-°CW8)  Pdh kW 5.2
PERd % 100.6
Blondition  Cdh (Degradation heating) 1.0
(r®- Copd 3.77
BTCNB)  Pdh kW 33
PERd % 151.0
(Condition  Cdh (Degradation heating) 1.0
(Fo- Copd 4.81
BECH)  Pdh kW 34
PERd % 192.2
DCondition  COPd 6.36
(0- Pdh kW 42
B/ICW8)  PERd % 254.2
Tolften-  COPd 143 149 154
perature
operating
fimif)
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2 Specifications
2-1  Specifications

Technical specifications

ELVZ12S18E6V | ELVZ12S23E6V | ELVZ12S18E6V | ELVZ12S23E6V
+ ERRAOSEV37 | + ERRAOBEV37 | + ERRA10EV37 | + ERRAT0EV37

ELVZ12S18E6V | ELVZ12523E6V
+ ERRA12EV37 | + ERRAT2EV37

Space heating Cold  Tol Pdh kW 49 6.1 7.2
.'. climate (tem-  PERd % 574 59.7 61.7 2
() water per-  TOL °C 2 —.
outlet ature  WTOL °C 55
55°C oper-
ating
limit)
GCondition  COPd 1.93 1.96
(1508 Pdh kW 6.0 72
PERd % 712 784
Thiv ~ COPd 217 1.96
(biva-  Pdh kw 6.6 72
lent  PERd % 86.9 784
tem- Thiv °C 12 15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kW 41 29 1.8
outputstp-
plementary
apacty
Warm  General Annual energy consumption kWh 3,039
climate ns (Seasonal space heating % 166
water efficiency)
outlet Prated at 2°C kw 9.6
55°C Qhe Annual energy consumption Gj 1
(GCV)
BCondition  Cdh (Degradation heating) 1.0
[0 Copd 257
BW8)  Pdh kW 8.0
PERd % 102.6
(Condition - Cdh (Degradation heating) 1.0
(r@- CoPd 3.65
BE°CHB)  Pdh kW 6.7
PERd % 146.2
Déondition - Cdh (Degradation heating) 1.0
(°0- COPd 571
BTCHE)  Pdh kW 36
PERd % 2283
Thiv  COPd 3.02
(biva-  Pdh kW 8.4
lent  PERd % 1209
tem-  Thiv °C 4
Aver-  General Annual energy consumption kWh 3,659 3,637
age ns (Seasonal space heating % 184 186
climate efficiency)
water Prated at-10°C kW 83
outlet Qhe Annual energy consumption Gj 3
35°C (GCV)
Scop 4.69 4n
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2 Specifications

2-1

Specifications

Technical specifications

ELVZ12S18E6V | ELVZ12S23E6V | ELVZ12S18E6V | ELVZ12S23E6V | ELVZ12S18E6V | ELVZ12S23E6V
+ ERRAOSEV37 | + ERRAO8EV37 | + ERRAT0EV37 | + ERRAT0EV37 | + ERRAT2EV37 | + ERRA12EV37

Space heating Aver-  General Seasonal space heating eff. class A+++
2 .’. age Alondtion COPd 310
r— () dimate (70-  Pdh kw 75
water  B-(WB)  PERd % 1241
outlet  B(ondtion Cdh (Degradation heating) 1.0
35°C o Copd 476
BTCNB Pdh kW 44
PERd % 190.4
(Condition - Cdh (Degradation heating) 1.0
(r@- CoPd 6.14
B6CHE)  Pdh kW 43
PERd % 245.8
Déondition - Cdh (Degradation heating) 1.0
(°0- CoPd 784
BAFCHB) - Pdh kW 6.6
PERd % 3134
Tol (OPd 2.80 277
(tem-  Pdh kW 6.9 8.
per-  PERd % 122 110.8
ature  T0L °C -10
oper- WTOL °C 35
ating
limit)
Thiv ~ COPd 310 2.77
(biva-  Pdh kw 75 81
lent  PERd % 1241 110.8
tem-  Thiv °C -7 -10
pera-
ture)
Ratedheat  Psup (at Tdesign -10°C) kw 14 0.0
autputsup-
plementary
apacy
Cold  General Annual energy consumption kWh 5,554 5,401 5,387
climate ns (Seasonal space heating % 157 161 162
water efficiency)
outlet Prated at -22°C kW 9
35°C Qhe Annual energy consumption Gj 200 19.4
(GCV)
Alondiion  COPd 3.36
(70- Pdh kW 54
B-ECHB)  PERd % 134.5
Blondition  Cdh (Degradation heating) 1.0
(ra-  Copd 5.2
B/°CWB)  Pdh kW 3.6
PERd % 2084
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2 Specifications
2-1  Specifications
Technical specifications ELVZ12518E6V | ELVZ12S23E6V | ELVZ12S18E6V | ELVZ12S23E6V | ELVZ12S18E6V | ELVZ12S23E6V
P + ERRAOSEV37 | + ERRAOSEV37 | + ERRAT0EV37 | + ERRAT0EV37 | + ERRA12EV37 | + ERRA12EV37
Space heating Cold  Clondition Cdh (Degradation heating) 1.0
.'. climate (7°ED- (OPd 6.29 2
() water  BEOW)  Pdh kw 53 I
outlet PERd % 2517
35°C Diodton Cdh (Degradation heating) 10
(°0- CoPd 7.69
BCW8)  Pdh kw 6.6
PERd % 307.6
Tol (oPd 2.04 2.07 2.09
(tem-  Pdh kW 49 5.9 6.4
per-  PERd % 81.6 82.9 83.6
ature  TOL °C -22
oper-  WTOL °C 35
ating
limit)
GCondition COPd 2.60 2.56
(1508~ Pdh kW 6.0 7.0
PERd % 103.8 102.6
Thiv  COPd 2.86 2.56
(biva-  Pdh kw 6.5 7.0
lent  PERd % 144 102.6
tem-  Thiv °C -12 -15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kw 41 31 26
outputsup-
plementary
apacity
Warm  General Annual energy consumption kWh 2,027
climate ns (Seasonal space heating % 224
water efficiency)
outlet Prated at 2°C kW 8.6
35°C Qhe Annual energy consumption Gj 7
(GCV)
Blondition  Cdh (Degradation heating) 1.0
(¥0- Copd 4.06
BIC)  Pdh kW 6.8
PERd % 162.4
(Condition  Cdh (Degradation heating) 1.0
(r@- Copd 5.65
BEWS)  Pdh kW 55
PERd % 226.0
Tbiv  COPd 473
(biva-  Pdh kw 6.8
lent  PERd % 189.2
tem-  Thiv °C 5
Space heating Warm  D(ondion  Cdh (Degradation heating) 1.0
9 climate (2°0-  COPd 7.52
< water  B/TOI)  Pdh kw [
outlet PERd % 300.8
35°C
(1)Capacity according to standard EN14511 and valid for heated water range dT =3~8°CatTa 7°C |
(2)Condition: Ta DB/WB 7°C/6°C - LWC 35°C (DT = 5°C) |
(3)Cooling: EW 12°C; LW 7°C; ambient conditions: 35°CDB |
(4)Cooling: EW 23°C; LW 18°C; ambient conditions: 35°CDB |
(5)Power input is total input of indoor and outdoor units, including the circulation pump; according to EN14511 |
(6)Test at Ta DB/WB 7°C/6°C. According to EN 16147. |
(7)DB/WB 7°C/6°C - LWC 35°C (dT=5°C) with pump at full speed
Technical ificati ELVZ12S18E9W | ELVZ12S23E9W | ELVZ12S18E9W | ELVZ12S23E9W | ELVZ12S18E9W | ELVZ12S23E9W
echinicalspecications + ERRAOSEV37 | + ERRAOSEV37 | + ERRAI0EV37 | + ERRATOEV37 | + ERRAT2EV37 | + ERRAT2EV37
Energy Efficiency Range Space Heating A+-++ ~ D, Water Heating A+ ~ F
Heating capacity Min. kW 345(1)
Nom. kw 617(2)
Max. Kw 795 (1) 9.25(1) \ 9.97 (1)
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2 Specifications

2-1  Specifications
Technical specifications ELVZ12S18E9W | ELVZ12S23E9W | ELVZ12S18E9W | ELVZ12S23E9W | ELVZ12S18E9W | ELVZ12S23E9W
P + ERRAOSEV37 | + ERRAOSEV37 | + ERRAT0EV37 | + ERRAT0EV37 | + ERRA12EV37 | + ERRAT2EV37
Power input Heating Min. kW 0.72(5)
2 Nom. kw 1.25(2)
I Max. kW 1.69 (5) 2.04(5) 2.28(5)
Domes- Nom. kWh 2.63(6) 319(6) 2.63(6) 319(6) 2.63(6) 319(6)
tichot
water
from
10°Cto
50°C
Heat up time from 10°C to 50°C hr 1h5Tm 2h10min 1h5Im 2h10min 1h5Im 2h10min
CoP 4.92(2)
Pump Type Grundfos UPM4LK15-75130 9 DKI
Pump Additional Zone ~ Nomi- Heating kPa 61.4(7)
nal ESP
unit
Pump Main Zone Nomi- Heating kPa 59.5(7)
nal ESP
unit
Water side Heat Water  Heating Nom. I/min 183
exchanger flow
rate
General Sup-  Name and address Daikin Europe N.V. - Zandvoordestraat 300, 8400 Oostende, Belgium
plier/  Name or trademark Daikin Europe N.V.
Manu-
facturer
details
Product Air-to-water heat pump Yes
de- Brine-to-water heat pump No
scrip- Heat pump combination heater Yes
tion  Low-temperature heat pump No
Supplementary heater integrated Yes
Water-to-water heat pump No
LW(A)Sond dB(A) dBA 44.0
power lvel
(accordingto
EN14825)
LW(A) Sound power level dB(A) dBA 56.0
(according to EN14825)
Sound condition Ecodesign and energy label Sound power in heating mode, measured according to the EN12102 under conditions of the EN14825
Tank Name Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel
domestic hot water | domestichotwater | domestichot water | domestichotwater | domestichot water | domestic hot water
tank1801 tank230L tank1801 tank 230 L tank 1801 tank 230 L
Space heating general  Airto  Rated airflow (outdoor) m*h 3,542
water
unit
Other  Capacity control Inverter
Pck (Crankcase heater mode) kw 0.000
Poff (0ff mode) kW 0.021
Psb (Standby mode) kw 0.021
Pto (Thermostat off) kW 0.024
Domestic hot water General Declared load profile
heating
oo
Space heating general  Inte-  Psup kW 9.0
grated Type of energy input Electrical
supple-
men-
tary
heater

% PDAIKIN

Daikin Altherma mid temperature split - ERRA-EV37



P DAIKIN Daikin Altherma mid temperature split - ERRA-EV37

2 Specifications
2-1  Specifications

Technical ificati ELVZ12S18E9W | ELVZ12S23E9W | ELVZ12S18E9W | ELVZ12S23E9W | ELVZ12S18E9W | ELVZ12S23E9W
SR L + ERRAOSEV37 | -+ ERRAOSEV37  +ERRATOEV37  +ERRATOEV37 | +ERRAT2EV37 | -+ ERRAT2EV37
Domestic hot water Aver-  AEC (Annual electricity consumption) kWh 877 810 877 810 877 810
heating age  (OPdhw 272 2.96 272 2.96 272 2.96 2
... climate Heat up time 1h 57min 2h 14min 1h 57min 2h14min 1h 57min 2h14min I
) nwh (water heating efficiency) % n7 126 7 126 117 126
Qelec (Daily electricity consumption) kWh 4.280 3.940 4.280 3.940 4.280 3.940
Reference hot water temperature °C 53.0 52.0 53.0 52.0 53.0 52.0
Stand-by power input w 517 44.8 517 448 517 448
Water heating energy efficiency class A+
Cold  AEC(Annual electricity consumption) kWh 966 891 966 891 966 891
climate COPdhw 248 2.70 248 270 248 270
Heat up time 1h 55min 2h 02min 1h 55min 2h 02min 1h 55min 2h 02min
nwh (water heating efficiency) % 106 15 106 115 106 115
Qelec (Daily electricity consumption) kWh 4.700 4320 4.700 4320 4.700 4.320
Reference hot water temperature °C 53.0 52.0 53.0 52.0 53.0 52.0
Stand-by power input w 55.4 477 55.4 477 55.4 477
Warm  AEC (Annual electricity consumption) kWh 79 666 719 666 719 666
climate COPdhw 331 3.59 331 3.59 3.31 3.59
Heat up time 1h 54min 2h 06min 1h 54min 2h 06min 1h 54min 2h 06min
nwh (water heating efficiency) % 142 154 142 154 142 154
Qelec (Daily electricity consumption) kWh 3.530 3.250 3.530 3.250 3.530 3.250
Reference hot water temperature °C 53.0 52.0 53.0 52.0 53.0 52.0
Stand-hy powerinput w 454 39.7 454 39.7 454 39.7
Space heating Aver-  General Annual energy consumption kWh 7742 7723 7,510
(J age ns (Seasonal space heating % 130 131 135
[ " )
() climate efficiency)
water Prated at-10°C kW 12.5
outlet Qhe Annual energy consumption Gj 28 27
55°C (6CV)
Scop 3.34 344
Seasonal space heating eff. class A++
Alonditon - Cdh (Degradation heating) 1.0
(70- COPd 2.26
B-W8)  Pdh kW 76
PERd % 904
BCondition  Cdh (Degradation heating) 1.0
[0 CoPd 339
BW8)  Pdh kW 6.8
PERd % 135.6
(Condition - Cdh (Degradation heating) 1.0
(ra-
BI6°CHB)
77
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Technical specifications ELVZ12S18E9W | ELVZ12S523E9W | ELVZ12S18E9W | ELVZ12S23E9W | ELVZ12S18E9W | ELVZ12S23E9W
P + ERRAOSEV37 | + ERRAOSEV37 | + ERRAT0EV37 | + ERRAT0EV37 | + ERRA12EV37 | + ERRAT2EV37
Space heating Aver-  ((ondition  COPd 490
2 .’. age  (F0-  Pdh kW 4.5
[—— dimate BEOB  PERd % 196.0
water  D(ndtion Cdh (Degradation heating) 1.0
outlet [0~ COPd 6.02
55°C B Pdh kw 52
PERd % 240.8
Tol (OPd 197 2.00
(tem-  Pdh kw 6.9 8.2
per-  PERd % 78.8 80.0
ature  T0L °C -10
oper- WTOL °C 55
ating
limit)
Ratedheat  Psup (at Tdesign -10°C) kw 5.6 43
outputsup-
plementary
apacy
Thiv ~ COPd 2.81 241
(biva-  Pdh kW 8.5 10.0
lent  PERd % 24 96.4
tem-  Thiv °C 2 -5
pera-
ture)
Cold  General Annual energy consumption kWh 7303 773 7,146
climate ns (Seasonal space heating % 18 21
water efficiency)
outlet Prated at -22°C kW 9.0
55°C Qhe Annual energy consumption Gj 26
(GCV)
Alonditon Cdh (Degradation heating) 1.0
(70- COPd 252
B-ECH8) - Pdh kW 52
PERd % 100.6
Blondition  Cdh (Degradation heating) 1.0
r@-  Copd 377
BICW)  Pdh kW 33
PERd % 151.0
(Condition  Cdh (Degradation heating) 1.0
(r®- Copd 4.81
BEWS)  Pdh kW 34
PERd % 192.2
DCondition COPd 6.36
(0°0- Pdh kw 42
B/TCW8)  PERd % 254.2
Tol(tem-  COPd 143 149 154
perature
operating
limi)
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2-1  Specifications

Technical specifications

ELVZ12S18E9W | ELVZ12S23E9W | ELVZ12S18E9W | ELVZ12S23E9W
+ ERRAOSEV37 | + ERRAOBEV37 | + ERRA10EV37 | + ERRAT0EV37

ELVZ12S18E9W | ELVZ12S23E9W
+ ERRA12EV37 | + ERRAT2EV37

Space heating Cold  Tol Pdh kW 49 6.1 7.2
.'. climate (tem-  PERd % 574 59.7 61.7 2
() water per-  TOL °C 2 —.
outlet ature  WTOL °C 55
55°C oper-
ating
limit)
GCondition  COPd 1.93 1.96
(1508 Pdh kW 6.0 72
PERd % 712 784
Thiv ~ COPd 217 1.96
(biva-  Pdh kw 6.6 72
lent  PERd % 86.9 784
tem- Thiv °C 12 15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kW 41 29 1.8
outputstp-
plementary
apacty
Warm  General Annual energy consumption kWh 3,039
climate ns (Seasonal space heating % 166
water efficiency)
outlet Prated at 2°C kw 9.6
55°C Qhe Annual energy consumption Gj 1
(GCV)
BCondition  Cdh (Degradation heating) 1.0
[0 Copd 257
BW8)  Pdh kW 8.0
PERd % 102.6
(Condition - Cdh (Degradation heating) 1.0
(r@- CoPd 3.65
BE°CHB)  Pdh kW 6.7
PERd % 146.2
Déondition - Cdh (Degradation heating) 1.0
(°0- COPd 571
BTCHE)  Pdh kW 36
PERd % 2283
Thiv  COPd 3.02
(biva-  Pdh kW 8.4
lent  PERd % 1209
tem-  Thiv °C 4
Aver-  General Annual energy consumption kWh 3,659 3,637
age ns (Seasonal space heating % 184 186
climate efficiency)
water Prated at-10°C kW 83
outlet Qhe Annual energy consumption Gj 3
35°C (GCV)
Scop 4.69 4n
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ELVZ12S18E9W | ELVZ12S23E9W | ELVZ12S18E9W | ELVZ12S23E9W | ELVZ12S18E9W | ELVZ12S23E9W

DI e e + ERRAOSEV37 |+ ERRAOSEV37 | + ERRAIOEV37 |+ ERRATOEV37 | + ERRAT2EV37 | + ERRAT2EV37

Space heating Aver-  General Seasonal space heating eff. class A+++
2 .’. age  Alndtion COPd 310
r— () dimate (70-  Pdh kw 75
water  B-(WB)  PERd % 1241
outlet  B(ondtion Cdh (Degradation heating) 1.0
35°C o Copd 476
BW8)  Pdh kw 44
PERd % 190.4
(Condition - Cdh (Degradation heating) 1.0
(r®- Copd 6.4
B6CHE)  Pdh kW 43
PERd % 245.8
Déondition - Cdh (Degradation heating) 1.0
(°0- CoPd 784
BAFCHB) - Pdh kW 6.6
PERd % 3134
Tol (OPd 2.80 271
(tem-  Pdh kW 6.9 8.
per-  PERd % 122 110.8
ature  TOL °C -10
oper- WTOL °C 35
ating
limit)
Thiv ~ COPd 310 2.77
(biva-  Pdh kw 75 81
lent  PERd % 1241 110.8
tem-  Thiv °C -7 -10
pera-
ture)
Ratedheat  Psup (at Tdesign -10°C) kw 14 0.0
outputstp-
plementary
apacy
Cold  General Annual energy consumption kWh 5,554 5,401 5,387
climate ns (Seasonal space heating % 157 161 162
water efficiency)
outlet Prated at -22°C kW 9
35°C Qhe Annual energy consumption Gj 200 19.4
(GCV)
Alondiion  COPd 3.36
(70- Pdh kw 54
B-ECHB)  PERd % 134.5
Blondition  Cdh (Degradation heating) 1.0
(ra-  Copd 5.21
B/°CWB)  Pdh kW 3.6
PERd % 208.4
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2-1  Specifications
Technical specifications ELVZ12S18E9W | ELVZ12S23E9W | ELVZ12S18E9W | ELVZ12S23E9W | ELVZ12S18E9W | ELVZ12S23E9W
P + ERRAOSEV37 | + ERRAOSEV37 | + ERRAT0EV37 | + ERRAT0EV37 | + ERRA12EV37 | + ERRAT2EV37
Space heating Cold  Clondition Cdh (Degradation heating) 1.0
.Q. climate (7°EIJ- (OPd 6.29 2
() water  BEOW)  Pdh kw 53 I
outlet PERd % 2517
35°C Diodton Cdh (Degradation heating) 1.0
(°0- COPd 7.69
BCW8)  Pdh kw 6.6
PERd % 307.6
Tol (OPd 2.04 2.07 2.09
(tem-  Pdh kW 49 5.9 6.4
per-  PERd % 81.6 82.9 83.6
ature  TOL °C -2
oper-  WTOL °C 35
ating
limit)
GCondition COPd 2.60 2.56
(15°08H ~ Pdh kW 6.0 70
PERd % 103.8 102.6
Thiv  COPd 2.86 2.56
(biva-  Pdh kw 6.5 70
lent  PERd % 144 102.6
tem-  Thiv °C -12 -15
pera-
ture)
Ratedheat  Psup (at Tdesign -22°C) kw 41 31 26
outputsup-
plementary
apaciy
Warm  General Annual energy consumption kWh 2,027
climate ns (Seasonal space heating % 24
water efficiency)
outlet Prated at 2°C kW 8.6
35°C Qhe Annual energy consumption Gj 7
(GCV)
Blondition  Cdh (Degradation heating) 1.0
(r®- Copd 4.06
BICW)  Pdh kw 6.8
PERd % 1624
(Condition  Cdh (Degradation heating) 1.0
(r@- Copd 5.65
BEWS)  Pdh kW 55
PERd % 226.0
Tbiv  COPd 473
(biva-  Pdh kw 6.8
lent  PERd % 189.2
tem-  Thiv °C 5
Space heating Warm  D(ondion  Cdh (Degradation heating) 1.0
9 climate (2°0-  COPd 7.52
< water  B/TOI)  Pdh kw 6.1
outlet PERd % 300.8
35°C
(1)Capacity according to standard EN14511 and valid for heated water range dT =3~8°CatTa 7°C |
(2)Condition: Ta DB/WB 7°C/6°C - LWC 35°C (DT = 5°C) |
(3)Cooling: EW 12°C; LW 7°C; ambient conditions: 35°CDB |
(4)Cooling: EW 23°C; LW 18°C; ambient conditions: 35°CDB |
(5)Power input is total input of indoor and outdoor units, including the circulation pump; according to EN14511 |
(6)Test at Ta DB/WB 7°C/6°C. According to EN 16147. |
(7)DB/WB 7°C/6°C - LWC 35°C (dT=5°C) with pump at full speed
Technical Specifications ERRAOSEV37 ERRAT0EV37 ERRA12EV37
Casing Colour Silver / Black
Material Polyester painted galvanised steel plate
Dimensions Unit Height mm 1,003
Width mm 1,270
Depth mm 533
Packed unit Height mm 1,340
Width mm 1,440
Depth mm 690
Weight Unit kg 107
Packed unit kg 132
Packing Material Carton / Wood (pallet) / PE (Straps) / Metal
Weight kg 46
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2 Specifications
2-1  Specifications

P DAIKIN

Technical Specifications ERRAOSEV37 ERRA10EV37 ERRA12EV37
Heat exchanger Length mm 1,200
Rows Quantity 2
2 Fin pitch mm 2.00
. Passes Quantity . 10
Facearea m 119
Stages Quantity 44
Tube type o7 Hi-XSL
Fin Type WF fin
Treatment Anti-corrosion treatment (PE)
Fan Type Propeller fan
Quantity 1
Airflow rate Heating Nom. m*/min 59.0
High m*/min 89.9
Cooling Nom. m*/min 80
High m*/min 80.1
Discharge direction Horizontal
Fan motor Quantity 1
Model Brushless DC motor
Output w 183
Drive Direct drive
Speed Steps 6
Heating Nom. rpm 390
Cooling Nom. rpm 520
Compressor Quantity 1
Compressor Model 2Y260BPDX1P#C
Type Hermetically sealed swing compressor
Starting method Inverter driven
PED Category Category I
Operation range Heating Min. °CDB -25.0
Max. °(DB 25
Cooling Min. °CDB 10
Max. °(DB 3
Domestic ~ Max. °CDB 35
hotwater ~ Min. °(DB 25
PED Most critical Name Accumulator
part Ps*V Bar*| 109
Sound power level Heating Nom. dBA 56.0 (1)
Cooling  Nom. dBA 60.1(2) [ 60.6 (2 [ 615(2)
Sound pressure level Heating Nom. dBA 40.6(3)
Cooling  Nom. dBA 4704) [ 4744) [ 485(4)
Night quiet ~ Heating dBA 43.203)
mode Cooling dBA 37(4)
Refrigerant Type R-32
GWP 675.0
Charge kg 3.25
Control Expansion valve
Circuits Quantity 1
Refrigerant oil Type FW68DE
Charged volume | 11
Piping connections Liquid 0D mm 6.35
Gas 0D mm 159
Piping 0U-1U Min. m 3
length Max. m 50
High pres-  Design pressure bar 46
sure side
Additional refrigerant charge kg/m 0.02 (for piping length exceeding 10m)
Level IU-0U Max. m 30.0
difference
Defrost method Reversed cycle
Defrost control Sensor for outdoor heat exchanger temperature
Capacity control Method Inverter controlled
Safety devices Item 01 High pressure switch
02 High pressure switch
Safety devices Item 03 Low pressure switch
04 Thermal protector for compressor
05 Fuse
82
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Specifications

2-1  Specifications
Electrical Specifications ERRAOSEV37 ERRA10EV37 ERRA12EV37
Power supply Name V3
Phase 1~
Frequency Hz 50 2
Voltage v 230
Voltage Min. % -10 —
range cos phi Nom. 0.95
Max. 0.98
Max. % 10
Current kVa kVA Equipment complying with EN / IEC 61000-3-12
Rec ded fuses A 32
Inverter Min. % 44 37 35
modulation
Wiring connections Forpower  Remark See installation manual outdoor unit
supply
Forconnec-  Remark See installation manual indoor unit
tion with
indoor
(1)Cooling Ta 35°C - LWE 18°C (DT = 5°C); Heating Ta DB/WB 7°C/6°C - LWC 35°C (DT = 5°C) |
(2)Condition 2: cooling Ta 35°C - LWE 7°C ( DT = 5°C); heating Ta DB/WB 7°C/6°C - LWC 45°C (DT =5°C) |
(3)Sound pressure level is a relative value, depending on the distance and acoustic environment. For more details, please refer to the sound level drawings. |
(4)The sound pressure level is measured via a microphone at a certain distance from the unit. It is a relative value depending on the distance and acoustic environment. Refer to sound spectrum drawing for
more information. Condition: Ta 35°C - LWE 7°C (DT =
P DAIKIN 83
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3 Capacity tables
3-1  Cooling Capacity Tables

ERRA-EV37
ERRA-EW17 Maximum cooling capacity
3 Cmax (kW] ERRAOSEA*
| 14
12
10
8
6
4
20 25 30 35 40 45
Tamb [°C]
- = =|LWE7°C LWE 13°C == - = LWE 18°C
Cmax kW] ERRA10EA*
14
12
10
8
6
1
20 25 30 35 40 45
Tamb [°C]
- = =|LWE7°C LWE 13°C == - = LWE 18°C
Cmax (kW] ERRA12EA*
14
12
10
8
6
4
20 25 30 35 40 45
Tamb [°C]
- = =LWE7°C LWE 13°C == - =LWE 18°C
Symbols
CCrax Cooling capacity at maximum operating frequency, measured according to EN 14511.
LWE Leaving water evaporator temperature [°C]
Tamb Ambient temperature [°C DB]
Conditions
Cooling capacity
Capacity according to standard EN 14511 and valid for chilled water range AT = 3~8°C.
Notes
The capacity and power input is valid for -V3- models at -230-V and for for -W1- models at -400-V.
The capacity and the power input are at maximum operation.
3D146963A
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3 Capacity tables
3-2 Heating Capacity Tables

Maximum heating capacity - integrated value Maximum heating capacity - peak values
HC e (kW] ERRAOBEA* HCp [KW] ERRAOSEA*
12 12
1 1
2 20 15 10 5 o B 10 15
Tamb [°C]
- = —uweasc LWCAS'C = - = LWCSS'C Lwe ss°c - - —Lwesse I R (LR — Lwees°C
HC (W) ERRA10EA* HC, (kW] ERRA10EA*
12 12
2 20 15 10 s 0 5 10 15 25 20 15 10 s 0 s 10 15
Tamb [*C] Tamb [C]
- - —uweasc LWCAS'C = - =LWCSS'C e LWC 65°C - - —lweasc LWCAS'C =+ =LWCSS'C  eeooess LWC65°C
HCppe W] ERRA12EA* HCp e (kW] ERRA12EA*
12
1
10
9
8
7
6
4
25 20 a5 10 s 0 5 10 15
Tamb [°C]
- - —Lwe3sT LWCAS'C  — - -LWCSS™C - - —Lwe3sT IWCASC  — « =LWESSC  ereerene Lwees'C
Conditions
Symbols Heating capacity
HCpnax Heating capacity for maximum load, measured according to EN 14511 Capacity according to standard EN 14511 and valid for heated water range AT = 3~8°C.
LWC Leaving water condensor temperature [°C]
Tamb Ambient temperature [°C DB] Notes
The capacity and power input is valid for -V3- models at -230-V and for for -W1- models at -400-V.
The capacity and the power input are at maximum operation.
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3-3

Capacity tables
Certification Programs

ERRA-EV37
ERRA-EW17
Rated data for certification programmes - heating mode
TERRAOBEAV3(7) TERRALOEAV3(7) [ERRAT2EAVA(7) TERRACBEAWL(7) [ERRALOEAWL(7) ERRAIZEAWL(7) Used for:
Tamb Ewe we cop HC cop HC HC c cop
ra ra ra [kw) [kw] [kw) [kw] [kw) [kw]
776 30 35 6,17 %92 6,17 %92 6,17 792 6,17 5,10 6,17 5,10 6,17 5,10 |Keymark, EHPA
21 (30) 35 574 4,08 574 4,08 574 4,08 5,74 423 574 423 574 423 [eHpa
-7/ (30) 35 7,49 3,04 7,49 3,04 7,49 3,04 7,49 3,14 7,49 3,14 7,49 314 |General
716 0 45 773 3,57 773 3,57 773 3,57 7,73 3,70 773 3,70 7,73 370 |General
2/3 (a0) 45 8,58 283 8,66 2,59 9,36 254 8,58 2,91 8,66 2,69 9,36 260 |mcs
/6 a7 55 772 2,9 772 2,9 772 2,04 772 3,05 772 3,05 7,72 3,05 |Keymark, EHPA
-7/-8 47 55 7,55 2,05 9,02 2,11 9,02 2,11 7,55 2,13 9,02 2,19 5,02 2,19
Rated data for certification programmes - cooling mode
Nominal cooling capacity
ERRAOBEAV3(7) ERRALOEAV3(7) ERRALZEAV3(7) 17 ERRALOEAWA(7) ERRAIZEAWA(7) Used for:
Tamb EWE LWE EER EER EER cc EER EER R
ra ra ra [kw) [kw] [kw) [kw] [kw) [kw)
ES 23 18 6,47 556 6,47 5,56 647 5,56 647 575 647 575 647 575 |General
35 1 7 6581 317 7,97 3,00 8,62 2,91 6,81 3,28 7,97 3,10 8,62 3,01 General
Seasonal data - cooling LWE 7°C Low temperature
Application
ERRAOBEAV3(7) ERRALOEAV3(7) ERRALZEAV3(7) ERRAOBEAWA(7) ERRALOEAWA(7) TERRALZEAWI(7)
Pdes Tow] 65 75 55 5 75 55
SEER 8] 538 534 531 542 541 541
ns,c [%] 212 211 209 214 214 213
ace [KWh/annum] 725 843 961 719 831 43
Rated data for certification programmes - domestic hot water performance
Indoor unit I_ ELV*12518E)" I_ ELV=12523E0° ELS(X/H)(B/-)12P30EF I_ ELS(X/H)(B/112PS0EF___[Used for:
Outdoor unit ERRAEAV3(7) |ERRAEAWI(7) |ERRAEAV3(7) |ERRAEAWI(7) |ERRA'EAV3(7) |ERRA*EAWL(7) |ERRA*EAV3(7) |ERRA*EAWL(7)
Application Average climate Average climate Average climate Average climate
Domestic hot water tank volume [1] 180 230
Tapping pattern L L XU
Heat-up time (hh:mmss) 01557:00 02:14:00 03:28:00
O, ral 525 52,5 44,7 Keymark
Pes w] s | s07 ug | 39 374 32,7 325
Vi 0] 240 298 2600
un 1% 16,7 1203 1264 130 19,3 1315 135,7
COPoyy i 272 28 2,9 3,05 283 3,19 3,29
Symbols LWE Leaving water evaporator temperature [°C]
HC Heating capacity measured according to EN 14511 Tamb Ambient temperature [°C DB/WE]
cc Cooling capacity, measured according to -EN 14511, B Reference Domestic hot water temperature [C] According to EN16147.
COP/EER Coefficient of Performance/Energy efficiency ratio according to EN 14511, P Standby power input According to EN16147.
Ewc Entering water condenser temperature [*C] Veao Equivalent domestic hot water volume ] According to EN16147.
Lwe Leaving water condensor temperature [*C] N Efficiency (%] Domestic hot water heating mode According to EN16147.
EWE Entering water evaporator temperature [°C] COPouw Domestic hot water COP
Rated data for certification programmes - heating mode
Measured according to -UNI/TS 11300-
TERRAOSEAVA(7) ERRALOEAV3(7) ERRALZEAV3(7) TERRACBEAWL(7) ERRALOEAWA(7) ERRAIZEAWA(7)
Condition-~  Tamb we PLR HC cop HC cop HC cop HC cop HC cop HC cop
ra ra (%] [kw] [kw] [kw] [kw] [kw] [kw]
A 778 34 100 7,49 3,10 573 3,02 10,22 2,93 7,49 3,20 873 312 10,22 303
8 21 30 100 668 3,87 7,83 3,86 8,41 3,86 6,68 4,01 7,83 3,99 8,41 3,98
c 716 27 100 8,44 5,60 0,84 542 10,61 532 8,44 578 9,84 559 10,61 5,48
o 12/11 2% 100 9,27 7,52 10,70 7,35 11,59 7,4 9,27 7,77 10,70 7,58 11,59 7,46
A 7/8 52 100 7,54 2,20 8,91 221 10,55 2,22 7,54 2,8 8,91 2,29 10,55 2,30
B 2/1 a2 100 7,81 347 8,04 321 8,16 3,08 7,81 358 8,04 331 816 318
c 716 36 100 816 443 9,54 4,42 10,31 401 8,16 457 9,54 4,56 10,31 4,55
0 12/11 30 100 0,04 6,16 10,49 621 11,39 6,24 0,04 635 10,49 6,40 11,39 643
Rated data for certification programmes - cooling mode
Measured according to -UNI/TS 11300-
ERRAOBEAV3(7) ERRALOEAV3(7) ERRALZEAV3(7) ERRAOBEAWL(7) ERRALOEAW1(7) ERRALZEAW1(7)
Condition -~ Tamb LWE PLR cc EER cc EER cc EER cc EER cc EER cc EER
ra ra (%] [kw) [kw] [kw) [kw] [kw) [kw)
A 35 18 100 10,89 435 11,77 411 12,66 387 10,89 451 11,77 426 12,66 401
8 30 18 75 7,9 6,05 8,73 5,98 9,51 5,90 7,96 6,26 8,73 619 9,51 611
c 2 18 s0 551 8,83 5,90 8,36 628 7,88 551 9,04 5,90 8,60 628 817
) 20 18 25 347 12,42 347 12,42 3,47 12,42 3,47 12,29 3,47 12,29 347 12,29
A 35 7 100 7,33 3,00 7,97 3,00 8,62 2,91 7,33 3,20 7,97 3,10 8,62 3,01
8 30 7 75 534 4,06 586 4,01 6,38 3,9 534 4,20 586 415 638 410
c 25 7 50 3,66 521 3,95 522 424 523 3,66 536 3,95 539 424 542
o 20 7 25 2,19 6,20 2,19 6,20 2,19 6,20 2,19 617 2,19 617 2,19 617
4D147232B
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3 Capacity tables
3-4

Domestic Hot Water performance

ERRA-EV37
ERRA-EW17
Heat-up times
17s —
—— ERRA*EA* + ELV*12523E*
—o— ERRA*EA* + ELV*12518E*
155 A
135 A
=
E 115
Q
£
o
3
% 95
Q
8 /
75
55
35 : : : : : :
35 40 45 50 55 60 65
Domestic hot water temperature [°C]
Notes
1. Time the indoor unit (heat pump only operation) requires to heat up the domestic hot water tank from 10°C to the indicated temperature.
See the operation range for maximum domestic hot water tank temperature during heat pump only operation.
Heat-up time domestic hot
Model name Pt . |°
water tank until 45°C
ERRA(08/10/12)EA* + -98: min.
ERRA(08/10/12)EA* + -115- min.
Selection guide for the domestic hot water tank volume
Veq 40°C = the amount of water with a temperature of 40°C that can be tapped when the domestic hot water tank is heated to a certain
temperature, and the temperature of the cold inlet water is 10°C.
ELV*12S18E*
580
e— ELV*12523E*
530 ~. - ~ = — Medium tapping pattern EN 16147 (=2 persons)
480 B - Large tapping pattern EN 16147 (=3~4 persons)
0 Tl _ ) — . = Xlarge tapping pattern EN 16147 (=5~6 persons)
S0 T e
z B
g 330 c-
> /
280 /
230
180 /
130 : : : T e e : : : : : : : : : : ‘
40 41 42 43 44 45 46 47 48 49 50 51 52 53 54 55 56 57 58 59 60
Domestic hot water tank temperature [°C]
If a higher daily Veq 40°C is required, then additional heat-up cycles are required within 24 hours.
See the operation manual for more information.
3D142814B
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3 Capacity tables

3-4  Domestic Hot Water performance

ERRA-EV37
ERRA-EW17

Heat-up times

310
—#— ERRA*EA* + ELS(X/H)(B/-)12PSOE* —#— ERRA*EA® + ELS(X/H)(B/-)12P30E*
260
£ 210
o
E
a
g 160
T
110
60
35 40 45 50 55 60

Domestic hot water tank temperature [°C]

Notes
1. Time the indoor unit (heat pump only operation) requires to heat up the domestic hot water tank from 10°C to the indicated temperature.
See the operation range for maximum domestic hot water tank temperature during heat pump only operation.

Heat-up time domestic hot water
tank until 45°C

ERRA*EA* + ELS(X/H)(B/-)12P30E* -131-min.

ERRA*EA* + ELS(X/H)(B/-)12P50E*

-197- min.

Selection guide for the domestic hot water tank volume

Veq 40°C = the amount of water with a temperature of 40°C that can be tapped when the domestic hot water tank is heated to a certain temperature, and the temperature of the cold inlet water is 10°C.

ELS(X/H)(B/-)12PS0E*

—— ELS(X/H)(B/-)12P30E*

Medium tapping pattern DIN EN 16147 (=2 persons)

— - = Large tapping pattern DIN EN 16147 (=3-4 persons)

= . = X-large tapping pattern DIN EN 16147 (=5-6 persons) IR R

Veq 40°C [I]

40 a1 2 3 4 s 6 a7 a8 49 50 51 52 53 54 55 56 57 58 59 60
Temperature Setpoint [°C]

3D142814B
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4 Capacity graphs
4-1  Cooling Capacity Graphs - quiet mode

ERRA-EV37
ERRA-EW17 Maximum cooling capacity
CCmaxun kW] ERRAOSEA* 4
10 |
= = =|WE7°C == |WE13°C == . =LWE18°C
CCmax,LN [kW] ERRA].OEA*
10
45
Tamb [°C]
- = =LWE7°C LWE 13°C == - =LWE 18°C
CCmanan W] ERRA12EA*
10
45
Tamb [°C]
- = =LWE7°C LWE 13°C == - =LWE 18°C
Symbols
CCraxin Cooling capacity at maximum operating frequency, measured according to EN 14511.
LWE Leaving water evaporator temperature [°C]
Tamb Ambient temperature [°C DB]
Conditions
Cooling capacity
Capacity according to standard EN 14511 and valid for chilled water range AT = 3~8°C.
Notes
The capacity and power input is valid for -V3- models at -230-V and for for -W1- models at -400-V.
Full load (maximum fan rps and maximum compressor rps for the dedicated low noise mode)
Low noise level -1- 3D146965A
P"DAIKIN Daikin Altherma mid temperature split - ERRA-EV37 89



P"DAIKIN

Daikin Altherma mid temperature split - ERRA-EV37

4 Capacity graphs

4 -2  Heating Capacity Graphs - quiet mode

ERRA-EV37
ERRA-EW17

Maximum heating capacity - integrated value

HCpppy i [KW] ERRAOSEA*
8

25 20 a5 10 K 0 5 10 15
Tamb [°C]

- = —LWC3S'C  ———LWCAS'C = - =LWCSS'C  eees LWCE5'C

HCpan iy [KW] ERRA10EA*

8

2 20 a5 0 s 0 B 10 15
Tamb [°C]

- - —lwessc LWCAS'C =+ =LWCSS'C e LWVC65°C

HC g [KW) ERRA12EA*

15
Tamb [°C)

LWCAS'C ==« =LWCS5'C  eeseeses LWC65°C

Symbols

HC,pax Heating capacity for maximum load, measured according to EN 14511
LWC  Leaving water condensor temperature [*C]

Tamb Ambient temperature [°C DB]

Conditions
Heating capacity

Maximum heating capacity - peak values

HC o (kW] ERRAOSEA*
i

25 20 15 10 5 0 5 10 1
Tamb [°C]

- - -lwess'c LWCAS'C = - =LWCSS'C  sveveees LWC 65°C

HCun [KW] ERRA10EA*

8

25 20 45 10 5 0 5 10 15
Tamb [°C]

- - —Lwe3sc LWCAS'C = - =LWCSS'C  omoeees LWC 65°C

HConun (kW] ERRA12EA*

25 20 15 10 5 0 5 10 15

Tamb [°C]

LWCAS'C ==+ =LWCS5'C  weeeeenes LWC 65°C

Capacity according to standard EN 14511 and valid for heated water range AT = 3~8°C.

Notes

The capacity and power input is valid for -V3- models at -230-V and for for -W1- models at -400-V.

Full load
Low noise level -1+

fan rps and maximum compi rps for the dedicated low noise mode)

3D146964A
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5
5-1

Dimensional drawings
Dimensional Drawings

ERRA-EV37 / ERRA-EW17

(460)
530

yail
(1270)

1270

1019
1003

.

DETAIL A

195
137 ‘ (%,
0T 3
&b
g 2t ) g
2]
:Jf s
— ool
p
o) 139, o
3 7

° Solenoid valve (low pressure bypass)
Solenoid valve (hot gas pass)

0 Solenoid valve (liquid)

e 4-way valve

4-way valve

Coil

Electronic expansion valve (main)
G Electronic expansion valve (injection)
High pressure switch -46 bar-

@ Low pressure switch

@ Pressure sensor

Service port -5/16"- flare
Drain elbow (included accessory)
Sealing (included accessory)
Drain tube heater cable intake
Interconnection cable intake

e Power supply cable intake

4 holes for anchor bolts
M2

@ Liquid stop valve -1/4"-
Gas stop valve -5/8"-

3D142779
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6 Piping diagrams
6-1  Piping Diagrams

ERRA-EV37 I LEGEND

ERRA-EW17 Outdoor unit PcB

Electronic expansion valve

=
6 r— " _& —| @
I ? T O i ! ?* Check valve
o ——= T ¥ w | EER  Fiter
x g A N E_ — i % Economiser
O] _é_mi W ! & Solenoid valve
E ‘
®-8 vs@ RC ' T | @X Fan motor
+l%._ b {% } i Stop valve
EE;;T—I & Q: Accumulator

Compressor

S

Pressure sensor

Muffler

Service port -5/16"- flare

54
T Pinched pipe
T
0

)
|
I

— High pressure switch

R1T Ambient thermistor Y3S Solenoid valve (hot gas pass) . High pressure switch
R2T Thermistor (discharge) Y4S Solenoid valve (liquid injection) .

Capillary tub
R3T__|Thermistor (suction) S1PH_[High pressure switch -4.6MPa- —v"— Capillary tube

QEPE@®|@
v
zZ
o
I

RAT Thermistor (heat exchanger, liquid pipe) S2PH  [High pressure switch -4.17MPa A

Thermistor (heat exchanger middle) ST1PL _ |Low pressure switch \ - 4-way valve
R7T Thermistor (injection) High pressure sensor
Y1E Electronic expansion valve (main) Q1E Overload protector —  Heating
Y3E Electronic expansion valve (injection) —®—  |Brazed connection

——=— Cooling

Y1S Solenoid valve (4-way valve) 9>_ Flare connection
Y25 |Solenoid valve (low pressure bypass) 3D142205B

0|©|@)|Q|@@|®|@|®|@ -
g
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7 Wiring diagrams
7-1  Wiring Diagrams - Single Phase

ERRA-EV37
— - W] = e - -
N @] xin 710G N=1 ,*:—( ﬂL, I 3‘9 @ Electronic component assembly
L5 ) T e O nrm =AllE==-= -.I v Position of elements
[0 716 N=1 = @ XM ndoor
N~50Hz C— &g - — oHAP
220-240V
+yce AIP
- - 260 N=2 o o
226 N=2 :?2 | XTH] o
o RED) BLU SRS Front side view
Outdoor  AP[ (4 NA [5G 3]xe03
] gy
., O ,
f N EE i 4¢j T} H O A2p
= ] ]
i C ZE j M fgso&] 5R R84 —ey h,ﬁj Rear side view
| ] B
E11 L1 NI § -
9 o 9 LB?_ NB
| RED BLU] Fau I
A y—la Lo s s 16 o o |
= X98A E3 X802A[0_ 0 0 0 0 0 0 0 O 0]
| 740 N=2 A 790 ket YIS Y28 Y4s S,Seenote 4
AP 2 = S2PH
ioR LC NG xsm[ﬂ_] X8ING 006006009 Q] x25A [0 —olx26n [3_Ql2TA [oQlx28A B Seenate 4
R807 KIR K2R K3R KaR
KﬂM; i " | " J ‘@ a1
R601 T X32A Seenote 4
7110 _ 2
N=4 [z o1 — )
) r_’lcg i ——— Lo R701 — XSIA‘ ZS— Seenote 4
gm« VR| & KSR g HP WP HoP E
& Q@ ® ® ® ®
1 1 HIP — H3P  HSP  HIP
LIRE L2RF L3R DS| X21A§
st ’ ’ O g g o n
Rvar X804A|| || XB0SA BSI BS2 BS3 BS4 OFF SHAP
Seenote 5
Ruit 2 Seenote 6 X4TA xzz,\é
| VDY V2DY V3DY . XB06A
4]
’ — | X11A X124 X134 X111A A
F6U 1 2 3 |45 6 |1 1.2 3 1 2 3 4 5 6 1 8 1 2 3 4 5 6 1 2 3]
R533] X106A0 Q0000 [Poolpooooooo Cooooo o o !
= . - = =
Position of I [ JViR I MIF%‘ M [‘ti‘j Eti;] 130 ) [‘Q L&J
terminal ] Ul Vo ] RIT  R2T R3T RAT RST R7T RUIT
w 75C % I
) ‘Nzﬁ
U LRE% '
=
9 © oW é i
~ ®
A1P Printed circuit board (main) V1D~V4D (A1P) Diode
A2P Printed circuit board (noise filter) V1R (A1P) IGBT power module
A5P Printed circuit board (flash) V2R (A1P) Diode module
BS1~BS4 (A1P) Push-button switch V1T~V3T (A1P) Insulated Gate Bipolar Transistor (IGBT)
C1 ~C806 (A1P, A2P) Capacitor XM Terminal strip
DS1 (A1P) DIP switch Y1E Electronic expansion valve (main - black)
F1 Field fuse (supply supply) Y3E Electronic expansion valve (injection - blue)
F1U, F3U, F4U (A2P) Fuse (T 6.3A /250V) Y1S Solenoid valve (4-way valve)
F2U (A2P) Fuse (56 / 250V) Y2S Solenoid valve (low pressure bypass)
F6U (A1P) Fuse (T 5.0A/250V) Y3S Solenoid valve (hot gas bypass)
H1P~H7P (A1P) Light-emitting diode (service monitor is orange) Y4S Solenoid valve (liquid injection)
HAP (A1P) Light-emitting diode (service monitor is green) Z1C~Z11C Noise filter (ferrite core)
K1R (A1P) Magnetic relay (Y15) Z1F~Z6F (A1P, A2P) Noise filter
K2R (A1P) Magpnetic relay (Y2S) l
K3R (A1P) Magnetic relay (Y3S) NOTES
K4R (A1P) Magnetic relay (Y4S) 1. L :Live N :Neutral
K10R (A1P) Magnetic relay @ :Protective earth A :Noiseless earth
K11M (A1P) Magnet!c contactor I : Field wiring —-— :Option
K13R~K1SR (A1P, A2P) |Magnetic relay [TTJ: Terminal strip -O- :Terminal
L1R~L3R (A1P) Reactor .
MI1C Motor (compressor) : Connector -@- :Connection
f P 2. Colours: BLK: black, RED: red, BLU: bleu, WHT: white, GRN: green, YLW: yellow,
MIF Mgtor ( an) PNK: pink, ORG: orange, GRY: grey, BRN: brown
PS (A1P) Switching powgr Slfpply 3. This wiring diagram applies only to the outdoor unit.
Q1D Earth leakage circuit breaker (30mA) (field supply) 4. When operating, do not short-circuit protection device Q1, S1PH, S2PH and S1PL.
Q1 Thermal overcurrent protector 5. Refer to the combination table and the option manual for how to connect the
R533 ~ R807 (A1P, A2P) |Resistor wiring to X41A.
R1T Thermistor (ambient) 6. The factory setting of DIP switch DS1.1 is OFF.
R2T Thermistor (discharge)
R3T Thermistor (suction)
R4T Thermistor (heat exchanger liquid pipe)
R5T Thermistor (heat exchanger middle)
R7T Thermistor (injection)
R11T Thermistor (fin)
RC (A2P) Signal receiver circuit
STNPH High pressure sensor
S1PH~S2PH High pressure switch
TC (A2P) Signal transmission circuit
2D142272D
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8 Sound data
8-1  Sound Pressure Spectrum - Cooling

ERRA-EV37
ERRA-EW17
8 ERRAOSEAV3(7) ERRA10EAV3(7) ERRA12EAV3(7)
—— 70 NR7s T 70 70 NR7s T 70 70 NR7s T 70
65 NR70 7 65 NR70 7 65 NR70 7
60 NRGS 60 60 NRGS 60 60 NROS 60
55 55 55
NR60 NR60 NR60
50 50 50 50 50 ] 50
k ™ NRS5 NRS5 : N\ NRS5
- M Y
45 103 3 N M 45 1) 3 N M s 1N N I
NR50 NR50 NR50
o S o o
S.40 H XY 140 Z40H X B 140 240 H XY B 1 40
? B NR45 T ] NR45 T i NR45
3 3 ]
35 XY N N 5 235 1 \ N H 5 235 1 XY N ¥
5 NR40 S NR40 =1 NR40
2 2 73
830 H XY a\s\'s 30 830 H \ a\s\'s 30 830 H XY, N 30
5 NR35 a [ ™ NR3s a NR35
B B B
s HH H N H 525 H N H 525 HH N H H
8 NR30 3 NR30 3 NR30
20 H H s\l H 20 20 H s\l H 20 20 H H s\e'slis H 20
NR25 NR25 NR25
15 H H Y LN R0 E 15 4 K LY LN R0 E 15 4 K LY ] EvR20
NRO [NRS|NR10 NR15 NRO [NR5| NR10 NR15 NRO [NRS|NR10 NR15
10 10 10 10 10 b 10
& o S o<y T S % G In e N N <y Y Y % G Ih o S o<y D S %
P R 9 Q) S0 T, QR P R 9 Q9 T, Q) R P 2SS 9 9 S, "G, 9 @
S 00 QY 9 9y S0 P Y Y Q9 S >V Y Y % % %Y
Octave band centre frequency [Hz] Octave band centre frequency [Hz] Octave band centre frequency [Hz]
Measuring location
(discharge side)
o)
8=
Notes
- Datais valid at free field condition.
- Data is valid at nominal operation condition.
- dBA = A-weighted sound pressure level (A scale according to IEC). §
- Reference acoustic pressure 0 dB = 20 uPa 2
- If the sound is measured under actual installation conditions, the measured value will be higher due to environmental noise and sound 2
reflections.
3D146968A
ERRA-EV37
ERRA-EW17
ERRAOSEAW1(7) ERRA10EAW1(7) ERRA12EAW1(7)
70 nrrs T 70 70 n7s T 70 70 nR7s T 70
65 NR70 ] 65 NR70 ™ { 65 NR70 ]
60 60 60 60 60 60
NR65 NR65 NR65
55 55 55
NR60 NR60 NR60
50 50 50 [] 50 50 50
XK = NRS5 AN NRS5 \g N NRS5
4510 Y N M 45 1 i N M a5 1 i N M
NRS0 NRS0 NRSO
o | o o 3
=40 H B 1H 40 =40 H L s 140 =40 1 H 40
T [ NR45 ? NR45 T B NR45
3 3 3
S35 H XY***- - 235 H &K,,,- H <35 XY,,,-%,
5 NR40 5 NR40 5 NR40
2 2 2
830 XY,,, H 30 830 H \777 -~ H 30  $30H %,,,H,ao
s [ ™ nR3s S NR35 S NR35
) o °
525,,,XY,,,, H S25 H XY,,,, H 525——7¥7777 H
] NR30 3 NR30 3 NR30
20 H —NHNH 20 20 HH NN L 20 20 H N 20
NR25 NR25 NR25
15 4 K | Y N R0 Ei 15 4 Y | LN Enreo E 15 4 K | Y N R0
NRO [NR5 | NR10NR15 NRO [NR5 | NR10'NR15 NRO [NR5[NR10 NR15
10 AVELN 10 10 AVELN 10 10 AVEL N 10
S o D o0 o D % G o D o o D D % & oo D o o D, %
P 208 Y 9 9 % B L 28 % 9 0, 9, 9, % 2 28 Y 9. 9 %, %
¢ 0 0 9 Y Y P H ¢ 0 0 9 Y Y HxH ¢ 0 0 9 9 Y P xH
Octave band centre frequency [Hz] Octave band centre frequency [Hz] Octave band centre frequency [Hz]
Measuring location
(discharge side)
Notes
- Datais valid at free field condition.
- Data is valid at nominal operation condition.
- dBA = A-weighted sound pressure level (A scale according to IEC). 3
- Reference acoustic pressure 0 dB = 20 puPa 2
- If the sound is measured under actual installation conditions, the measured value will be higher due to environmental noise and sound g
reflections.
3D146968A
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8 Sound data

8-2

Sound Pressure Spectrum - Heating

Notes

reflections.

- Datais valid at free field condition.

- Datais valid at nominal operation condition.

- Conditions: Ta DB/WB :7/6:°C - LWC 35-°C

- dBA = A-weighted sound pressure level (A scale according to IEC).
- Reference acoustic pressure 0 dB = 20 yPa

- If the sound is measured under actual installation conditions, the measured value will be higher due to environmental noise and sound

ERRA-EV37
ERRA-EW17 N
ERRA*EAV3(7) ERRA*EAW1(7)
70 NR75 T 70 70 NR75T T 70
65 S 65 NR70
60 NR6S 60 60 NRG5 60
55 NR60 55 NR60
50 50 50 50
k NRS5 kt NRS5
45 a5 10
NR50 NRS50
o —_ "\ — o ]\ — —
S 40 H MH 40 S 40 40
° NR45 T NR45
3 3
. 35 H % B E e 3B % - -
s _ NR40 5 _ NR40
2 2
8 30H XY 1 H 30 g 30 % — H 30
S NR35 a NR35
2 [ 2 [
S 25 NIl 1 S 25 1 — N1 B
3 NR30 3 NR30
20 H | — N H 20 20H H — N N -+ 20
NR25 NR25
154 L Y ) NR20 | 1 1514 A g B 00 |
NRORK |NR5 INR10 |"NR15 NRO NRS | |NR10 | NR15
10 10 10 10
6; z < & 7% 2 % & 7z i & 7 2 % % %
> s ) Q G 2 Y > g S Q Q ) Q (S
> % Y % % % S % Y %9 % % % %
Octave band centre frequency [Hz] Octave band centre frequency [Hz]
Maximum sound day Maximum sound night Measuring location
Sound Power Level [dBA] Sound Power Level [dBA] (discharge side)
Maximum sound day [ Maximum sound night ERRAOSEA® | ERRAIOEA* | ERRAI2EA* | ERRAOSBEA* | ERRAIOEA* | ERRAI2EA*
Default | Low noise level -1 62 62 585 585 585 f
Low noise level 2 | Low noise level 3 53 53 | 53 49,8 298 | 49,8 {itm).
Full load (maximum fan rps and maximum compressor rps for the dedicated low noise mode)

Front side

3D146966A
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8 Sound data
8-3  Sound Pressure Spectrum Quiet Mode

ERRA-EV37
ERRA-EW17 ERRA*EA**

70 NR75 70
8 65 NR70
I 60 NRES 60
55 NR60
50 50
& — k NR55
% 4517 —— NR50
: 40 1] & ™| v E 40
g 35 1] % > >< v
7]
@
g 30 >x< |~ [ F 30
2 [~ NR35
€ 25 +— — ——
3 ~ NR30
< 20— — 4 1 —] 20
2 NR25
15 1 I~ NR20
NROJN_ NRS S B [
~ ~]
10 10
Q. 7 <X & 7 < % & %
> N % % %, %, %, % 8
Octave band centre frequency [Hz]
sound day i sound night Measuring location
Sound Power Level [dBA] Sound Power Level [dBA] (discharge side)
sound day il sound night ERRAOBEA* | ERRAIOEA* | ERRA12EA* | ERRAOBEA* | ERRAIOEA* | ERRA12EA*
Default Low noise level -1- 62 62 62 58,5 58,5 58,5 398F1
Low noise level -2+ Low noise level -3- 53 53 53 49,8 49,8 49,8
Full load (maximum fan rps and maximum compressor rps for the dedicated low noise mode)

Notes

- Data is valid at free field condition.

- Data is valid at nominal operation condition.

- Conditions: Ta DB/WB -7-/-6-°C - LWC -55-°C

- dBA = A-weighted sound pressure level (A scale according to IEC).

- Reference acoustic pressure 0 dB = 20 puPa

- If the sound is measured under actual installation conditions, the measured value will be higher due to environmental noise and A
sound reflections.

Front side

3D146967

ERRA-EV37
ERRA-EW17
ERRA**EAV3(7) ERRA*EAW1(7)
70 NR7s T 70 70 NR75 T 70
65 NR70T 1 65 NR70 T 7
60 NRGS 60 60 NRGS 60
55 55
& NR60 NR60
50 AN NRS55 50 50 : NRS5 0
* H] i NRS0 ® i B NRS0
5( ™ 5( ™
Iy ] = [ N\
S 40 - H 40 = 40 H LT 40
° NR45 ° NR45
2 2
3 3
s 31 Bi A H s 3 Bi a s E
3 NR40 5 NR40
g 30 % — ] = H- 30 s 30 H % —\ = HE 30
e NR35 e NR35
2 2
3 T AY NI TRl T —w | | 3 7 AY NI TRl T —w | [
[ NR30 7] NR30
20 H H s\mNs — H 20 20 H H N LT 20
NR25 NR25
15 H L nRop L) L 154 L Y LN frvRo | 1
NRO NRS NR10 NR15 NRO NRS NR10 NR15|
10 10 10 10
& 7 i % Z 2 % % Y 7 i % 2 < % & %
PR Y % 9 Y Y, 8y P % %, Y % B %
Octave band centre frequency [Hz] Octave band centre frequency [Hz]
Measuring location
(discharge side)
s
(10m)
-
Notes

- Data is valid at free field condition.

- Data is valid at nominal operation condition.

- dBA = A-weighted sound pressure level (A scale according to IEC).

- Reference acoustic pressure 0 dB = 20 pPa

- If the sound is measured under actual installation conditions, the measured value will be higher due to
environmental noise and sound reflections.

Front side
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9 Installation
9-1 Installation Method
ERRA-EV37
ERRA-EW17
Minimum space for air passage
9
! |
Top-side obstacle
<500 _ _ <500 :A <500 _ _ <500 _ |
% 2500 _ % % 2300
= @ :
2150 | 2500 ﬂ_z_J _Zﬂo_J
No top-side obstacle General
g ' 2
\ < :
%
100 Y 2500
3D145275
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10  Operation range
10-1 Operation Range

ERRA-EV37
ERRA-EW17

ELV* |+ELB* ] + ELS* |

Outdoor temperature [°C DB

Cooling mode
= s s

Heating mode

No backup heater

With tank preheating

See note -1-.
1| Qutdoor temperature [°C DB]
T

w5 awp 5 ® 5 & &

Leaving water condensor temperature [°C]

Backup heater
ELB* Backup heater kit

»  Outdoor temperature [°C DB]

) L —
)

sE _ v

Heating mode

[ L |
w, & AuH W 2 s @ 8, 7

Leaving water condensor temperature [°C]

Legend

r7J Backup heater only operation
No outdoor unit operation

[T Heat pump + backup heater operation
Pull-up area

Outdoor unit operation if controller setpoint is regulated to minimal leaving water temperature request.
See dashed lines

/1" Outdoor unit operation if setpoint >-55-°C and AT = -10-°C (AT = outlet temperature — inlet temperature)
1 Pull-down area
Notes
1. Tank preheating
For details, see the installer reference guide.
2. In restricted power supply mode, the outdoor unit and backup heater can only operate separately.

o L L
nE wu  ®
5B ) “ 0% 0 8, 0

Leaving water condensor temperature [°C]

Backup heater
Backup heater kit

Auxiliary boiler only operation
SN No outdoor unit operation

b= Heat pump + auxiliary boiler operation
Pull-up area

3D1428098B

ERRA-EV37

ERRA-EW17 Domestic hot water heating mode
EKHWS*200*
ELVA] + ELS*] + EKHWP]+ EKHWS*250%

EKHWS*300%
¥

Third-party with identical specifications as -EKHWS*200%*-

Outdoor temperature [°C DB]

¥ —

‘
10 x5 % o El EBC LT R
! L) [
Leaving water condensor temperature [°C]
Legend
Setpoint [°C]
Domestic hot water

.- - Leaving water temperature [°C]
FHH  Pull-up area

Booster heater only operation (if a booster heater is part of the system)
(1)-ELV*12*- indoor units only

(2) Combination of -EKHWS*- and -ELB*- indoor units /
(3) Combination of -EKHWP*- and -ELB*- indoor units

The indoor unit and backup heater will start in these cases.
Notes

2.Third-party with identical specifications as -EKHWS*150%-
Coil surface >:1.05-m? and <-3.7-m?
Tank thermistor and booster heater above heat pump coil.
3.Third-party with identical specifications as -EKHWS*200%*-
Coil surface >-1.8'm? and <-3.7-m?
Tank thermistor and booster heater above heat pump coil.

0 T T T 1

+
Third-party with identical specifications as -EKHWS*150%-

Outdoor temperature [°C DB]

5 —

T AT

B
ot

10 0 5 ¥ @ El
Leaving water condensor temperature [°C]

&

+ELS*12*- indoor units only

@ Operation of the outdoor unit is possible. If the outdoor temperature drops below --20-°C, unit will continue operation.
But when the unit is OFF and the outdoor temperature is below --20-°C, the outdoor unit will not start up.

1.In restricted power supply mode (-EKHW*- only ), the outdoor unit, booster heater and backup heater can only operate separately.

3D142810
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The present leaflet is drawn up by way of information only and does not constitute an
offer binding upon Daikin Europe N.V.. Daikin Europe N.V. has compiled the content of

this leaflet to the best of its knowledge. No express or implied warranty is given for the
completeness, accuracy, reliability or fitness for particular purpose of its content and the
products and services presented therein. Specifications are subject to change without prior
notice. Daikin Europe N.V. explicitly rejects any liability for any direct or indirect damage, in
the broadest sense, arising from or related to the use and/or interpretation of this leaflet.
All content is copyrighted by Daikin Europe N.V.
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